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HD63484 ACRTC 
(Advanced CRT Controller) 

Powerful visual interfaces are a key component of advanced system architec- 
tures. A proven technique uses raster scanned CRT technology for the display of 
graphics and text information. 

Systems which use first generation CRT Controllers (CRTCs) are constrained by 
hardware/software design time, manufacturing cost, and limited MPU bandwidth. 

To meet the functional requirements for powerful visual interfaces, and to sup- 
port their use in high volume, cost sensitive applications, advanced circuit design 
and VLSI CMOS manufacturing technologies have been used to create a next gen- 
eration CRTC, the HD63484 ACRTC (Advanced CRT Controller). 

The ACRTC concept is to incorporate major functionality, formerly requiring 
external hardware and software, on-chip. In this way, both higher performance and 
reduced system cost benefits are achieved. 

* High Level Command Language Increases Performance and Reduces Software 
Development Cost. 

- ACRTC Converts Logical X-Y Coordinates to Physical Frame Buffer Ad- 
dresses. 

- 38 Commands including 23 Graphic Drawing Commands - LINE, REC- 
TANGLE POLYLINE, POLYGON, CIRCLE, ELLIPSE, ARC, ELLIPSE 
ARC, FILLED RECTANGLE, PAINT, PATTERN and COPY. 

- On-chip 32 Byte Pattern RAM. 

- Conditional Drawing function (8 conditions) for Drawing Patterns, Color Mix- 
ing and Software Windowing. 

- dra wing A rea Control with Hardware Clipping and Hitting. 

- Maximum Drawing Speed of 2 Million Logical Pixels per Second is the same 
for Monochrome and Color applications. 
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High Resolution Display with Advanced Screen Control 

- Up to 4096 by 4096 Bit Map GRAPHIC Display and/or 256 Line by 256 
Character by 32 Raster CHARACTER Display. 

- Separate Bit Map GRAPHIC (2M byte) and CHARACTER (128K byte) Ad- 
dress Spaces with Combined GRAPHIC/CHARACTER Display. 

- Three Horizontal Split Screens and One Window Screen. 
Size and Postition Fully Programmable. 

- Independent Horizontal and Vertical Smooth Scroll for each Screen. 

- 1 to 16 Zoom Magnitude - Independent X and Y Zoom Factors. 

- Logical Pixel Specification as 1, 2, 4, 8 or 16 Bits for Monochrome, Gray Scale 
and Color Displays. 

- Programmable Address Increment Supports Frame Buffer Memory Widths to 
128 Bits for Video Bit Rates > 500 MHz. 

- Unique Interleaved Access Mode for Screen Superimposition or 'Flashless' 
Displays. 

- ACRTC provides Dynamic RAM Refresh Address. 
High Performance MPU Interface 

- Optimized Interface with the HD68000 MPU and HD68450 DMAC. 

- 8 or 16 Bit Bus - Compatible With Other MPUs. 

- Separate on-chip 16 Byte READ and WRITE FIFOs. 

- Maskable Interrupts Including FIFO status. 
Versatile CRT Interface 

- Full Programmability of CRT Timing Signals. 

- Three Raster Scanning Modes. 

- Master or Slave Synchronization to Multiple ACRTCs or Other Video Gener- 



ating i^e Vices. 



— Two Hardware Cursors. Three Cursor Modes. 

— Progreammable Cursor and Display Timing Skew. 

— Eight User Defineable Video Attributes. 

— Light Pen Detection. 
VLSI CMOS Process 
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1. ACRTC INTRODUCTION 

1.1 Applications 

The overall function of a visual interface is logically partitioned into layers. At 
the lowest layer are CRT timing and control signal generation. At the top layer are 
general purpose drawing procedures which provide a high-level interface to the users 
OS or applcation software. At this layer, a number of popular standards have 
emerged including GKS, Core, NAPLP, GSX and others. 

Figure 1.1 shows how the ACRTC performs the key functions or logical drawing 
algorithm and physical drawing execution. Formerly, these function were performed 
by external hardware and/or MPU software. 
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Figure 1.1 ACRTC vs. CRTC 
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As shown, the ACRTC reduces the 'gap' between device functionality and high 
level graphics procedures. Since the ACRTC device itself provides capabilities closely 
related to those of high level graphics packages, the effort (hardware and software 
design time and cost) required to develop a visual interface is significantly reduced. 

Noting the traditional and emerging applications for visual interfaces, figure 1.2 
shows that a single ACRTC is suitable for a broad range of products in both 
alphanumeric and graphics areas. 

Multiple ACRTCs can achieve performance beyond that of any first generation 
CRTC configuration. 



Flight Simulator 
Work Station 
CAD/CAM Terminal 

Game Machine 

Business Computer 

High -end Personal Computer 

Word Processor 

Videotex 

Dumb Terminal 

Applications 




ACKTC Coverage 



Figure 1.2 Application Spectrum 
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1 .2 System Configuration 
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Figure 1 .3 System Configuration 



Existing CRTCs provide a single bus interface to the frame buffer which must 
be shared with the host MPU. However, the refresh of large frame buffers and the 
requirement to access the frame buffer for drawing operations can quickly saturate 
this shared bus bandwidth. 

As shown, the ACRTC uses separate host MPU and frame buffer bus inter- 
faces. This allows the ACRTC full access to the frame buffer for display refresh, 
DRAM refresh and drawing operations while minimizing the ACRTCs usage of the 
MPU system bus. Thus, overall system performance is maximized. A related benefit 
is that a large frame buffer (2M byte for each ACRTC) is useable even if the host 
MPU has a smaller address space or segment size restriction. 

The ACRTC can utilize an external DMA Controller. This increases system 
throughput when large amounts of command, parameter and data information must 
be transferred to the ACRTC. Also, advanced DMAC features, such as the 
HD68450 DMACs 'chaining' modes, can be used to develop powerful graphics sys- 
tem architectures. 

However, more cost sensitive or less performance sensitive applications do not 
require a DMAC. The interface to the ACRTC can be handled completely under 
MPU software control. 

While both ACRTC bus interfaces (Host MPU and Frame Buffer) exploit 16 bit 
data paths for maximum performance, the ACRTC also offers an 8 bit MPU mode 
for easy connection to popular 8 bit bus structures. 
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1 .3 Block Diagram 
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Figure 1.4 Block Diagram 
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The ACRTC consists of five major functional blocks. These functional blocks 
operate in parallel to achieve maximum performance. Two of the blocks perform 
the external bus interface for the host MPU and CRT respectively. 

O MPU Interface 

Manages the asynchronous host MPU interface including the programmable in- 
terrupt control unit and DMA handshaking control unit. 

O CRT Interface 

Manages the frame buffer bus and CRT timing input and output control signals. 
Also, the selection of either display refresh address or drawing address outputs 

is performed. 

The other three blocks are separately microprogrammed processors which oper- 
ate in parallel to perform the major functions of drawing, display control and 
timing. 

O Drawing Processor 

Interprets commands and command parameters issued by the host bus (MPU 
and/or DMA€) and performs the drawing operations on the frame buffer 
memory. This processor is responsible for the execution of ACRTC drawing 
algorithms and conversion of logical pixel X-Y addresses to physical frame 
buffer addresses. 
Communication with the host bus is via separate 16 byte read and write FIFOs. 

O Display Processor 

Manages frame buffer refresh addressing based on the user programmed specifi- 
cation of display screen organization. Combines and displays as many as 4 inde- 
pendent screen segments (3 horizontal splits and 1 window) using an internal 
high speed address calculation unit. Controls display refresh address outputs 
based on GRAPHIC (physical frame buffer address) or CHARACTER (physical 
frame buffer address + row address) display modes. 

O Timing Processor 

Generates the CRT synchronization signals and other timing signals used inter- 
nally by the ACRTC. 

The ACRTCs software visible registers are similarly partitioned and reside m the 
appropriate internal processor depending on function. The registers in the Dis- 
play and Timing processors are loaded with basic display parameters during sys- 
tem initialization. During operation, the host primarily communicates with the 
ACRTCs Drawing processor via the on-chip FIFOs. 
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1 .4 Signal Description 

Following is a brief description of the ACRTC pin functions organized as MPU 
Interface, DMAC Interface, CRT Interface and Power Supply. The detailed signal 
description is provided in section 4. 

MPU Interface 



RES - Input 

Hardware reset input to the ACRTC. 
DO - D15 - Input/Output 

The bidirectional data bus for communication with the host MPU or DMAC. In 
8 bit data bus mode, D0-D7 are used. 

R/W - Input 

Controls the direction of host < — > ACRTC transfers. 
CS - Input 

Enables data transfers between the host and the ACRTC. 

RS - Input 

Selects the ACRTC register to be accessed and is normally connected to the 
least significant bit of the host address bus. 

DTACK - Output 

Pr ovides as ynchronous bus cycle timing and is compatible with the HD68000 
MPU DTACK input. 

IRQ - Output 

Generates interrupt service requests to the host MPU. 

DMAC Interface 



DREQ — Output 

Generates DMA service requests to the host DMAC. 
DACK - Input 

Rec eives DMA acknowledge timing from the host DMAC. 

DONE - Input/Output 

Terminates DMA transfer and is compatible with the HD68450 DMAC DONE 
signal. 
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CRT Interface 

2CLK - Input 

Basic ACRTC operating clock derived from the dot clock. 

M ADO- 15 - Input/Output 

Multiplexed frame buffer address/data bus. 

AS - Output 

Address strobe for demultiplexing the frame buffer address/data bus (MADO- 

15). 

MA16/RA0-MA19/RA3 - Output 

The high order address bits for graphic screens and the raster address outputs 
for character screens. 

RA4 - Output 

Provides the high order raster address bit (up to 32 rasters) for character 

screens. 

CHR - Output 

Indicates whether a graphic or character screen is being accessed. 

MCYC - Output 

Frame buffer memory access timing - one half the frequency of 2CLK. 

MRD - Output 

Frame Buffer data bus direction control. 



DRAW - Output 

Differentiates between drawing cycles and CRT display refresh cycles. 

rnSPl, DISP2 - Output 

Programmable display enable timing used to selectively enable, disable and 

blank logical screens. 

CUDl, CIJD2 - Output 

Provides cursor timing determined by ACRTC programmed parameters such as 
cursor definition, cursor mode, cursor address, etc. 
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VSYNC - Output 

CRT device vertical synchronization pulse. 
HSYNC - Output 

CRT device horizontal synchronization pulse 
EXSYNC - Input/Output 

For synchronization between multiple ACRTCs and other video signal generat- 
ing devices. 

LPSTB - Input 

Connection to an external light pen. 

1 .5 Address Space 

The ACRTC allows the host to issue commands using logical X-Y coordinate 
addressing. The ACRTC converts these to physical linear word addresses with bit 
field offsets in. the frame buffer. 

Figure 1.5 shows the relationship between a logical X-Y screen address and the 
frame buffer memory, organized as sequential 16 bit words. The host may specify 
that a logical pixel consists of 1, 2, 4, 8 or 16 physical bits in the frame buffer. In 
the example, 4 bits per logical pixel is used allowing 16 colors or tones to be 
selected. 

Up to four logical screens (Upper, Base, Lower and Window) are mapped into 
the ACRTC physical address space. The host specifies a logical screen physical start 
address, logical screen physical memory width (number of memory words per 
raster), logical pixel physical memory width (number of bits per pixel) and the logi- 
cal origin physical address. Then, logical pixel X-Y addresses issued by the host or 
by the ACRTC Drawing processor are converted to physical frame buffer addresses. 
The ACRTC also performs bit extraction and masking to map logical pixel opera- 
tions (in the example, 4 bits) to 16 bit word frame buffer accesses. 
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1.6 Registers 
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Figure 1.6 Accessible Registers 
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The ACRTC has over two hundred bytes of accessible registers. These are 
organized as Hardware, Directly and FIFO accessible. 

O Hardware Accessible 

The ACRTC is connected to the host MPU as a standard peripheral which oc- 
cupies two word locations of the host address space. The RS (Register Select) 
pin selects one of these two locations. When RS is low, reads access the Status 
Register and writes access the Address Register. 

The Status Register summarizes the ACRTC state and is used by the MPU to 
monitor the overall operation of the ACRTC. The Address Register is used to 
program the ACRTC with the address of the specific directly accessible register 
which the MPU wishes to access. 

O Directly Accessible 

These registers are accessed by prior loading of the Address Register with the 
chosen register address. Then, when the MPU accesses the ACRTC with 
RS= 1, the chosen register is accessed. 

The FIFO entry enables access to FIFO accessible registers using the ACRTC 
read and write FIFOs. 

The Command Control Register is used to control overall ACRTC operation 
such as aborting or pausing commands, defining DMA protocols, enabling/dis- 
abling interrupt sources, etc. 

The Operation Mode Register defines basic parameters of ACRTC operation 
such as frame buffer access mode, display or drawing priority, cursor and display 
timing skew factors, raster scan mode, etc. 

The Display Control Register allows the independent enabling and disabling of 
each of the four ACRTC logical display screens (Base, Upper, Lower and Win- 
dow). Also, this register contains the 8 bits of user defineable video attributes. 
The Timihg Control RAM contains registers which define ACRTC t i ming. Th is 
includes timing specification for CRT control signals (e.g. HSYNC, VSYNC), 
logical display screen size and display period, blink timing, etc. 
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The Display Control RAM contains registers which define logical screen display 
parameters such as start addresses, raster addresses and memory width. Also in- 
cluded are the cursor (s) definition, zoom factor and light pen registers. 
O FIFO Accessible 

For high performance drawing, key Drawing Processor registers are coupled to 
the host via the ACRTCs separate 16 byte read and write FIFOs. 
ACRTC commands are sent from the MPU via the write FIFO to the Com- 
mand register. As the ACRTC completes command execution, the next com- 
mand is automatically fetched from the FIFO into the Command register. 
The Pattern RAM is used to define drawing and painting 'patterns'. The Pattern 
RAM is accessed using the ACRTCs Read Pattern RAM (RPTN) and Write 
Pattern RAM (WPTN) register access commands. 

The Drawing Parameter Registers define detailed parameters of the drawing pro- 
cess, such as color control, area control (hitting/clipping) and Pattern RAM 
pointers. The Drawing Parameter Registers are accessed using the ACRTCs 
Read Parameter Register (RPR) and Write Parameter Register (WPR) register 
access commands. 
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1.7 Commands 
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Figure 1.7 Commands 

The ACRTC has 38 commands classified into three groups - REGISTER AC- 
CESS DATA TRANSFER and GRAPHIC DRAWING. 

Five REGISTER ACCESS commands allow access to Drawing processor Draw- 
ing Parameter Registers and the Pattern RAM. 

Ten DATA TRANSFER commands are used to move data between the host 
system memory and the frame buffer, or within the frame buffer. 

Twenty three GRAPHIC DRAWING commands cause the ACRTC to perform 
drawing operations. Parameters for these commands are specified using logical X-Y 

addressins . 

All the above commands, parameters and data are transferred via the ACRTC 

read and write FIFOs. 
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1 .8 Graphic Drawing 

Assuming the ACRTC has been properly initialized, the MPU must perform 
two steps to cause graphic drawing. 

First, the MPU must specify certain drawing parameters which define a number 
of details associated with the drawing process. For excample, to draw a figure or 
pamt an area, the MPU must specify the drawing or painting 'pattern' by initializing 
the ACRTC Pattern RAM and related pointers. Also, if clipping and hitting control 
are desired, the MPU specifies the 'arera' to be monitored during drawing by 
initializing area definition registers. Other drawing parameters include color, edge de- 
finition, etc. 

After the drawing parameters have been specified, the MPU issues a graphic 
drawing command and any required command parameters, such as the CRCL (Cir- 
cle) command with a radius parameter. The ACRTC then performs the specified 
drawmg operation by reading, modifying and rewriting the contents of the frame 
buffer. 
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2. SYSTEM INTERFACE 

2.1 Basic Clock 

The ACRTC basic clock is 2CLK. 2CLK controls all primary ACRTC display 

and logic timing parameters. , • , u 

2CLK, along with the specification of number of bits per logical pixel, the 
Graphic Address Increment mode and the Display Access mode, also determines 
the video data rate. 

2.2 CRT Interface 

2.2.1 Frame Buffer Access 
2.2.1.1 Access Modes 

The three ACRTC display memory access modes are Single, Interleaved and 
Superimposed. 

(a) Single Access Mode . u <: + 
A display (or drawing) cycle is defined as two cycles of 2CLK. During the lirst 
2CLK cycle, the frame buffer display or drawing address is output. During the 
second 2CLK cycle, the frame buffer data is read (display cycles and/or drawing 
cycles) or written (drawing cycles). 

In this mode, display and drawing cycles contend for access to the frame butter. 
The ACRTC allows the priority to be defined as display priority or drawing 
priority. If display priority, drawing cycles are only allowed to occur during verti- 
cal retrace. So, a 'flashless' display is obtained at the expense of slower drawing. 
If drawing priority, drawing may occur during display so high speed drawing is 
obtained, however the display may flash. 

(b) Interleaved Access Mode (Dual Access Mode 0) 

In this mode, display cycles and drawing cycles are interleaved. A display/draw- 
ing cycle is defined as four cycles of 2CLK. During the first 2CLK cycle, the 
frame buff'er display address is output. During the second 2CLK cycle, the dis- 
play data is read from the frame buffer. During the third 2CLK cycle, the frame 
buffer drawing address is output. During the fourth 2CLK cycle, the drawmg 

data is read or written. , .<i ui ' 

Since there is no contention between display and drawing cycles, a tlashless 
display is obtained while maintaining full drawing speed. However, for a given 
configuration, frame buffer memory access time must be twice as fast as an 
equivalent Single Access Mode configuration. 
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(c) Superimposed Acx^ess Mode (Dual Access Mode 1) 

In this mode, two separate logical screens are accessed during each display cycle. 
The display cycle is defined as four 2CLK cycles. During the first 2CLK cycle, 
the Background (Upper, Base or Lower) screen frame buffer address is output! 
During the second 2CLK cycle, the Background screen display or drawing data 
is read (display or drawing) or written (drawing). During the third 2CLK cycle, 
the window screen frame buffer address is output. During the fourth 2CLK cy- 
cle, the window screen display or drawing data is read (display or drawing) or 
written (drawing). Note that the third and fourth cycles can be used for Back- 
ground screen drawing (similar to Interleaved mode) when these cycles are not 
used for Window display. 
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2.2.1.2 Graphic Address Increment Mode 

During display operation, the ACRTC can be programmed to control the 
graphic display address in six ways including increment by 1, 2, 4 and 8 words, 1 
word every two display cycles and no increment. 

Setting GAI to increment by 2, 4 or 8 words per display cycle achieves linear in- 
creases in the video data rate i.e. for a given configuration setting GAI to 2, 4 or 8 
words will achieve 2, 4 or 8 times the video data rate corresponding to GAI=1. 
This allows increasing the number of bits/logical pixel and logical pixel resolution 
while meeting the 2CLK maximum frequency constraint. 

Figure 2.2 shows the summary relationship between 2CLK, Display Access 
Mode, Graphic Address Increment, # bits/logical pixel, memory access time and 
video data rate. The frame buffer cycle frequency (Fc) is shown by the following 
equation where: 
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Figure 2.2 Graphic Address Increment Modes 
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2.2.2 Dynamic RAM Refresh 

When dynamic RAMs (DRAMs) are used for the frame buffer memory, the 
ACRTC can automatically provide DRAM refresh addressing. 

The ACRTC maintains an 8 bit DRAM r efresh counter which is decremented 
on each frame buffer access. During HSYNC low, the ACRTC will output the se- 
quential refresh addresses on MAD. The refresh address assignment depends on 
Graphic Address Increment (GAI) mode as shown in figure 2.3(a). 
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Refresh Address Output Terminal 


+ 1 (GAI=000) 


MADO-7 


+ 2(GAI=001) 


MAD1-8 


+ 4 (GAI=010) 


MAD2-9 


+ 8 (GAI=011) 


MAD3-10 


+ 1/2 (GAI=111) 


MADO-7 



Figure 2.3(a) GAI and DRAM Refresh Addressing 

The ACRTC provides "0" output on the remaining address line of MAD and 



MA/RA. r— caTxtt^ 

DRAM refresh cycle timing must be factored into the determmation of HSYNC 
low pulse width (HSW - specified in units of frame buffer memory cycles). 

If the horizontal scan rate is Fh (kHz), number of DRAM refresh cycles is N 
and the DRAM retresh cycle time is ir i.msec; men nonzonuii sync wium mxott/ 
is specified by the following equation: 

HSW ^ N / (Tr X Fh) 

For example, if the scan rate is 15.75 kHz and the DRAMS have 128 refresh 
cycles of 2 msec, HSW must be greater than or equal to 5. 

HSW ^ 128 / (2 X 15.75) = 4.06 
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2.2.3 External Synchronization 

The ACRTC EXSYNC pin allows synchronization of multiple ACRTCs or other 
video signal generators. The ACRTC may be programmed as a single Master de- 
vice, or as one of a number of Slave devices. 

To synchronize multiple ACRTCs, simply connect all the EXSYNC pins 
together. 

For synchronizing to other video signal s, the con nection scheme depends on the 
raster scan mo de. In Non -Interlace mod e, EXSY NC corresponds to VSYNC. In In- 
terlace modes, EXSYNC corresponds to VSYNC of the odd field. 
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Figure 2.4(a) External Synchronization 
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When the leading edge of EXSYNC enters this 
period, ACRTC shifts the internal phase 
according to the above sequence. 



(Sync Cycle) 



(Phase Not Shifted) 



2.3 MPU Interface 
2 3.1 MPU Bus Cycle 

The ACRTC interfaces to the MPU as a peripheral occupying two addresses in 
the MPU address ^pace. The ACRTC can operate as an 8 or 16 bit peripheral as 

''''' ArMPuTus^cSe is initiated when CS is asserted (following the assertion of 
RS and R/W). The ACRTC responds to CS low by asserting DTACK low to com- 
plete the data transfer. DTACK will be returned to the MPU in between 1 and 1.5 

7CL1C cvcles 

MPU WAIT states will be added in the following two cases. 

(a) If the ACRTC 2CLK input is much slower than the MPU clock, continuous 
ACRTC accesses may be delayed due to internal processing of the previous bus 
cycle. 

(b) If an ACRTC read cycle immediately follows an ACRTC write cycle a WAIT 
state may occur due to ACRTC preparation for bus 'turn-around'. However, 
MPUs normally have no instructions which immediately follow a write cycle 
with a read cycle. 

For connection to synchronous bus interface MPUs, DTACK can simply be left 
open assuming the system design guarante es that W AIT states cannot occur as de- 
scribed above If WAIT states may occur, DTACK can be used with external logic 
to synthesize a READY signal. 

2.3.2 DMA Transfer 

^,.. .^o-rr^ .o« ir^t^rfar^ with an external DMA controller usmg three hand- 
shake":i^ DmT R;^;;^t (MEQ). DMA Acknowledge (DACK) and DMA 

°°°Th?ACRTC uses the external DM AC for two types of transfers Cotnmand/ 
Parameter DMA and Data DMA. For both types, DMA transfers use the ACRTC 
read and write FIFOs. 

2 3 2.1 Command/Parameter DMA 

The MPU initiates this mode by setting bit 12 (CDM) in the ACRTC Com- 
mand Control Register to 1. Then, the ACRTC will automatically ^e^ue^; ^Mf 
Trmsfev for commands and their associated parameters as long the wri e FIFO has 
space. Only cycle steal request mode (DREQ pulses low for each data transfer) can 
be used. Command/Para meter D MA is terminated when the MPU resets bit 12 m 
CCR to or the external DONE input is asserted. 
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2.3.2.2 Data DMA 

Data DMA is used to move data between the MPU system memory and the 
ACRTC frame buffer. 

The MPU sets-up the transfer by specifying the frame buffer transfer address 
(and other parameters of the transfer, such as 'on-the fly' logical operations) to the 
ACRTC. Next, when the MPU issues a Data Transfer Command to the ACRTC, 
the ACRTC will request DMA transfer to and from system memory. The ACRTC 
will request DMA, automatically monitoring FIFO status, until the DMA Transfer 
Command is completed. 

Data DMA request mode ca n be cycle steal (as in Command/Parameter DMA) 
or burst mode in which DREQ is a low level control output to the DMAC which 
allows multiple data transfers during each acquisition of the MPU bus. 

2.3.3 Interrupts 

The ACRTC recognizes eight separate conditions which can generate an inter- 
rupt including command error detection, command end, drawing edge detection, 
light pen strobe and four FIFO status conditions. Each condition has an associated 
mask bit for enabling/disabling the associated interrupt. The ACRTC removes the 
interrupt request when the MPU performs appropriate interrupt service by reading 
or writing to the ACRTC. 
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3. DISPLAY FUNCTION 

3.1 Logical Display Screens 

The ACRTC allows division of the frame buffer into four separate logical 
screens. 

Screen Number Screen Name Screen Group Name 

Upper Screen I 

1 Base Screen L Background Screens 

2 Lower Screen I 

3 Window Screen 

In the simplest case, only the Base screen parameters must be defined. Other 
screens may be selectively enabled, disabled and blanked under software control. 

The Background (Upper, Base and Lower) screens partition the display into 
three horizontal splits whose position is fully programmable. A typical application 
might use the Base screen for the bulk of user interaction, using the Lower screen 
for a 'status line(s)' and the Upper screen for 'pull-down menu(s)'. 

The Window screen is unique, since the ACRTC gives the Window screen high- 
er priority than Background screens, thus, when the Window, whose size and posi- 
tion is fully programmable, overlaps a Background screen, the Window screen is dis- 
played. One exception is the ACRTC Superimposed Access Mode, in which the 
Window has the same display priority as Background screens. In this case, the Win- 
dow and Background screen are 'superimposed' on the display. 

T'U.-, A <^'0'T/^ 1^™:««1 ^n-^^o^ r^-r.nn-rmirm*^l^-r> «->n*> Ko r\T-r\nf'>rY>rr>£%A ir\ Koct onit O rnim_ 

ber of display applications. 
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Figure 3.1 Display Screen/Frame Buffer Relationship 
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Figure 3.2 Display Screen Combination 
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Figure 3.3 Display Screen Specification 
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Figure 3.5 Example Screen Combinations 
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3.1.1 Graphic/Character Address Spaces 

The ACRTC controls two separate logical address spaces. The CHR pin allows 
external decoding if physically separate frame buffers are desired. 

Each of the four logical screens (Upper, Base, Lower and Window) is program- 
med as residing in the Graphics address space or the Character address space. 

ACRTC accesses to Graphics screens are treated as bit mapped using a 20 bit 
frame buffer address, with an address space of one megaword (IM by 16 bit). 

ACRTC accesses to Character screens are treated as character generator map- 
ped. In this case, a 64K word address space is used and 5 bits of raster address are 
output to an external character generator. 

Multiple logical screens defined as Character can be externally decoded to use 
separate character generators or different addresses within a combined character 
generator. Also, each Character screen may be defined with separate line spacing, 
separate cursors, etc. 
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Figure 3.6 Character Screen Raster Addressing 
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3.2 Cursor Control 

The ACRTC has two Block Cursor Registers and a Graphics Cursor Register. 

A Block cursor is used with Character screens. The cursor start and ending 
raster addresses are fully programmable. Also, the cursor width can be defined as 
one to eight memory cycles. 

A Graphics cursor is defined by specifying the start and end addresses in both 
the X and Y dimensions. 
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Figure 3.7(a) Two Separate Block Cursors 
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Figure 3.7(b) Block Cursor Examples 




Figure 3.8 Graphic Cursor 
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The ACRTC provides two separate cursor outputs, CUDl and CUD2. These 
are combined with two character cursor registers and a graphics cursor register to 
provide three cursor modes. 



3.2.1 Block Mode 



Two Block cursors are output on CUDl and CUD2 respectively. 



3.2.2 Graphic Mode 

The Graphic cursor is output on CUDl. Using an external cursor pattern 
memory allows a graphic cursor of various shapes. Two Block cursors are multiplex- 
eci on CUD2. 

3.2.3 Crosshair Mode 

Th e ho rizontal and vertical components of the Graphic cursor are output on 
CUDi and CUD2 respectively. This allows simple generation of a crosshair cursor 
control signal. 
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Figure 3.9 Crosshair Cursor 
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3.3 Scrolling 

3.3.1 Vertical Scroll 

Each logical screen performs independent vertical scroll. On Character Screens, 
vertical smooth scroll is accomplished using the programmable Start Raster Address 
(SRA). Line by line scroll is accomplished by increasing or decreasing the screen 
start address by one unit of horizontal memory width. 

On Graphics screens, vertical smooth scroll is accomplished by increasing or de- 
creasing the screen start address b^ one unit of horizontal memory width. 

3.3.2 Horizontal Scroll 

Horizontal scroll can be performed in units of characters for Character screens 
and units of words (multi logical pixels) for Graphic screens by increasing or de- 
creasing the screen start address by 1. 

For smooth horizontal scroll, the ACRTC has dot shift video attributes which 
can be used with an external circuit which conditions shift register load/clocking. 

Since this dot shift information is output each raster, horizontal smooth scroll is 
limited to either the Background screens or the Window screen at any given time. 
However, horizontal smooth scroll is independent for each of the Background 
screens (Upper, Base, Lower). 
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Figure 3.10 Scrolling By SAR (Start Address Register) Rewrite 
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Figure 3.12 Horizontal Smooth Scroll - Window Screen 
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3.4 Raster Scan Modes 

The ACRTC has three software selectable raster scan modes — Non-Interlace, 
Interlace Sync and Interlace Sync & Video. In Non-Interlace mode a frame consists 
of one field. In the Interlace modes, a frame consists of two fields, the even and odd 
fields. 

The Interlace modes allow increasing screen resolution while avoiding limits im- 
posed by the CRT display device, such as maximum horizontal scan frequency or 
maximum video dot rate. 

Interlace Sync mode simply repeats each raster address for both the even and 
odd fields. This is useful for increasing the quality of a displayed figure when using 
an interlaced CRT device such as a Television Set with RF modulator. 

Interlace Sync & Video mode displays alternate even and odd rasters on alter- 
nate even and odd fields. For a given number of rasters/character, this mode allows 
twice as many characters to be displayed in the vertical direction as Non-Interlace 
mode. 

Note that for Interlace modes, the refresh frequency for a given dot on the 
screen is one-half that of the Non-Interlace mode. Interlace modes normally require 
the use of a CRT with a more persistent phosphor to avoid a flickering display. 
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Figure 3.13 Raster Scan Modes 
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3.5 Zooming 

The Base screen (Screen 1) is supported by the ACRTC zooming function. 
Note that ACRTC zooming is performed by controlling the CRT timing signals. The 
contents of the frame buffer area being zoomed are not changed. 

The ACRTC allows specification of a zoom factor (1 to 16) independently in the 
X and Y directions. 

For horizontal zoom, the programmed zoom factor is output as video attributes. 
An external circuit uses this factor to condition the external shift register clock to 
accomplish horizontal zooming. 

For vertical zoom, no external circuit is required. The ACRTC will scan a single 
raster multiple times to accomplish vertical zooming. 




Figure 3.15 Zooming 
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3.6 Light Pen 

The ACRTC provides a 20 bit Light Pen Address Register and a Light Pen 
Strobe (LPSTB) input pin for connection with a light pen. 

A light pen strobe pulse will occur when the CRT electron beam passes under 
the light pen during display refresh. When this pulse occurs, the contents of the 
ACRTC display refresh address counter will be latched into the Light Pen Address 
Register along with a logical screen (Character or Graphic screen) designator. Also, 
an ACRTC status flag indicating light pen activity is set, generating an optional 
(maskable) MPU interrupt. Note that for Superimposed access mode, when the 
light pen strobe occurs in an area in which the Window overlaps a Background (Up- 
per, Base or Lower) screen, the Background screen address will be latched. 

Various system and ACRTC delays will cause the latched address to differ 
slightly from the actual light pen position, the light pen address can be corrected 
using software, based upon system specific delays. Or, if the application does not re- 
quire the highest light pen pointing resolution, software can 'bound' the light pen 
address by specifying a range of values associated with a given area of the screen. 
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4. SIGNAL DESCRIPTION 

4.1 Pin Arrangement 
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Figure 4.1 Pin Arrangement 
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4.2 Signal Functions 

The ACRTC signal functions are grouped into 4 functional categories, MPU In- 
terface, DMAC Interface, CRT Interface and Power Supply. All signals are TTL 
compatible. 

4.2.1 MPU Interface 
4.2.1.1 Reset {RES:INPUT) 



A low level on the RES input forces the ACRTC into the following state. 

(a) Drawing and Display operation is stopped. 

(b) ACRTC registers are initialized as follows. 

Status register (SR) - CED, WFR and WFE bits are set to 1, all other bits re- 
set to 0. 

Command Control Register (CCR) - The ABT bit is set to 1. All other bits 
are reset to 0. 

Operation Mode Register (OMR) - The M/S and STR bits are reset to 0. All 
other bits are unaffected. 
All other ACRTC registers are unaffected by RES. 

(c) The DRAM refresh address is placed on the MAD lines determined by the 
graphic address increment (GAI) mode. This remains the c ase until the start bit 
(STR) in the Operation Mode Register (OMR) is set to 1. HSYNC is also held 
low during the period from RES until the start bit in OMR is set to 1 by the 
host. 

4.2.1.2 Bi-directional Host System Data Bus (D0-D15:INPUT/OUTPUT:3-STATE) 
These lines are used for data transfer between the ACRTC and the host system 

data bus (MPU and/or DMAC). D0-D15 outputs are three state buffers and remain 
in the high impedance state except during host re ads of A CRTC registers. 

During reset, depending on the state of the DACK input, the ACRTC can be 
configured for an 8 bit data bus using D0-D7. In this case, D8-D15 should be left 
open. 

4.2.1.3 ReadAA/rite (R/W:INPUT) 

R/W controls the direction of transfer between the host system bus and the 
ACRTC. During non-DMA transfers, when R/W is high, data is transferred from 
the ACRTC to the host, and when low, data is transferred from the host to the 
ACRTC. 
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When the ACRTC executes a DMA transfei^ using an external DMAC, the 
polarity of R/W is reversed. In this case, when R/W is high, data is transferred from 
the host to the ACRTC, and when low, data is transferred from the ACRTC to the 
host. 

4.2.1.4 Chip Select (CS:INPUT) 

The Chip Select, when low, enables access of the ACRTC by the host MPU. 
Note that Chip Select must not_be low during DMA transfers (DACK = low). RS 
and R/W must be valid when CS is asserted and write data must be valid prior to 
the trailing (rising) edge of CS. 

When the ACRTC host data bus mode is 16 bit data bus, 8 bit data transfers 
are not allowed. 

4.2.1.5 Register Select (RS: INPUT) 

RS is used to select ACRTC hardware accessed registers. When RS is low, reads 
(R/W = high) access the Status register and writes (R/W = low) access the Ad- 
dress register. When RS is high, reads and writes access the particular ACRTC Con- 
trol register with address defined in the previous write to the Address register. If the 
accessed register is in the range of r80 - rFF, the address register will automatically 
be incremented to allow access to the next sequential register address. This allows 
high speed initialization of registers in the address range of r80 — rFF without re- 
quiring the MPU to reload the address register for each sequential access. Note that 
the address increment is 1 for 8 bit host interface mode and 2 for 16 bit host inter- 
face mode. 

Normally, RS is connected to the least significant bit of the MPU address bus. 

4.2.1.6 Data Transfer Acknowledge (DTACK:OUTPUT:OPEN DRAIN) 

The ACRTC will drive DTACK low to indicate completion of a data transfer cy- 
cle. DTACK is compatible with asynchronous bus interface hosts including the 
HD68000 MPU and HD68450 DMAC. 

4.2.1.7 Interrupt Request (iRQ:OUTPUT:OPEN DRAIN) 

This open drain output is dri ven low when the ACRTC requires interrupt serv- 
ice. In order to generate an IRQ, the interrupting condition must be enabled in the 
Command Control Register (CCR). 

The action required to clear the interrupting condition is specified in the Status 
Register description (section 5.3). 
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4.2.2 DMAC Interface 

Three DMA handshaking lines allow the ACRTC to use an external DMA con- 
troller. The DMA protocol is directly compatible with HD68450 DMAC single ad- 
dress mode transfers. 



4.2.2.1 DMA Request (DREQ:OUTPUT) 



During DMA transfer mode, DREQ is used to request data transfer service 
from the host bus DMAC. DREQ is asserted to active low level by ACRTC execu- 
tion of a Data DMA transfer command (when the Data DMA Mode bit (DDM) in 
CCR is set to 1) or by setting the Command/Parameter DMA transfer mode bit 
(CDM) in the CCR to 1. Data DMA can be programmed as burst or cycle steal, 
while Command/Parameter DMA can only be burst mode. 



4.2.2.2 DMA Acknowledge (DACKilNPUT) 

DACK is an answer back signal from the DMAC to which DREQ has been 
issued and indicates that the host bus has been acquired, and data transfer can oc- 
cur. Note that when DACK is asserted low, CS must not be low and the R/W sig- 
nal polarity is reversed. 

RS and R/W must be valid prior to DACK assertio n and d ata written to the 
AC RTC m ust be valid prior to the trailing (rising) edge of DACK. 

DACK is also u sed to define whether an 8 or 16 bit host data bus is used. Dur- 
ing reset, if DACK is low, 8 bit mode is used and if DACK is high, 16 bit mode is 
used. In the case of 8 bit mode, host-ACRTC communication occurs on the D0-D7 
portion of the data bus, white D8-D15 are disabled and driven high. When 8 bit bus 
mode is selected the automatic increment mod© lOr tuc nuuress Register is sst to 
*+ r (alternating even and odd register addresses), while 16 bit bus mode sets it to 
'+2' (even addresses only). 

When 16 bit h ost data bus mode is used, 8 bit transfers are not allowed. When 
DMA is not used, DACK should be pulled up to a high level. 



4.2.2.3 Done (DONE:INPUT/OUTPUT:OPEN DRAIN) 



DONE is used to terminate DMA transfers. During Data DMA transfers. 



DONE is an output and when asserted low indicates DMA t erminati on to the exter- 
nal DMAC. During Command/Parameter DMA transfers, DONE is an input as- 
serted low by the external DMAC to term inate DMA. Note that Data DMA cannot 
be terminated by externally forcing DONE low. 

DONE is open drain when in the output state, and should be pulled up to high 
level when not used. 
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4.2.3 CRT Interface 
4.2.3.1 Clock (2CLK:INPUT) 

This is the basic operating clock for the ACRTC which is derived from the ex- 
ternal dot clock. The ACRTC internally divides 2CLK by 2 to generate the MCYC 
Memory Cycle Clock. Thus, 2CLK is twice the frequency of the frame buffer 
memory access timing. 2CLK must be a continuous clock input. 



4.2.3.2 Vertical Synchronization (VSYNC:OUTPUT) 



VSYNC is used to output the active low Vertical Synchronization timing signal 
required by the CRT display device. 



4.2.3.3 Horizontal Synchronization (HSYNC:OUTPUT) 

HSYNC is used to output the active low Horizontal Synchronization timing sig- 
nal required by the CRT display device. 

HSYNC is also used when the ACRTC performs DRAM refresh addressing of 
the frame buffer. In the case that th e STR sta rt bit or the RAM bit in the Operation 
Mode Register (OMR) are set to 0, HSYNC asserted low indicates that the DRAM 
refresh addresses are present on MAD frame buffer address/data bus. 

4.2.3.4 External Synchronization (EXSYNCrlNPUT/OUTPUT) 

EXSYNC is an active low input and output signal used for synchronizing multi- 
ple ACRTCs or synchronizing the ACRTC with other video generating devices. The 
ACRTC is programmed as a master or slave by the state of t he M/S b it in the Op- 
eration Mode Register (OMR). When the ACRTC is master, E XSYNC i s an output 
which may be used to drive a slave video generating devices VSYNC- input or a 
slave ACRTCs EXSYNC inp ut. When the ACRTC is slave, EXSYNC is an input 
which receives the masters EXSYNC (master is another ACRTC) or VSYNC 
(master is another video generating device). 

In both master and slave configurations, the tim ing of EX SYNC depends on the 
interlace mode. For example, in interlaced modes, EXSYNC timing corresponds to 
VSYNC of the odd field. 
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4.2.3.5 Light Pen Strobe (LPSTB:INPUT) 

LPSTB input accepts a positive strobe pulse generated by an external light pen. 
When asserted high, the current frame buffer display refresh address is latched into 
the Light Pen Address Register and the LPD (Light Pen Detect) bit in the Status 
Register is set to 1, generating an interrupt if enabled to do so by the MPU. The 
stored address will be different from the actual address due to the following delays. 

(a) ACRTC address output delay 

(b) Address output to video signal output delay 

(c) Light pen detection to LPSTB delay 

(d) LPSTB to internal recognition delay 

The actual address should be calculated by adjusting the stored address consider- 
ing the above delays. Also note that, for Superimposed access mode, when the light 
pen strobe occurs in the Window screen, the overlapped Background (Upper, Base, 
Lower) screen address is latched. 

4.2.3.6 Memory Cycle (MCYC:OUTPUT) 

MCYC frequency is one-half that of thr ACRTC 2CLK input and is output con- 
tinuously. MCYC determines franie buffer memory access timing. MCYC low indi- 
cates the address portion of the memory access while MCYC high indicates the data 
portion of the memory access. 

4.2.3.7 Address Strobe (AS:OUTPUT) 

AS output is used to latch the frame buffer address. When AS is low, the MAD 
outputs contain the frame buffer address. AS is also used to load the external 
parallel to serial (shift register) converter with the data from frame buffer during the 
display cycle. 

4.2.3.8 Memory Read (MRDiOUTPUT) 

During a frame buffer access, MRD indicates the direction of data transfer be- 
tween the ACRTC and the frame buffer. When MRD is high, a frame buffer read 
cycle occurs, and when MRD is low, a frame buffer write cycle occurs. In super- 
imposed mode, MRD low indicates the read cycle of window screen data (second 
phase). 



4.2.3.9 Draw (DRAW:OUTPUT) 



The DRAW signal differentiates between ACRTC drawing and CRT display re- 
fresh cycles. When DRAW is low, t he MAD outputs contain multiplexed drawing 
address and data information. When DRAW is high, the MAD outputs contain a 
display refresh address during the address portion of the cycle, and are high impe- 
dance during the data portion of the cycle. 



52 HITACHI 



4.2.3.10 Frame Buffer Memory Address/Data 
(MAD0-MAD15:INPUT/OUTPUT:3-STATE) 

MAD0-MAD15 are the time multiplexed, bi-directional frame bufFer memory 
address and data bus. When AS js^low, MAD contains the lower 16 bits of the 
drawing or display address. When AS is high and DRAW is low, MAD transfers the 
drawing data to and from the frame buffer. 

When no frame buffer access is occurring, the MAD bus is 3-stated. 

When the RAM bit in the Operation Mode Regist er (QMR ) is set to 0, the 8 
bit DRAM refresh address is output on MAD during HSYNC low. The particular 
bits of MAD used for this 8 bit refresh address depend on the programmed Graphic 
Address Increment (GAI) mode. 

4.2.3.11 Memory Address/Raster Address (MA16/RAO-MA19/RA3:OUTPUT) 

These lines output either the 4 most significant bits of the frame buffer address 
(MA16-MA19) or the 4 least significant bits of the raster address (RA0-RA3). In 
Character mode (CHR = high), these lines are used as a raster address for connec- 
tion to an external character generator. In Graphic mode (CHR = low) these lines 
are used with MAD0-MAD15 to provide a 20 bit linear frame buffer address. 

4.2.3.12 Raster Address 4 (RA4:0UTPUT) 

In Character mode (CHR = high), RA4 output the most significant bit of the 
raster address. Thus, 5 bits (RA0-RA4) provide up to 32 rasters per character. 
In Graphic mode (CHR = low), the state of this output is undefined. 

4.2.3.13 Character (CHR:OUTPUT) 

CHR is an output indicating whether the current frame buffer address on MAD 
has been defined as corresponding to character (CHR = high) or graphic (CHR = 
low). When high, MAD0-MAD15 contains a 16 bit frame buffer address, while 
other MAD lines contain raster address information. When low, MAD0-MAD15, 
MA16-MA19 contains a 20 bit linear frame buffer address. CHR can be used to 
enable an external character generator. Also, CHR can be used to enable the ap- 
propriate memory bank in the case that character and graphic memory are separ- 
ated. 
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4.2.3.14 Display Timing (DISP1,DISP2: OUTPUT) 

These active low outputs indicate the active display period of the screen. They 
can be used in one of two ways. 

(a) Background screen/window screen display timing signal 

(b) Vertical/horizontal display timing signal 



4.2.3.15 Cursor Display (CUD1,CUD2:0UTPUT) 

These outputs are externally logically combined with the video signal to produce 
the cursor display on the screen. Three modes of cursor display are selectable by set- 
ting the cursor mode (CM) bits in the Cursor Definition Register (CDR). 



Cursor Mode 


Description 


CUD1 


CUD2 


BLOCK 


The separate display of two 
BLOCK cursors 


Btock 
cursor 1 


Block 
cursor 2 


GRAPHIC 


The display of a GRAPHIC cursor 
and two multiplexed BLOCK 
cursors 


Graphic 
cursor 


Block 
cursor 1&2 


CROSSHAIR 


The X and Y portions of a 
CROSSHAIR cursor 


X portion 


Y portion 



4.2.4 Power Supply 
4.2.4.1 Vcc, Vss 

These pins supply power to the ACRTC. V^c is specified as 5V ± 10% 

(4.5V~5.5V). 
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4.2.5 Video Attributes 

The ACRTC outputs 20 bits of video attributes on MAD0-MAD15 and MA16/ 
RAO-M A 19/RA3 . These attributes are output at the last cycle prior to the rising 
edge of HSYNC and should be latched externally. Thus, video attributes can be set 
on a raster by raster basis. 



MAI 9 
MA 18 
MA17 

MAI 6 
MAD 15 



MAD 12 
MAD 11 



MADS 
MAD7 



BLINK2 
BLINK1 



SPL2 



SPL1 



HZ3 



HZO 



MADO 



HSD3 



HSDO 



ATC7 



ATCO 



Blink 

Split Screen Number 

Horizontal Zoom 
Horizontal Scroll Dot 



Attribute Code 



Figure 4.2 Video Attributes 
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4.2.5.1 Attribute Code (ATC0-ATC7:MAD0-MAD7) 

These are user defined attributes. The programmed contents of the Attribute 
Control bits (ATR) of the Display Control Register (DCR) are output on these 
lines. 

4.2.5.2 Horizontal Scroll Dot (HSD0-HSD3:MAD8-MAD1 1) 

These are used in conjunction with external circuitry to implement smooth 
horizontal scroll. These lines contain the encoded start dot address which is used to 
control the external shift register load timing and data. HSD usually corresponds to 
the start dot address of the background screens. However, if the window smooth 
scroll (SWS) bit of OMR (Operation Mode Register) is set to 1, HSD outputs the 
start dot address of the window screen segment. 

4.2.5.3 Horizontal Zoom Factor (HZ0-HZ3:MAD12-MAD15) 

These lines output the encoded (1-16) horizontal zoom factor as stored in the 
Zoom Factor Register (ZFR). Horizontal zoom is accomplished by the ACRTC re- 
peating a single display address and using the HZ outputs to control the external 
shift register clock. Horizontal zoom can only be applied to the Base screen. 

4.2.5.4 Split Position (SPL1-SPL2:MA16-MA17) 

These lines present the encoded information showing the enabled background 
screen currently being displayed by the ACRTC. 

SPL2 SPLl 

Background Screen not enabled or displayed 

1 Base Screen 

1 Upper Screen 
1 1 Lower Screen 

4.2.5.5 Blink (BLINK1-BLINK2:MA18-MA19) 

The lines alternate from high to low periodically as defined in the Blink Control 
Register (BCR). the blink frequency is specified in units of 4 field times. A field is 
defined as the period between successive VSYNC pulses. These lines are used to im- 
plement character and screen blink. 
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5. REGISTER DESCRIPTION 

5.1 internal Register Access 

The ACRTC incorporates more than 200 bytes of internal Control registers and 
Control RAM which are accessible by the host MPU. The programming model is 
shown in figure 5.1. 

For the detailed register descriptions in this section, the following terminology is 
used. 

Hexadecimal numbers are denoted by a leading $ i.e. $1234, $FF, etc. 

For directly accessible registers, the register address is shown as 'rNN' where 
NN is interpreted as an 8 bit hexadecimal value. For example, the Zoom Factor 
Register address is OEA hexadecim.al, so ZFRs register address is shown as 'rEA'. 

For FIFO accessible Drawing Parameter Registers, the register address is shown 
as 'PrNN'. For example, the Color Comparison Register is addressed as parameter 
register 2 hex, so the CMP register address is shown as 'Pr02\ 

Bit subfields within the register are denoted using decimal bit numbers in which 
bit is the least significant bit and bit 15 the most significant bit. 

When the register diagram is shown, unused bits will be shaded. Unless stated 
otherwise, unused bits may be freely written with any value, and that value will be 
returned on subsequent reads of the register. 
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Figure 5.1 Programming Model 
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BCSR1 



BCA1 



BCSR2 



BCA2 



FRAO 



SAOH/SARO 



FRAl 



SA1H/SRA1 



FRA2 



SA2H/SRA2 



FRA3 



SA3H/SRA3 



BCER1 



BCER2 



C0N1 



C0FF1 



LPAR 



VZF 



C0N2 



C0FF2 



CHR 



LPAL 



No USE and RESERVED 



Figure 5.1 (cont.) Programming Model 
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5.2 Address Register 



High-order 



Low-order 




Figure 5.2 Address Register (AR) 



AR is a write only register used to specify the address (0-$FF) of the ACRTC 
control register to be accessed. AR is written during MPU write cycles in which CS 

and RS are both low. . , a ^ 

In the 16 bit mode, the least significant bit of AR is always recognized as 0, and 
thus the AR provides a word register address. In the 8 bit bus mode, if AR is even, 
the most significant byte of the control register is accessed. If odd, the least signifi- 
cant byte of the control register is accessed. Independent of 8 or 16 bit bus mode, 
AR should be loaded with to access the read and write FIFOs. 

The Timing Control RAM and Display Control RAM occupy the register ad- 
dress space from r80-r9F and rCO-rEF respectively. To support block move type 
initialization/access of these registers, reads and writes to the register address space 
r80-rFF result in automatic incrementing of AR. Thus, the programmer need not 
explicitly address each register for sequential access. AR is incremented by 1 in 8 bit 
bus mode, and by 2 in 16 bit bus mode. 

AR is not incremented for accesses of rOO-r7F. 



60 HITACHI 



5.3 Status Register (SR: CS, RS = low, R/W = high) 



High-order 




Low-order 



CERARDCEDLPDRFFRFRWFRWFE 



Ty 



Write FIFO Empty 
Write FIFO Ready 
Read FIFO Ready 
'-Read FIFO Full 
Light Pen Strobe Detect 
•—Command End 
■-Area Detect 
"-Command Error 



Figure 5.3 Status Register (SR) 



SR is a read-only register containing 8 bits which reflect the state of internal 
status flags. If enabled by an interrupt enable bit in the CCR, a 1 bit in the corres- 
ponding SR flag will cause an interrupt (IRQ) to be generated. 

When hardware RES is asserted, the CED, WFE and WFR bits are set to 1 and 
all other bits are reset to 0. 

O Command Error Flag (CER: bit 7) 

CER set to 1 indicates that the ACRTC has detected an undefined command or 

invalid parameter. 

CER is cleared by setting the ABT bit in CCR = 1. 
O Area Detect Rag (ARD: bit 6) 

ARD is set to 1 depending on the AREA mode programmed for ACRTC 

graphic drawing commands. The ARD flag allows the MPU to detect whether 

the ACRTC has performed clipping or hitting during graphic drawing. 

ARD is cleared by execution of the RPR (Read Parameter Register) command 

or setting the ABT bit in CCR = 1. 
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O Command End (CED: bit 5) 

CED set to 1 indicates that the ACRTC is able to acx;ept a new command. 
CED is cleared by writing a command to the write FIFO. 

O Light Pen Detect (LPD: bit 4) 

LPD set to 1 indicates that the light pen strobe (LPSTB) has occurred and the 
Light Pen Address Register contains the latched address. 
LPD is cleared by reading the Light Pen Address Register or setting the ABT 
bit in CCR =1. 

O Read FIFO Full (RFF: bit 3) 

RFF set to 1 indicates that the read FIFO is full (contains 8 words/16 bytes of 

data). 

RFF is cleared by reading at least one 16 bit word from the read FIFO or set- 
ting the ABT bit in CCR = 1. 

O Read FIFO Ready (RFR: bit 2) 

RFR set to 1 indicates that the read FIFO contains one or more words of data. 
RFR is cleared by reading all data from the read FIFO. 

O Write FIFO Ready (WFR: bit 1) 

WFR set to 1 indicates that the write FIFO is not full, and MPU writes can oc- 
cur. WRF is also set to 1 when the ABT bit in CCR is set to 1. 
WFR is cleared when the write FIFO contains 8 words/ 16 bytes of data. 

O Write FIFO Empty (WFE: bit 0) 

WFE set to 1 indicates that the write FIFO is empty. WFE is also set to 1 when 

the ABT bit in CCR is set to 1. 

WFE is cleared when a 1 6 bit word data is written to the write FIFO. 



62 HITACHI 



Table 5.1 Setting and Resetting of Status Register 



Bit 


Status Register 


Set 


Reset 


7 


CER 
(Command Error) 


• An undefined com- 
mand has been de- 
tected 


• Abort 


6 


ARD 

(Area Detect) 


• An area has been de- 
tected according to 
the AREA mode com- 
mand 


• Execute a Read 
Parameter Register 
(RPR) command 

• Abort 


5 


CED 
(Command End) 


• A command has geen 
executed 

• Abort 


• Write a command 
to the write FIFO 


4 


LPD 

(Light Pen Strobe 

Detect) 


• LPSTB has occurred 


• Read the Light Pen 
Address Register 
after reading the 
Status Register 

• Abort 


3 


RFF 

(Read FIFO Full) 


• The read FIFO is full 


• Read data from the 
read FIFO 


2 


RFR 

(Read FIFO Ready) 


• The read FIFO con- 
tains data 


• Read all data from 
the read FIFO 

• Abort 


1 


WFR 

(Write FIFO 
Ready) 


• The write FIFO is not 
full 

• Abort 


• The write FIFO is 
full 





WFE 

(Write FIFO 
Empty) 


• The write FIFO Is 
empty 

• Abort 


• Write data into the 
write FIFO 
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5.4 FIFO Entry (FE: rOO-rOI) 



High-order (rOO) 



Low-order (rOI) 



/ 


"A A" 














~A, 


15 


14 


13 


12 


11 


10 


9 


8 


7 


6 


5 


4 


3 


2 


1 





FE 



FIFO Entry 
Figure 5.4 FIFO Entry (FE) 



When tfie AR contains the FIFO Entry address (rOO), reads and writes to the 
ACRTC (CS = low, RS = high) utilize the corresponding 16 byte read or write 
FIFOs. 

In 16 bit bus mode, 16 bit words are written and read to/from the appropriate 
FIFO. In 8 bit bus mode, FIFO writes are in the order of high byte-low byte, while 
FIFO reads are in the order of high byte-low byte. 

In DMA transfer mode, the read and write FIFOs are selected regardless of the 
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5.5 Command Control Register (CCR: r02-r03) 



High-order (r02) 



Low-order (r03) 



f 



15 



ABT 



14 



PSE 



13 



12 



DDMCDM 



11 



DRC 



10 



GBM 



CRE 



ARE 



CEE 



LPE 



RFE 



RRE 



1 



WRE 



WEE 



-Write FIFO Empty \ 
Interrupt Enable 



Write FIFO Ready 
Interrupt Enable 



Read FIFO Ready Interrupt 
Enable 



-Read FIFO Full Interrupt Enable 



Light Pen Strobe Interrupt Enable 
"-Command End Interrupt Enable 

Area Detect Interrupt Enable 
'-Command Error Interrupt Enable 



Inter- 
rupt 
Enable 
(IE) 



"-Graphic Bit Mode 
"-DMA Request Control 
-Command DMA Mode 
•- Data DMA Mode 

"-PAUSE 
-ABORT 

Figure 5.5 Command Control Register 

CCR controls command processing and enabling and disabling of interrupt re- 
quests. The 8 interrupt enable bits in the low byte of CCR correspond directly to the 
8 status fla gs in the Status register. 

When RES is asserted, the ABT (abort) bit is initialized to 1 and all other CCR 
bits are initialized to 0. 
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O Abort (ABT: bit 15) 



ABT 


Functions 





ACRTC command execution is enabled. When ABT is changed from to 
1 , the ACRTC cannot access the FIFOs. 


1 


ACRTC command execution is aborted and the read/write FIFOs are 
cleared. The status register (SR) is set to $23. 


O Pause (PSE: bit 14) 


PSE 


Functions 





ACRTC command execution is resumed. 


1 


ACRTC command execution is halted until PSE is reset to 0. 

ACRTC DMA {Data and Command/Parameter) is halted until PSE is reset 

to 0. 


O Data DMA Mode (DDM: bit 13) 


DDM 


Functions 





Data DMA transfer mode is disabled. DREQ is not asserted even if the 
MPU issues DMA transfer commands. 


1 


Data DMA transfer mode is enabled. Whether DMA is burst or cycle steal 
mode is determined by DRC (bit 1 1 this register). DDM must be set be- 
fore DMA data transfer commands are issued. 



Note: MPU must not access ACRTC FIFOs during cycle steal transfer. 



O Command DMA Mode (CDM: bit 12) 



CDM 



Functions 



Command/Parameter DMA transfer mode is disabled. Commands and 
paranneters are issued under MPU program control. 



Command/Parameter DMA transfer mode is enabled. 
Command/Parameter DMA m ode is terminated when (a) the MPU resets 
CDM to or (b) the DONE input is asserted (which also resets CDM to 
0). 



Note: (a) Command/Parameter DMA transfers use cycle stealing DMA regardless of the state of 
DRC (bit 1 1 this register), 
(b) Data DMA transfer commands cannot be issued using Command/Parameter DMA. In- 
sure that the Commands and Parameters transferred by Command/Parameter DMA do 
not include DMA data transfer commands. 
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O DMA Request Control (DRC: bit 11) 



DRC 







Functions 



Burst Mode: 



DREQ is designated as a level signal (burst mode). DRC = is only valid 
for data DMA transfer commands. A maximum of 8 words/ 16 bytes data 
is transferred per DMA request. The ACRTC controls DREQ by monitoring 
the empty state of the read/write FIFOs. Burst mode can only be used for 
Data DMA. 



Cycle Steal Mode: 

DREQ is designated as a pulse signal (cycle steal mode). 

DREQ is output once for each word (16 bit data bus mode) or once for 

each byte (8 bit data bus mode) transfer. 

In the data DMA transfer mode, the ACRTC controls DREQ as described 

above . In th e command/parameter DMA transfer mode, the ACRTC will 

issue DREQ when 1 word (byte) space remains in the FIFO. Thus, when 

DREQ stops, the MPU can immediately make at least one access of the 

ACRTC write FIFO. 



O Graphic Bit Mode (GBM: bit 10 - bit 8) 

GBM defines the number of physical bits of frame buffer memory associated 
with a logical pixel. 1 bit per pixel is monochrome, while 16 bits per pixel allows 
a logical pixel to assume 1 of 64K possible colors or tones. 



GBM 


Mode 


Number of colors 
displayed per pixel 


Pixels/ 16 bit word 


10 


9 


8 











1 bit/pixel 


1 


16 








1 


2 bits/pixel 


4 


8 





1 





4 bits/pixel 


16 


4 





1 


1 


8 bits/pixel 


256 


2 


1 








1 6 bits/pixel 


64K 


1 


• 






''^ INVALID — 


— 7> 


1 


1 


1 
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O Interrupt Enable Bit (IE: bit 7 - bit 0) 

An IRQ is generated when an event flag in the Status register and the corres- 
ponding interrupt enable bit are both set to 1. 



Bit 




Name 


Set to I to enable interrupt for... 


7 


Command Error 


CRE 


Command En-or 


6 


Area Detect 


ARE 


Clipping and Hitting detection 


5 


Command End 


CEE 


Command Termination 


4 


Light Pen Detect 


LPE 


LPSTB Asserted 


3 


Read FIFO Full 


RFE 


Read FIFO Full 


2 


Read FIFO Ready 


RRE 


Read FIFO Ready 


1 


Write FIFO Ready 


WRE 


Write FIFO Ready 





Write FIFO Empty 


WEE 


Write FIFO Empty 
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5.6 Operation Mode Register (OMR: r04-r05) 

High-order (r04) 



Low-order (r05) 



/ 



\/~ 



\ 



M/S 



'—Master Scan Mode 
' — Access Mode 
' — Graphic Address Increment Mode 
-RAM Mode 
>— DISPSkew 
' — Cursor Display Skew 
' — Window Smooth Scroll 
' — Access Priority 
■—Start 
"Master/Slave 

Figure 5.6 Operation IVIode Register (OMR) 



OMR determines major operating parameters and modes of the ACRTC. The 2 
most significant bits (M/S and STR) are reset to and all other bits are unaffected 
by RES. 

O Master/Slave (M/S: bit 15) 

M/S defines whether the ACRTC operates as a master or slave when combined 
with other ACRTCs or video generating devices. M/S is reset to during 
RES. When a single ACRTC is used, M/S should be set to 1 and the EXSYNC 
pin left open. 



M/S 



Functions 







Slave Mode: 

EXSYNC is defined as an input. 

ACRTC intemal operations are reset on th e rising edge of the EXSYNC 
input. For non-interlace modes, the masters VSY NC shou ld be connected 
to the EXSYNC input. For interfaced modes, t he VSYNC of the masters 
odd field should be connected to the EXSYNC input. 
In the specific case of multiple ACRTC synchronization, the master and all 
slaves ACRTCs EXSYNC pins should be connected independent of inter- 
lace mode. 



Master Mode: 

EXSYNC is defined as an output. 



For non-interiace modes, the EXSYNC output timing is the same as 
VSYNC output ti ming. Fo r interlace modes, the EXSYNC output timing is 
generated by the VSYNC output for the odd field. 



Note: HSYNC and VSYNC are always outputs regardless of the state of the M/S bit. 
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O Start (STR: bit 14) 

The STR bit is used to start and stop ACRTC operation. STR is reset to by 
ACRTC hardware RES. Initializing of registers which control basic ACRTC op- 
eration should only be performed when STR is reset to 0. 



STR 



Functions 







ACRTC display control and drawing operations are halted. 

DISP, CUD, VSYNC, etc. go to the inactive high level. 

HSYNC is set to low level, and the DRAM refresh address is output on 

the MAD lines regardless of the state of the RAM mode bit (bit 7 of this 

register). The internal time base for CRT control signals is reset. 



ACRTC starts display and drawing operations. Drawing commands halted 
when STR was reset to are resumed. 



O Drawing Access Priority (ACP: bit 13) 

ACP determines whether or not the ACRTC executes drawing operations on 
the frame buffer during the display refresh period. 



ACP 



Functions 







Display priority mode: 

During the display period, the ACRTC halts drawing operations, thus, 
flashing due to simultaneous display and drawing access of the frame 
buffer is eliminated. Drawing operations are performed during horizontal 
and vertical retrace. If DRAM refresh mode is enabled (RAM bit is reset to 
0) drawing is inhibited during the DRAM refresh period. 
In Interieaved Access Mode drawing can occur simultaneously with dis- 
play, without 'flashing', since drawing and display access to the frame 
buffer is interieaved. In Superimposed Access Mode, flashless Background 
screen drawing may occur during idle Window display cycles. 



Drawing priority mode: 

Drawing is performed during the display period. To reduce the 'flashing' 
effect caused by drawing-display contention the ACRTC may be pro- 
grammed to drive the DISP signals to the inactive high level during draw- 
ing operations. 

If the RAM bit is reset to (DRAM refresh mode), drawing is inhibited 
during the DRAM refresh period. 

If the RAM bit is set to 1 (Static RAM mode), drawing is also performed 
during the DRAM refresh period. 



Note: Since the last cycle of HSYNC low time is used as a video attribute output period, this cycle is 
never used for drawing regardless of the state of ACP and RAM bits. 
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O Window Smooth Scroll (WSS: bit 12) 

WSS determines whether horizontal smooth scroll is applied to the Window 
screen. Window smooth scroll is only available in the Superimposed access 
mode. Therefore, if the Window screen is disabled, or the access mode is Single 
or Interleaved, WSS must be reset to 0. The horizontal smooth scroll is imple- 
mented by using four bits of SDA (Start Dot Address) programmed in the 
Window Start Address Register (SAR3). These bits are ou tput on MAD 12- 
MAD15 during the video attribute output period (last cycle of HSYNC low) and 
are used to control an external circuit which modifies the parallel to serial con- 
verter (shift register) timing. 



WSS 







Functions 



Horizontal smooth scroll is not performed for the Window screen, 
cycle Window screen prefetch does not occur. 



One 



Horizontal smooth scroll is performed for the Window screen. The Win- 
dow display refresh cycle starts one cycle earlier than programmed in the 
Horizontal Window Register (HWR) Horizontal Display Start (HDS) field. 



O Cursor Display Skew (CSK: bit 11 - bit 10) 



CSK defines the delay time for CUDl and CUD2 in units of memory cycle in- 
dependent of frame buffe r acces s mode (i.e. Single, Interleaved or Super- 
imposed). The CUDl and CUD2 skew allows compensating for delays due to 
frame buffer memory, character generator or other external logic access time. 
In the Crosshair cursor mode, CSK = 00 should not be used. 



CSK 


Functions 


11 


10 








No skew. CUD2 output is always high. 





1 


CUDl, CUD2 are skewed by one memory cycle. 


1 





CUDl, CUD2 are skewed by two memory cycles. 


1 


1 


CUDl, CUD2 are skewed by three memory cycles. 



O DISP Skew (DSK: bit 9 - bit 8) 

DSK defines the DISPl, DISP2 delay in units of memory cycle independent 
frame buffer access mode. 



DSK 



Functions 



No skew. 



DISPl, DISP2 are skewed by one memory cycle. 



DISPl, DISP2 are skewed by two memory cycles. 



DISPl, DISP2 are skewed by three memory cycles. 
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O RAM Mode (RAM: bit 7) 

The RAM bit determines whether or not the A CRTC wil l place an 8 bit DRAM 
refresh address on the MAD outputs during HSYNC low. In this context, 
HSYNC low ti me is also referred to as the 'DRAM refresh period' except for 
the last cycle of HSYNC low, which is referred to as the * Attribute output peri- 
od'. The refresh addressing mechanism is compatible with standard 16K, 64K 
and 256K bit DRAMs. 



RAM 



Functions 







Dynamic RAM mode: 

During the DRAM refresh period, the ACRTC outputs the 8 bit refresh ad- 
dress on MAD. Note that the particular MAD lines used for the DRAM re- 
fresh address are determined by the Gaphic Address Increment (GAI) 
mode. The DRAM refresh address is decremented by 1 every refresh cy- 
cle. 



Static RAM mode: 

No DRAM refresh address is p laced on MAD. Drawing is performed dur- 
ing the DRAM refresh period (HSYNC low - except the attribute output 
period) regardless of the Access Priority (ACP) definition. 
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O Graphic Address Increment mode (GAI: bit 6 - bit 4) 

As described earlier, using the Gaphic Bit Mode field in the Command Control 
Register (GBM in CCR), the number of physical frame buffer bits associated 
with a logical pixel can be selected as 1, 2, 4, 8 or 16. 

However, when the frame buffer organization is fixed as 16 bit words, if 1 bit 
per pixel GBM is specified, each word contains 16 logical pixels. If 4 bits per pix- 
el GBM is specified, each word contains only 4 logical pixels, thus, a '16 color' 
display compared to a monochrome display will require a 2CLK input which is 4 
times faster to achieve the same logical pixel resolution. 

A simple technique for solving this problem is to increase the number of frame 
buffer bits output for each display cycle. In the above example, if 4 words (64 
bits) of frame buffer are accessed each display refresh cycle, the 'color' system 
2CLK input is the same frequency as the 'monochrome' system which has 
equivalent logical pixel resolution. 

GAI accomodates this technique and other special cases by modifying the frame 
buffer address increment used for each successive graphic screen display access. 
GAI allows the display address increment to be 1, 2, 4 or 8 words (16-128 bits), 
increment (display constant pattern) and increment every two display cycles 
(used when superimposing screens character and graphic screens). 
GAI applies only to graphic screen display accesses. Graphic screen drawing ac- 
cesses and character screen accesses used a fixed increment of 1 word. 



GAI 


Functions 


6 


5 


4 











Graphic screen display address incremented by 1 every display cycle. 








1 


Graphic screen display address incremented by 2 every display cycle. 





1 





Graphic screen display address incremented by 4 every display cycle. 





1 


1 


Graphic screen display address incremented by 8 every display cycle. 


1 
1 
1 




1 



1 



Graphic screen display address not incremented. 


1 


1 


1 


Graphic screen display address incremented by 1 every two display 
cycles. 
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O Access Mode (ACM: bit 3 - bit 2) 

The ACRTC provides three frame buffer access modes — Single, Interleaved 
and Superimposed. 



ACM 


Functions 


3 


2 





X 


Single Access Mode: 

The frame buffer is accessed once every display cycle. 
The Window screen access has higher priority than overiapped Back- 
ground screen accesses. 

When ACP = (display priority mode), drawing is not performed 
during the display period. 


1 





Interieaved Access Mode (Dual Access Mode 0): 
The frame buffer is accessed twice every display cycle. Display and 
drawing cycles are interieaved during each phase of the display cycle. 
Even if ACP = (Display priority mode), 'flashless' drawing will oc- 
cur during display period. The Window screen has highest priority as 
In Single Access Mode. 


1 


1 


Superimposed Access Mode (Dual Access Mode 1): 
The frame buffer is accessed twice every display cyde. The first 
phase accesses the Background screen, the second phase accesses 
the Window screen. In this case the Background and Window screens 
have equal priority, and are superimposed. Drawing is performed dur- 
ing the second phase In which the Window screen is not being dis- 
played even when ACP = 0. 



X = Don't care 

Note: In Interleaved and Superimposed access modes the horizontal display width of the Background 
screen and the Window screen must be even. Also, for these modes, the relation between the 
starting position of the horizontal display on the Background screen and the starting position 
of the horizontal display on the Window screen must be even number/even number or odd 
number/odd number 

O Raster Scan Mode (RSM: bit 1 - bit 0) 
RSM selects the ACRTC raster scan mode. 



RSM 


Functions 


1 










1 


Non-lnteriace Mode 


1 





Interiace Sync Mode 


1 


1 


Interiace Sync & Video Mode 
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5.7 Display Control Register (DCR: rO6-r07) 



High-order (r06) 



Low-order (r07) 



15 



14 



13 12 



11 10 



1 



DSP 



SE1 



S£0 



SE2 



SE3 



ATR 



Attribute Control 
Split Enable 3 (Window) 
Split Enable 2 (Lower) 
Split Enable (Upper) 
Split Enable 1 (Base) 
DISP Signal Control 



Figure 5.7 Display Control Register (DCR) 



DCR controls ACRTC screen organization and 8 bits of user defined video at- 
tributes. 

Logically, the ACRTC has a Background screen (Upper, Base and Lower split 
screens) and a Window screen. When overlapping occurs, either the Window screen 
has priority (Single Access Mode, Interleaved Access Mode) or the Window screen 
and the Background screen have equal priority (Superimposed Access Mode). 

DCR allows screens to be enabled, disabled and blanked. If the Upper, Lower 
and Window screens are disabled, they need not be de fined. The Base screen must 
always be defined. When screens are blanked (DISP timing output held inactive 
high), the display address is also inhibited. The ACRTC uses the idle frame buffer 
bus (MADO-15 and MA16-19) for drawing operations. 
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O DISP Signal Control (DSP: bit 15) 



DSP defines the output mode of the DISPl and DISP2 display timing signals. 



DSP 



Functions 







DISPl is driven active low during the display period of the Background 
screen (combined horizontal and vertical display). 
DISP2 is controlled similarly for the Window screen. 



DISPl Is driven active low during the horizontal display of both the Back- 
ground and Window screens. 

DISP2 Is driven active low during the vertical display period of both the 
Background and Window screens. 

Thus, DISP2 is high during vertical retrace. This allows another device 
which shares direct access to the frame buffer with the ACRTC to deter- 
mine when the frame buffer is available. 



O Split Enable 1 (SEl: bit 14) 

SEl allows the Base screen (screen 1) to be blanked. Drawing can occur when 
the Base screen is blanked since frame buffer display access is suppressed. Note 
that the Base screen parameters must be defined, even if the Base screen is 
always blanked. 



SEl 



Functions 







The ACRTC inhibits the display enable timing (DISPl and/or DISP2) and 
display address outputs associated with the Base screen. The area of the 
Base screen, though blanked, remains on the CRT screen^ 



The ACRTC outputs display enable timing and display addresses for the 
Basis screen. 
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O Split Enable (SEO: bit 13 - bit 12) 

SEO allows the Upper split screen (screen 0) to be enabled, disabled and 
blanked. If always disabled, the Upper screen parameters need not be defined. 
When the Upper screen is blanked, drawing may occur since frame buffer dis- 
play access is suppressed. 



SEO 



13 







12 







Functions 



The ACRTC disables the Upper screen. Therefore, the Background 
screen contains two parts maximum - the Base and Lower screens. 
The Base screen is moved upward by the number of rasters in the 
disabled Upper screen. 



The display enable timing outputs and display address outputs are 
inhibited for the Upper screen. The area of the Upper screen, though 
blanked, remains on the CRT screen. 



The ACRTC outputs display enable timing and display addresses for 
the Upper screen. 



X = Don't care 

O Split Enable 2 (SE2: bit 11 - bit 10) 

SE2 allows the Lower split screen (screen 2) to be enabled, disabled and 
blanked. If always disabled, the Lower screen parameters need not be defined. 
When the Lower screen is blanked, drawing may occur since frame buffer dis- 
play access is suppressed. 



SE2 



11 







10 







Functions 



The ACRTC disables the Lower screen. Therefore, the Background 
screen contains two parts maximum - the Base and Upper screens. 



The display enable timing and display address outputs are inhibited 
for the Lower screen. The area of the Lower screen, though blanked, 
remains on the CRT screen. 



The ACRTC outputs display enable timing and display addresses for 
the Lower screen. 



x = Don't care 
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O Split Enable 3 (SE3: bit 9 - bit 8) 

SE3 allows enabling, disabling and blanking of the Window screen (screen 3). 
When disabled or blanked, the overlapped Background screens are displayed. 



SE3 







Functions 



The ACRTC disables the Window screen and overlapped Background 
screens (as defined by SEO, SE1 and SE2) are displayed. If always 
disabled, the Window screen parameters need not be defined. For 
Superimposed access mode the second (Window) phase of the dis- 
play cycle is not used. The ACRTC may execute drawing operations 
during this second phase. ^ 



The ACRTC disables the display enable timing and display address 
outputs for the Window screen. The area of the Window screen, 
though blanked, remains on the CRT. However, Window screen 
parameters must be defined. For superimposed access modes, the 
overlapped Background screens are displayed. For Single and Inter- 
leaved access modes, the ACRTC may perform drawing during the 
display time for the blanked Window screen^ 



The ACRTC outputs the display enable timing and display addresses 
for the Window screen. 



Don't care 



-^ » ,. •! A. ^~^...^..-t / A 'TT% . u:* T u:* A\ 
KJ AiiFiDUie ^onuui \r\.itK. uii / - uu u/ 



These 8 bits can be freely programmed as user defined video attribute s. These 
bits are output on MAD7 - MADO prior to the rising edge of HSYNC . 
When programmed dynamically, ATR allows video attributes to be controlled 
on a raster by raster basis. 
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5.8 Timing Control RAM (r80-9F) 

These registers are used to define the overall screen and CRT timing signal 
characteristics, and parameters associated with the Base, Upper, Lower and Window 
screens. 

Raster Count Register (RCR) 
Horizontal Sync Register (HSR) 
Horizontal Display Register (HDR) 
Horizontal Window Register (HWR) 
Vertical Sync Register (VSR) 
Vertical Display Register (VDR) 
Split Screen Width Register (SSW) 
Vertical Window Display Register (VWR) 
Blink Control Register (BCR) 
Graphic Cursor Register (GCR) 
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5.8.1 Raster Count Register (RCR: r80-r81) 



High-order (r80) 



Low-order (r81) 



15 
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r 



Raster Count 



Figure 5.8 Raster Count Register (RCR) 



RCR is a read-only register which contains the number of the raster c urren tly 
being scanned on the CRT. Note that the initial RCR value after hardware RES is 
undefined. If RCR read operation is desired, the HSW (Horizontal S ync Widt h) 
should be set greater than or equal to 3. RCR should only be read when HSYNC is 
high. 

The high order 4 bits of RCR are always 0. 

RCR is updated depending on the ACRTC raster scan modes as shown. 



Scan Mode 


Functions 


Non-lnterlace 


RCR starts counting at and increments by 1 sequen- 
tially. 


Interlace Sync 


RCR starts counting at and increments by 1 sequen- 
tially in both the even and odd fields. Because a dummy 
raster is added to the even field, the maximum raster 
number for the even field is one greater than that for the 
odd field. 


Interlace Sync and 
Video 


RCR starts counting at in the even field and at 1 in the 
odd field, and increments by 2 sequentially in both 
fields. The even field always has even raster numbers 
and the odd field always has odd raster numbers. A 
dummy raster is added to the even field as in the Inter- 
lace Sync Mode. 
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5.8.2 Horizontal Sync Register {HSR: r82-r83) 



High-order (r82) 



Low-order (r83) 



15 14 13 12 11 10 9 8 



HC 




4 3 2 10 



HSW 



Horizontal Sync Width 



Horizontal Cycle 
Figure 5.9 Horizontal Sync Register (HSR) 



HSR defines the Horizontal Cycle (HC) and Horizontal Sync Width (HSW). 
O Horizontal Cycle (HC: bit 15 - bit 8) 

HC specifies the horizontal scan time (including the horizontal retrace period) in 
units of memory cycles. HC is set depending on the specifications of the CRT 
display device. If H memory cycles are to be specified, HC should be set to H-1. 
When using interlaced scan modes, H should be an even number. 



H C 
MSB LSB 


Display 
(Memory cycle No.) 


00000000 
0000000 1 

\ 

11111110 

11111111 


1 
2 

i 

255 
256 
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O Horizontal Sync Wi dth (HSW : bit 4 - bit 0) 

HSW specifies the HSYNC active low time in unis of memory cycles. HSW is 
set depending on the specifications of the CRT display device. Valid values for 
HSW are 2 - 31. When using the RCR register, HSW must be 3 or greater. 
When the ACRTC DRAM refresh feature is used, DRAM refresh timing 
should be factored into the choice of HSW. 



HSW 
MSB LSB 


Pulse width 
(Memory cycle No.) 


00000 
0000 1 
000 1 
000 11 

i 

11110 

11111 


•1 

♦2 

2 
3 

i 

30 
31 



*1 Not used. 

*2 Two memory cycles are assummed. 
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5.8.3 Horizontal Display Register (HDR: r84-r85) 

Horizontal Window Display Register (HWR: r92-r93) 



High-order (r84) 



Low-order (r85) 
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Figure 5.10 Horizontal Disptay Register (HDR) 



High-order (r92) 



Low-order (r93) 
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Figure 5.11 Horizontal Window Display Register (HWR) 



HDR specifies the horizontal display start position and horizontal display width 
in units of memory cycles. 

HWR specifies the horizontal Window start position and horizontal Window 
width in units of memory cycles. 
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O Horizontal Display Start (HDS: r84) 



O 



O 



o 



HDS defines the interval between the rising edge of HSYNC (Horizontal Front 
Porch) and the horizontal display starting point in units of memory cycles. If the 
Horizontal Display Start is HS memory cycles, HDS should be set to HS-1. 

Horizontal Window Start (HWS: r92) 

HWS defines the interval between the rising edge of HSYNC and the horizontal 
Window display starting point in units of memory cycles. If the Horizontal Win- 
dow Start is HS memory cycles, HWS should be set to HS-1. 



HDS/HWS 
MSB LSB 


Display width 
(Memory cycle No.) 


00000000 
0000000 1 

i 

11111110 

11111111 


1 
2 

i 

255 
256 



Horizontal Display Width (HDW: r85) 

HDW defines the display period for one raster in units of memory cycles. If the 

Horizontal Display Width is HW memory cycles, HDW should be set to HW-1. 

Horizontal Window Width (HWW: r93) 

HWW defines the Window display period for one raster in units of memory cy- 
cles. If the Horizontal Window Width is HW memory cycles, HWW should be 
set to HW-1. 



HDW/HWW 
MSB LSB 


Display width 
(Memory cycle Ho.) 


00000000 
0000000 1 

i 

11111110 

11111111 


1 
2 

1 

255 
256 
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5.8.4 Vertical Sync Register (VSR: r86-r87) 



High-order (r86) 



Low-order (r87) 
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Figure 5.12 Vertical Sync Register (VSR) 



VSR defines the period of the vertical scan cycle in units of rasters. 

O Vertical Cycle (VC: bit 11 - bit 0) 

VC defines the vertical scan cycle period (including vertical retrace) in units of 
rasters. VC is set depending on the specifications of the CRT display device. The 
way VC is programmed depends on the ACRTC raster scan mode. VC should 
be programmed with a non-zero value. 

• Non-Interlace Mode 

When the number of rasters in one frame is V, VC is set to V. 

• Interlace Sync Mode 

When the number of rasters in one field (even or odd) is V, VC is set to V. 
The total rasters in one frame is 2V+ 1 due to one dummy raster operation. 

• Interlace Sync & Video Mode 

When the number of rasters in one frame (even field + odd field + dummy 
raster) is V, VC is set to V. 
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V c 
MSB LSB 


Vertical cycle 
(Number of rasters) 


000000000000 
00000000000 1 
0000000000 1 

i 

111111111110 

111111111111 


1 
2 

i 

4094 
4095 



* VC = cannot be used. 



5.8.5 Vertical Display Register (VDR: r88-r89) 



High-order (r88) 



Low-order (r89) 
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Figure 5.13 Vertical Display Register (VDR) 



VDR defines vertical sync width (VSYNC low period) and vertical display start 
and width in units of rasters. 
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O Vertical Sync Width (V SW: r89 bit 4 - bit 0) 

VSW defines VSYNC low pulse width in units of rasters. VSW is set depending 
on the CRT display device specification. VSW should be set to a non-zero value. 



VSW 
MSB LSB 



00000 
0000 1 
000 10 



11110 
11111 



Pulse width 
(Number of raster) 



30 
31 



VSW = cannot be used. 
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O Vertical Display Start (VDS: r88) 

VDS defines the period from the rising edge of VSYNC to the vertical display 
start position in units of rasters. If the vertical display start position is the VS 
raster, VDS is set to VS-1. The way to program VDS depends on ACRTC 
raster scan modes as described for VSR (r86-r87). 



VDS 



MSB 



LSB 



00000000 
000 00 1 



11111110 
11111111 



Display start 
(Number of rasters) 



255 
256 
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5.8.6 Vertical Window Display Register 
(VWR: r94-r97) 



High-order {r94) 



Low-order (r95) 
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High-order {r96) 



Low-order (r97) 
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Figure 5.14 Vertical Window Display Register (VWR) 



VWR is a read/write register that defines the vertical Window start position and 
width in units of rasters. 



O Vertical Window Start (VWS: r94-r95) 



VWS defines the period from the rising edge of VSYNC to the vertical Window 
start position in units of rasters. When the vertical Window start position is the 
VS raster, VWS is set to VS-1. Note that VWS must be greater than or equal to 
VDS. 



VWS 
MSB LSB 


Display start position 
(Number of rasters) 


000000000000 
00000000000 1 

\ 

111111111110 

111111111111 


1 

2 

1 

4095 
4096 
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O Vertical Window Width (VWW; r96-r97) 

VWW defines the vertical display period of the Window screen in units of 
rasters. When the vertical window width is VW rasters, VWW is set to VW. 



VWW 



MSB 



LSB 



000000000000 
00000000000 1 
0000000000 10 



111111111110 

111111111111 



Display width 
(Number of rasters) 



4094 
4095 



* VWW = cannot be used. 
5.8.7 Split Screen Width Register (SSW: r8A-r8F) 

High-order (r8A) Low-order (r8B) 



15|l4|l3h2 



r 



A 



1lll0l9|8i 7l 6l5|4| 3|2 



SP1 



r 



Base Screen Width 



f 



J 



A 



15 
17 



14 



sni 



1lll0l9 1 8| ?! 6 



4 3 2 1 



SPO 



High-order (r8E) 



— Upper Screen Width 
Low-order (r8F) 



r 



A/" 



\ 



14 




13 12 



1lilol9l8l7| fil5l4l3i2HT0 
SP2 



I 



Lower Screen Width 



Figure 5.15 Split Screen Width Register (SSW) 

SSW defines the vertical width of the Upper (split screen 0), Base (split screen 
1) and Lower (split screen 2) screens. 
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O Split Screen Width (SPO: r8C-r8D bit 11 - bit 0) 

(SPl:r8A-r8Bbit 11 - bit 0) 

(SP2:r8E-r8F bit 11 - bit 0) 
SPO, SPl and SP2 define the vertical display period of the Upper, Base and 
Lower screens respectively in units of rasters. If the vertical screen width is SW 
rasters, SP0/SP1/SP2 are set to SW. 



SP0/SP1/SP2 
MSB LSB 


Display width 
(Number of rasters) 


000000000000 
00000000000 1 
0000000000 10 

\ 

111111111110 

111111111111 


« 

1 
2 

\ 

4094 
4095 



* SP0/SP1/SP2 = cannot be used. 
5.8.8 Blink Control Register (BCR: r90-r91) 



High-order (r90) 



Low-order (r91) 
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Figure 5.16 Blink Control Register (BCR) 



BCR defines the blink on and off period for the BLINK 1 and BLINK2 video at- 
tributes. BLINKl and BLINK2 are output on MA18 and MA 19 during each rasters 
video attribute output cycle. 
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O Blink ON (BONl: r90 bit 15 - bit 12) 
(B0N2: r91 bit 7 - bit 4) 
BON (1/2) defines the BLINK(l/2) attribute active high (ON) period. The unit 
is 4 field periods. BLINK(l/2) is always low (OFF) when BON(l/2) = is pro- 
grammed. 



BONl 


Blink 

"High" level 

(Field) 


15 


14 


13 


12 














« 











1 


8 








1 





12 








1 


1 


16 





1 








20 





1 





1 


24 





1 


1 





28 





1 


1 


1 


32 











36 










1 


40 







1 





44 







1 


1 


48 




1 








52 




1 





1 


56 




1 


1 





60 




1 


1 


1 


64 



B0N2 


Blink 

"High" level 

(Field) 


7 


6 


5 


4 














« 













8 








1 





12 








1 




16 





1 








20 





1 







24 





1 


1 





28 





1 


1 




32 













36 












40 







1 





44 







1 




48 




1 








52 




1 







56 




1 


1 





60 




1 


1 




64 



* BLINK is always "Low" 
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O Blink OFF (BOFFl: r90 bit 11 - bit 8) 
(B0FF2: r91 bit 3 - bit 0) 
B0FF(l/2) defines the BLINK(l/2) attribute active low (OFF) period the unit 
is 4 field periods. BLINK(l/2) is always high (ON) when B0N(l/2) ^fc and 
B0FF(l/2) = are programmed. 
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In the case of B0N(1/2) 9^0, BLINK(1/2) will always become "HIGH" level. 
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5.8.9 Graphic Cursor Register (GCR: r98-r9D) 



H igh-order (r98) 



Low-order (r99) 
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Figure 5.17 Graphic Cursor Register (GCR) 

GCR defines the horizontal and vertical start and end positions for displaying a 
graphic cursor. 

O Cursor X Start (CXS: r99) fOcvW^ 

CXS defines the horizontal cursor start position from the falling edge otHbYNC 
in units of memory cycles. 

O Cursor X End (CXE: r98) 



CXE defines the horizontal cursor end position from the falling edge of HSYNC 

in units of memory cycles. 
O Cursor Y Start (CYS: r9A,r9B bit 11- bit 0) ,xt^^^ ■ 

CYS defines the vertical cursor start position from the nsmg edge ot VbYNC in 

units of rasters. 
O Cursor Y End (CYE: r9C,r9D bit 11- bit 0) .ttcxTxT?^ • 

CYE defines the vertical cursor end position from the rising edge ot V5>YJNC in 

units of rasters. 
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5.8.10 ACRTC Working Register (r9E-9F) 

Internal ACRTC work area. The host MPU must never access this register. 
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5.9 Display Control RAM (rCO-rEF) 

The Display Control RAM are registers containing parameters used by the 
ACRTC address generation logic. There are four sets of Raster Address, Memory 
Width and Start Address registers providing independent control for each of the 
four logical screens (Upper, Base, Lower and Window). Also, the Cursor Definition 
Register contains information for two separate cursors. 

Raster Address Registers (RAR0-RAR3) 
Memory Width Registers (MWR0-MWR3) 
Start Address Registers (SAR0-SAR3) 
Block Cursor Register (BCR) 
Cursor Definition Register (CDR) 
Zoom Factor Register (ZFR) 
Light Pen Address Register (LPAR) 



96 HITACHI 



5.9.1 Raster Address Register 

(RARO: rCO-rCI) (RAR1 : rC8-rC9) 
(RAR2: rDO-rDD (RAR3: rD8-rD9) 



High-order 



Low-order 




12 11 10 9 8 



LRA 



E 




Last Raster Address 



FRA 



First Raster Address 



Raster address register 
Raster address register 1 
Raster address register 2 
Raster address register 3 



LRAO (rCO), FRAO (rCI) Upper Screen 

LRA1 (rC8), FRA1 (rC9) Base Screen 

LRA2 (rDO), FRA2 (rDI) Lower Screen 

LRA3 (rDB), FRA3 (rDQ) Window 



Figure 5.18 Raster Address Register (RAR) 



RAR specifies the raster addressing per character row (including line spacing) for 
character screens (CHR = high). RARO-3 apply to screens 0-3, the Upper, Base, 
Lower and Window screens respectively. 

O First Raster Address (FRA: bit 4 - bit 0) 

FRA determines the first raster line address of the character row, and can be set 
to any value between and 31. 
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O Last Raster Address (LRA: bit 12 - bit 8) 

LRA determines the last raster line address of the character row, and can be set 
to any value between and 31. 
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Raster address 
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The number of raster lines per character row is determined by the relation be- 
tween FRA and LRA and also depends on the raster scan mode. In the follow- 
ing examples, FRA (= 3) represents the first raster address in the even field. 
Note that the relation between FRA and LRA is not restricted. FRA can be 
less, equal or greater than LRA as shown below. In this example, non-interlace 
mode is used. 
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i) Non-interlace mode ii) Interlace sync mode 

03 FRA:03 Even field Odd field 

04 LRA:08 03 FRA:03 

05 Number of rasters:6 04 ^ , LRA:08 

04 

06 05 Number of rasters: 12 



07 06 

08 07 

08 



iii) Interlace sync & Video mode 

Even field Odd field 



05 
06 
07 
08 



03 ^, FRA:03 

^04 

05 ^^ LRA:08 

06 

07 — — Number of rasters:6 

Oo 



FRA < LRA FRA = LRA FRA > LRA 

FR A 
03 FRA 10 ^^^ 30 FRA 

04 ^^^ 31 

05 00 

06 01 

07 02 

08 ' LRA 03 LRA 
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5.9.2 Memory Width Register 

(MWRO: rC2-rC3) {MWR1 : rCA-rCB) 
(MWR2: rD2-rD3) (MWR3: rDA-rDB) 

High-order 



Low-order 
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Memory Width Register rC2 rC3 : Upper Screen 

Memory Width Register 1 rCA rCB : Base Screen 

Memory Width Register 2 rD2 rD3 : Lower Screen 

Memory Width Register 3 rDA rDB : Window Screen 

Figure 5.19 Memory Width Register (MWR) 



MWR defines the number of physical 16 bit frame buffer words which comprise 
all logical pixel X addresses for a single Y address. For example, if a screen is de- 
fined with 1024 logical pixel range in the X direction (X may very from to 1023), 
and 4 bits per pixel are assumed, that screens MWR value should be 256. 

MWR also determines whether the defined screen is a Character (CHR = high) 
or Graphic (CHR = low) screen. MWRO-3 apply to screens 0-3, the Upper, Base, 
Lower and Window screen respectively. 

MWR should be greater than or equal to Horizontal Display Width (HDW - 
r85). MWR must be greater than HDW to perform horizontal smooth scroll. MWR 
maximum value is 4096. 

O Character/Graphic (CHR: bit 15) 



CHR 


Functions 





The screen is defined as GRAPHIC 


1 


The screen is defined as CHARACTER 
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O Memory Width (MW: bit 11 -bit 0) 
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5.9.3 Start Address Register 

(SARO: rC4-rC7) (SARI : rGC-rCF) 
(SAR2: rD4-rD7) (SAR3: rDC-rDF) 
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Start Address Register 0: Upper Screen 
Start Address Register 1 : Base Screen 
Start Address Register 2: Lower Screen 
Start Address Register 3: window Screen 



Figure 5.20 Start Address Register (SAR) 



SAR defines the first frame buffer address for each screen. SARO-3 apply to 
screens 0-3, the Upper, Base, Lower and Window screens respectively. 

Screens defined as Character have a 64K by 16 bit physical address space. 
Screens defined as Graphic have a IM by 16 bit physical address space. In either 
case, SAR can take on any address. Frame Buffer addresses will 'wraparound' to 
when the physical address space limit is reached independent of split screen position. 
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O Start Address Low (SAL: bit 15 - bit 0) 

For Character screens, SAL contains the 16 bit start address. For Graphic 
screens, SAL contains the least significant 16 bits of the 20 bit start address. 

O Start Address High (SAH: bit 3 - bit 0) 
Start Raster Address (SRA: bit 4 - bit 0) 
For Character screens, SRA provides the 5 bit (0-31) start raster address. 

i) Character Screen 
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For Graphic screens, SAH provides the most significant 4 bits of the 20 bit start 
address. 

ii) Graphic Screen 

19 15 



SAH SAL 



Increment or decrement of SRA provides vertical smooth scroll with nu addi- 
tional external hardware. 
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O Start Dot Address (SDA: bit 11 - bit 8) 

SDA is used to define a start dot horizontal offset (0-15). the contents of SDA 
are output on HSDO-3 (MAD8-11) during the video attribute output cycle of 
each horizontal scan. External circuitry which controls the parallel-serial con- 
verter (shift register) load and clock based on SDA and the corresponding HSD 
outputs allows horizontal smooth scroll for both Character and Graphic screens. 

5.9.4 Block Cursor Register (BCUR: rE0-rE7) 
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Low-order 



BCA 



A 



1511411311211111019181716151413121110 



High-order 



Character Cursor Address 
Low-order 



/~~ 
15|14|13 



BCW 



\ / 
121111101918 



\ 



BCSR 




4|3|2|1 |0 



BCER 



r 



Block Cursor Register 1 
(BCURI)rEO, rE1,rE2, rE3 
Block Cursor Register 2 
(BCUR2)rE4, rE5, rE6, rE7 



'— Block Cursor Start Raster 
Block Cursor Width 



Block Cursor End Raster 



Figure 5.21 Block Cursor Register (BCUR) 



BCUR defines the block cursor location (frame buffer physical memory ad- 
dress), start and end raster and block cur sor le ngth for two independent cursors. 
Depending on cursor mode, the ACRTC CUDl and CUD2 lines can support the 
simultaneous display of both block cursors. 

Should two (or more) screens be defined to contain the same frame buffer 
memory address, if the block cursor is located at that address, it will be displayed on 
both screens. 

O Block Cursor Address (BCAl: rE2-rE3) (BCA2: rE6-rE7) 

BCA defines the 16 bit address for the block cursor. Note that the block cursor 
is only enabled for Character screens (CHR = high). 
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O Block Cursor Start Raster (BCSR: bit 12 - bit 8) 

BCSR determines the 5 bit block cursor start raster address (0-31). 
O Block Cursor Width (BCW: bit 15 - bit 13) 

BCW defines the block cursor width (1-8) in units of memory cycles. 
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Cursor width 
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O Block Cursor End Raster (BCER: bit 4 - bit 0) 

BCER determines the 5 bit block cursor end raster address (0-31). 
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Raster address 
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Based on FRA, LRA, BCSR and BCER, the block cursor can take on a number 
of different configurations as shown below. 

FRA ^ LRA (FRA:02, LRA:08) 



02 
03 
04 
05 
06 
07 
08 



• • • • 

• • ♦ # 

• • • • 

• • • • 



BCSR<BCER 02 

BCSR : 04 
BCER: 07 



08 



-BCSR=BCER 02 • • • • BCSR > BCER 



• • • • 



-BCSR : 07 
-BCER :07 



• • • • 



• • • 



-BCSR : 07 
-BCER .04 



08 • • • • 



30 
31 
00 
01 
02 
03 
04 



30 
31 
00 

r»i 
«J I 

02 
03 
04 



FRA > LRA (FRA: 30, LRA:04) 
BCSR<BCER 30 



• • • • 

• • • • 

• • • • 

• • # • 

• • • • 

• • • • 

• • • • 



BCSR : 01 
BCER: 03 



■BCSR=BCER 30 



04 



• • • • 



-BCSR : 03 
-BCER : 03 



04 



BCSR<BCER30 

BCSR : 02 
BCER : 31 



# • • 



-BCSR = BCER 30 

- BCSR : 31 
"BCER : 31 



04 



04 



• • • • 

• • • • 

• • • • 

• • • • 

• • • • 

• • • • 

• • • • 

• • • • 

— 5 9 9 9 

• 99 9 



BCSR > BCER 

BCSR : 03 
BCER: 01 



BCSR > BCER 

BCSR : 31 
BCER : 02 



106 HITACHI 



5.9.5 Cursor Definition Register (CDR: rE8-rE9) 







High-order (rE8) 












Low-order (rE9) 








r \/ 


\ 


15 


14 


13 


12 


11 


10 


9 


8 


7 


6 


5 


4 


3 


2 


1 













/V/ 


Va 








CM 


C0N1 


C0FF1 


W/A 


C0N2 


C0FF2 














' — Cursor Off 2 












Cursor On2 






' — Cursor Of f1 








Cursor Onl 






Cursor ft 


ho 


de 































Figure 5.22 Cursor Definition Register 



CDR defines the cursor types and the way in which the CUDl and CUD2 out- 
puts are controlled. Depending on CDR, up to three cursors may be simultaneously 
displayed. Cursor types are defined as follows. 

BLOCK - The standard 'block' type (including underline) cursor typically used on 
alphanumeric displays. 

GRAPHIC — The ACRTC may generate a rectangular cursor area of arbitrary X 
and Y dimension. Normally, this is used to enable an external cursor bit map cir- 
cuit. In this case, the cursor may take on any user defined graphic shape. 
CROSSHAIR - The ACRTC can display a crosshair cursor. The X and Y 
(horizontal and vertical) dimensions are independently programmable. 
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o 



Cursor Mode (CM: rE8 bit 15 - bit 14) 

CM defines the ty pe of cursor (s) to be displayed and the way in which the 

CUDl and CUD2 outputs are interpreted. 



CM 


Functions 


15 



14 

X 


Block Cursor Mode: 


Block cursor 1 (defined in BCR1) is output on CUDl. 
Block cursor 2 (defined in BCR2) is output on CUD2. 
The Graphic cursor (defined in GCR) is not used. 


1 





Graphic Cursor Mode: 


Graphic Cursor (GCR) is output on CUDl. 


Block cursor 1 and 2 are combined and output on CUD2. 


1 


1 


Crosshair Cursor Mode: 
The horizontal element is output on CUDl. 
The vertical element Is output on CUD2. 
The Block cursor (BCR) is not used. 



X = Don't care. 
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O Cursor ON (CONl: rE8 bit 13 - bit 11) 
(C0N2: rE9 bit 5 - bit 3) 
Cursor OFF (COFFl: rE8 bit 10 - bit 8) 

(C0FF2: rE9 bit 2 - bit 0) 
CON and COFF determine the cu rsor b link timing. CONl /COFFl apply to 
CUDl and CON2/COFF2 apply to CVDl. The unit time is 4 field periods. In 
Crosshair Cursor Mode, CONl/COFFl is used for blink timing and CON 2/ 
C0FF2 are not used. 
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Cursor is output at "Low" level. 
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If "CON— 000" is set, cursor is output at "High" level. 
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5.9.6 Zoom Factor Register (ZFR: rEA) 



High-order (rEA) 



Low-order (rEB) 
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' — Vertical Zoom Factor 
— Horizontal Zoom Factor 











Figure 5.23 Zoom Factor Register (ZFR) 



ZFR determines the horizontal (memory cycle) and vertical (raster) multipliers 
(1 to 16) for zooming up. Zooming can only be applied to the Base screen. HZF and 
VZF should be set to for no-zoom, and $F for 16 times zoom. 
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O Horizontal Zoom Factor (HZF: bit 15 - bit 12) 

HZF defines the horizontal zoom factor in units of memory cycles. The ACRTC 
will output a same display address by HZF times. HZF is output as video at- 
tributes on MAD 12- 15 lines for use by an external circuit which controls shift 
clock timing. 



HZF 



15 14 13 12 




1 



1 1 
1 1 



Factor of zooming up in the 
horizontal director (Magnitude) 



1 
2 

{ 

I 

15 
16 



O Vertical Zoom Factor (VZF: bit 1 1 - bit 8) 

VZF defines the vertical zoom factor. The ACRTC performs the vertical zoom 
by modifying its frame buffer address (Graphic screens) or raster address (Char- 
acter screens) so that multiples of the same raster data are displayed. 



VZF 


Factor of zooming up in the 
vertical director (Magnitude) 
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5.9.7 Light Pen Address Register (LPAR: rEC-rEF) 

High-order (rEC) Low-order (rED) 




Character 



Light Pen Address 
"High" 



High-order (rEE) 



Low-order (rEF) 



15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 



LPAL 



u 



Light Pen Address "Low" 

Figure 5.24 Light Pen Address Register (LPAR) 

LPAR is a read only register. When the ACRTC LPSTB input is asserted, the 
current display address is latched into LPAR. The value in LPAR will differ from 

the actual di.<!nlav address iinHer thpi Uaht npn Hprw^nd""" '^♦^ varirvnc Kor/^M/oro AaUxr 

times. Thus, the LPAR value should be adjusted by MPU software depending on 
system configuration. In Superimposed access mode, light pen strobes which occur 
within a superimposed Window/Background display cause the Background address 
to be latched. 

O Character/Graphic (CHR: rED bit 7) 

CHR indicates whether the latched display address corresponds to a screen de- 
fined as Character or Graphic. 



CHR 







Functions 



LPAR contains Graphic screen address 



LPAR contains Character screen address 



O Light Pen Address High (LPAH: rED bit 3 - bit 0) 

LPAH is only valid if CHR = and contains the most significant 4 bits of the 
20 bit Graphic screen display address. 

O Light Pen Address Low (LPAL: rEE-rEF) 

If CHR = 0, LPAL contains the least significant 16 bits of the 20 bit Graphic 
screen display address. If CHR = 1, LPAL contains the 16 bit Character screen 
display kddress. 
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5.10 Drawing Control Registers 

The ACRTC refers to a number of registers during graphic drawing operations. 

a) Pattern RAM 

b) Drawing Parameter Registers 

Color Register (CLO) 

Color 1 Register (CLl) 

Color Comparison Register (CCMP) 

Edge Color Register (EDG) 

Mask Register (MASK) 

Pattern RAM Control Register (PRC) 

Area Definition Register (ADR) 

Read/Write Pointer (RWP) 

Drawing Pointer (DP) 

Current Pointer (CP) 

The Pattern RAM is accessed using the Read and Write Pattern (RPTN, 
WPTN) commands. The Drawing Parameter Registers are accessed using the Read 
and Write Parameter Register (RPR, WPR) commands. 

5.10.1 Pattern RAM 

The ACRTC includes 32 byte pattern RAM. The Pattern RAM is used for pre- 
defining data for the graphic drawing operations. 

A 16 by 16 bit pattern (or 16 sets of 16 by 1 bit) can be stored in the Pattern 
RAM as a binary representation of screen data. In this case, a two entry color 
'palette' corresponding to and 1 data values is defined using the Color (CLO) 
and Color 1 (CLl) registers. 

To store color patterns in the Pattern RAM it is divided into four equal seg- 
ments of either 4 by 4 bit patterns or 4 sets of 4 by 1 bit patterns. In this case, dur- 
ing drawing the color coded contents of the Pattern RAM are directly written to the 
frame buffer. The particular segment used is defined by the Pattern RAM Control 
register (PRC). 

When multiple drawing commands use a common pattern, pattern continuity 
can be achieved by adjusting the pattern scanning pointer. 
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5.10.2 Drawing Parameter Registers 



Register 
No. 


Read/ 
Write 


Name of Register 


Abbr. 


Data (H) 
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. Register readable by a Read Parameter Register (RPR) command 

. Register writable by a Write Pararneter Register (WPR) command 

. Access is not allowed 

. Always set to "0" 

. Set binary complements for negative values of X and Y axis. 



Figure 5.25 Drawing Parameter Registers 
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5.10.2.1 Color Register (CLO: PrOO) 



15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 



PrOO 



CLO 



Figure 5.26 Color Register (CLO) 



When logical drawing data = in the pattern RAM, the contents of CLO are 
stored in the frame buffer. 



5.10.2.2 Color 1 Register (CL1: PrOI) 



15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 



PrOI 



CL1 



Figure 5.27 Color Register 1 (CL1) 



When logical drawing data = 1 in the pattern RAM, the contents of CLl are 
stored in the frame buffer. 
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5.10.2.3 Color Comparison Register (CCMP: Pr02) 



15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 



Pr02 



CCMP 



Figure 5.28 Color Comparison Register (CCMP) 

CCMP defines a comparison color for use with conditional drawing operations. 
Conditional drawing applies various logical comparisons between the drawing data 
and CCMP to determine if drawing should occur. 

5.10.2.4 Edge Color Register (EDG: Pr03) 



Pr03 



15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 



EDG 



Figure 5.29 Edge Color Register (EDG) 



EDG defines the boundary edge color for use by the PAINT command. In one 
mode, the edge is defined as the color contained in EDG. In another mode, the 
edge is defined as any color except the color contained in EDG. 
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5.10.2.5 Mask Register (MASK: Pr04) 
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Figure 5.30 Mask Register (MASK) 



When performing data transfer and drawing of the frame buffer, MASK is used 
to mask bits upon which drawing and other logical operations should not be per- 
formed. If MASK bit is 0, the corresponding frame buffer bit is excluded from logic 
operation. 

Note: Only DMOD, MOD, SCLR and SCPY command can use the MASK Regis- 
ter. 



HITACHin? 



5.10.2.6 Pattern RAM Control Register (PRC: Pr05 - Pr07) 
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Figure 5.31 Pattern RAM Control Register (PRC) 



PRC specifies the size of the patterns used for drawing and the start point within 
the Pattern RAM for the pattern scan. The pattern size can be independently speci- 
fied in the X and Y dimensions (maximum 16 by 16 bits). 
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O Pattern Start X (PSX: Pr06 bit 7 - bit 4) 
Pattern Start Y (PSY: Pr06 bit 15 - bit 12) 

PSX and PSY specify the pattern scan starting point horizontal and vertical ad- 
dresses respectively. These should be set to between 0-15 for Color Register in- 
direct drawing and between 0-3 for Pattern RAM direct drawing. 

O Pattern End X (PEX: Pr07 bit 7 - bit 4) 
Pattern End Y (PEY: Pr07 bit 15 - bit 8) 

PEX and PEY specify the pattern scan ending point horizontal and vertical ad- 
dresses respectively. These should be set to between 0-15 for Color Register in- 
direct drawing and between 0-3 for Pattern RAM direct drawing. 

O Pattern Zoom X (PZX: Pr07 bit 3 - bit 0) 
Pattern Zoom Y (PZY: Pr07 bit 11 - bit 8) 

PZX and PZY specify the magnification coefficient applied to the contents of the 
Pattern RAM. PZX, PZY = specifies by 1 magnification (no magnification) 
while PZX, PZY = $F specifies by 16 magnification. 

O Pattern Zoom Count X (PZCX: Pr05 bit 3 - bit 0) 
Pattern Zoom Count Y (PZCY: Pr05 bit 11 - bit 8) 

PZCX and PZCY specify the initial magnification counter values in the horizon- 
tal and vertical dimensions respectively. 
Normally, PZCX and PZCY should be set to 0. 

O Pattern Pointer X (PPX: Pr05 bit 7 - bit 4) 
Pattern Pointer Y (PPY: Pr05 bit 15 - bit 8) 

The current reference point within the Pattern RAM is specified by PPX and 
PPY. When using PPX, PPY to define a pattern scan starting point, the relation- 
ship PSX £ PPX ^ PEX and PSY £ PPY < PEY must be maintained 
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5.10.2.7 Area Definition Register {ADR: Pr08 - PrOB) 
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Figure 5.32 Area Definition Register (ADR) 



ADR is used to define a drawing area using logical X-Y addresses relative to the 
origin defined with the ORG command. The ACRTC will check logical drawing ad- 
dresses against ADR depending on the AREA mode specified in the graphic draw- 
ing command. 
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5.10.2.8 Read Write Pointer (RWP: PrOC - PrOD) 
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Figure 5.33 Read Write Pointer (RWP) 



RWP specifies a 20 bit physical frame buffer for use with the data transfer 
commands. 

O Display Number (DN: PrOC bit 15 - bit 14) 

DN specifies the logical screen containing the data to be transferred. 



DN 



15 











1 



14 











1 



Functions 



Upper Screen 



Base Screen 



Lower Screen 



Window Screen 



O Read Write Pointer High (RWPH: PrOC bit 7 - bit 0) 
Read Write Pointer Low (RWPL: PrOD bit 15 - bit 4) 

RWPH and RWPL define the initial 20 bit frame buffer address used with the 
data transfer commands. 
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5.10.2.9 Drawing Pointer (DP: PrIO - Pri 1) 
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Figure 5.34 Drawing Pointer (DP) 

The ACRTC uses DP for containing the physical drawing address calculated 
during drawing commands. When executing a drawing command, DP is updated as 
the Current Pointer (CP), specifying the current logical X-Y drawmg address, is 
moved. 
O Display Number (DN: PrIO bit 15 - bit 14) . 

DN specifies the screen for graphic drawing. Interpretation is the same as DN m 

„ .-.-.r-. T^.'.-i-- /'Tl\in:>\ Hi-nrAc^ti^-r 

the Keaa wnie roiiuci vivv^i/ iv&ioiwi. 
O Drawing Pointer Address High (DPAH: PrIO bit 7 - bit 0) 
Drawing Pointer Address Low (DPAL: Prll bit 15 - bit 4; 
DPAH and DPAL specify the 20 bit physical drawing pointer address. 
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O Drawing Pointer Dot (DPD: Prll bit 3 - bit 0) 

DPD specifies the physical pixel address to locate a logical pixel within the 16 bit 
word addressed by DPAH, DPAL. Interpretation depends on the specified rela- 
tionship between logical pixels and physical frame buffer bits as determined by 
the Graphic Bit Mode (GBM). 



GBM 



1 bit/pixel 



2 bits/pixel 



4 bits/pixel 



8 bits/pixel 



1 6 bits/pixel 



Function of DPD 



DPD specifies 1 of 1 6 logical pixels 



DPD specifies 1 of 8 logical pixels using most significant 3 
bits of DPD. The least significant bit is not used. 



DPD specifies 1 of 4 logical pixels using most significant 2 
bits of DPD. The 2 least significant bits are not used. 



DPD specifies 1 of 2 logical pixels using the most significant 
bit of DPD. The 3 least significant bits are not used. 



DPD is not used. 



5.10.2.10 Cun-ent Pointer (CP: Pr12 - Pr13) 
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Figure 5.35 Current Pointer (CP) 



CP specifies the logical X-Y coordinates of the current drawing address. As 
drawing proceeds, the ACRTC calculates the physical frame buffer address for each 
X-Y addressed logical pixel, the physical address corresponding to CP is stored in 
the Drawing Pointer (DP) register. Two-complement format is used to indicate posi- 
tive and negative values. 
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6.1 Command Overview 

The ACRTC interprets and processes commands issued by the MPU. These 
commands are classified into three groups. 

1) Register Access Commands 

2) Data Transfer Commands 

3) Graphic Drawing Commands 



6.2 Command Format 

ACRTC commands consist of a 16 bit op-code, optionally followed by 1 or 
more 16 bit parameters. When 8 bit MPU mode is used, commands, parameters 
and data are sent to and from the ACRTC in the order of high byte, low byte, 
(a) 16 bit interface 



In the case of 16 bit interface, first 
move the 16 bit operation code and 
then move necessary 16 bit 
parameters one by one. 
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(a) 1 6 bit Interface 



(b) 8 bit interface 

In the case of 8 bit interface, first 
move the operation code's High 
byte and Low byte in this order 
and then move those of parameters 
in the same order. 



PI 



Pn 



bit 
7 


bit 
, 




High 


Operation 
Code 




Low 


> 




High 








Low 




• 

• 

• 


► Parameter 


High 1 








Low 1 




' J 
(b) 8 bit Interface 
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6.3 Command Transfer Modes 

Commands (and associated parameters) can be issued to the ACRTC in one of 
two ways — program transfer or DMA transfer. 

6.3.1 Program Transfer 

Program Transfer occurs when the MPU specifies the FIFO entry address and 
then writes commands/parameters to the wrke FIFO under program control (RS = 
high, R/W, CS = low). The MPU writes are normally synchronized with ACRTC 
FIFO status by software polling or interrupts. 

O Software Polling (WFR, WFE interrupts disabled) 

a) MPU program checks the SR (Status Register) for Write FIFO Ready 
(WFR) flag = 1, and then writes one word of command or parameters. 

b) MPU program checks the SR (Status Register) for Write FIFO Empty 
(WFE) flag = 1, and then writes one to eight words of commands or 
parameters. 

O Interrupt Driven (WFR, WFE interrupts enabled) 

a) MPU WFR interrupt service routine writes one word of command or 
parameters. 

b) MPU WFE interrupt service routine writes one to eight words of commands 
or parameters. 

In the specific case of Register Access Commands and an initially empty write 
FIFO, MPU writes need not be synchronized to the write FIFO status. The 
ACRTC can fetch and execute these commands faster than the MPU can issue 
them. 

6.3.2 Command DMA Transfer 

Commands and parameters can be transferred from MPU system memory using 
in external DMAC. The MPU initiates and terminates Command DMA Transfer 
mode under software control (CDM bit of C CR). Command DMA can also be ter- 
minated by assertion of the ACRTC DONE signal. DONE is treated as an input in 
Command DMA Transfer Mode. 

Using Command DMA Transfer, the ACRTC will issue cycle stealing DMA re- 
quests to the DMAC when the write FIFO is empty. The DMA data is automatical- 
ly sent from system memory to the ACRTC write FIFO regardless of the contents 
of the Address Register. 
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6.4 Register Access Commands 

Registers associated with the Drawing processor (the Pattern RAM and Drawing 
Parameter Registers) are accessed through the read and write FIFOs using the Reg- 
ister Access Commands. 



Command 


Function 


ORG 


Inicialize the relation between the origin point in the X-Y coordinates 
and the physical address. 


WPR 


Write into the parameter register 


RPR 


Read the parameter register 


WPTN 


Write into the pattern RAM 


RPTN 


Read the pattern RAM 



Figure 6.2 Register Access Commands 
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6.5 Data Transfer Commands 

Data Transfer Commands are used to move blocks of data between the MPU 
system memory and the ACRTC frame buffer or within the frame buffer itself. Be- 
fore issuing these commands, a physical 20 bit frame buffer address must be speci- 
fied in the RWP (Read Write Pointer) Drawing Parameter Register. 

The DMA Data Transfer Commands (DRD, DWT and DMOD) are used to 
send large amounts of data between system and frame buffer memory. The pro- 
grammer specifies the command and the X and Y logical pixel dimensions of the 
frame buffer data block. The ACRTC will automatically control the external DMAC 
to request data transfers via the read or write FIFOs. In Data DMA Transfer, the 
ACRTC DONE pin becomes an output which the ACRTC asserts to the external 
DMAC to terminate the transfer. Also, either cycle steal or burst DMA request 
mode can be used for data DMA (DRC bit of CCR). 

Note that DMA.data transfer can be performed without an external DM AC, i.e . 
under MPU progra m control. In this case, the data DMA handshaking (DREQ, 
DACK and DONE) signals are disabled by resetting the DDM bit in CCR to 0. 
After issuing a DMA data transfer command, the MPU reads or writes the ap- 
propriate data to the ACRTC FIFOs under program control. The programmer must 
insure that the amount of data transferred equals the amount specified as parameters 
to the command. Also note that the ACRTC will go into an indefinite wait state 
after the last transfer of a DRD command. Then, the command should be aborted 
(by setting the ABT bit in CCR to 1) and the next command issued. 
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Command 
DRD 



DWT 



DMOD 



RD 



WT 



MOD 



CLR 



SCLR 



CPY 



SCPY 



Function 



DMA read of the frame buffer data 



DMA write into the frame buffer 



DMA modify of the frame buffer data (bit maskable) 



One word read from the frame buffer 



One word write into the frame buffer 



One word modify of the frame buffer (bit maskable) 



Clear of frame buffer area 



Clear of frame buffer area (bit maskable) 



Copy of frame buffer area into another area 



Copy of frame buffer area into another area (bit maskable) 



Figure 6.3 Data Transfer Commands 



Operation Code 
15 8 



Parameter 
2 15 



Command Code 





MM 



Parameter 



15 



Parameter 



J 



Figure 6.4 Data Transfer Command Format 
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6.5.1 Modify Mode 

The DMOD, MOD, SCLR and SCPY commands allow 4 types of bit level logi- 
cal operations to be applied to frame buffer data. The modify mode is encoded in 
the lower two bits (MM) of these op-codes. The bit positions within each frame 
buffer word to be modified are selectable using the mask register (MASK). Bits 
masked with 1 are modifiable, those masked with are not. 



MM 


Modify Mode 








REPLACE frame buffer data with command parameter data. 





1 


OR frame buffer data with command parameter data and rewirte to the 
frame buffer. 


1 





AND frame buffer data with command parameter data and rewrite to the 
frame buffer. 


1 


1 


EOR frame buffer data with command parameter data and rewrite to the 
frame buffer. 



O Modify Mode Examples 

The following examples show the use of the REPLACE, OR, AND and EOR 
modify modes. The modifier data (issued as a prameter to the DMOD, MOD, 
SCLR and SCPY commands) and the non-masked data in the frame buffer are 
logically operated on, and the result is rewritten to the frame buffer. 
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MM = 00 

[77] 



Replace 



0000 111111000000 MASK Register 



0001 001000110100 ^^^ °3t3 

(Frame Buffer Data: before modified) 



1 



0001 010111110100 



10 111 



Write Data 

(Frame Buffer Data: modified) 



Modifier Data 

(Set by COMMAND PARAMETER) 



The read data bit positions for which the MASK register contains T is REP- 
LACED with the command parameter modifier data. The result is rewritten to 
the read data location in the frame buffer. 



Figure 6.5(a) REPLACE Modify iVIode 
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IVIIVl = Ul 

E3 



0000 111111000000 MASK Register 



„ „ „ , •> n 1 A n R«a<^ Data 
0001 0010001 10100 (Frame Buffer Data: before modified) 



I 



11111 



110 10 



10 111 



Write Data 

(Frame Buffer Data: modified) 



Modifier Data 

(Set by COMMAND PARAMETER) 



The read data bit positions for which the MASK register contains T is ORed 
with the command parameter modifier data. The result is rewritten to the read 



rlata lf\nc*tif\n in thf frame hufFp.r 



Figure 6.5(b) OR Mofify Mode 
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MM= 10 

I 

ED 






111111 






MASK Register 



10 1 1 



1 oj ^^ 



Read Data 

rame Buffer Data: before modified) 



1 1 



110 10 



Write Data 

(Frame Buffer Data: modified) 



10 111 



i: 



Modifier Data 

(Set by COMMAND PARAMETER) 



The read data bit positions for which the MASK register contains T is ANDed 
with the command parameter modifier data. The result is rewritten to the read 
data location in the frame buffer. 



Figure 6.5(c) AND Modify Mode 
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MM = 11 

i 



0000111111000000 MASK Register 



10 



U 



110 10 



Read Data 

(Frame Buffer Data: before modified) 



- „ „ . „ „ Write Data 

0001011100110100 (Frame Buffer Data: modified) 



10 10 



Modifier Data 

(Set by COMMAND PARAMETER) 



The read data bit positions for which the MASK register contains T is EORed 
with the command parameter modifier data. The result is rewritten to the read 






Figure 6.5(d) EOR Modify Mode 
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6.6 Graphic Drawing Commands 

The ACRTC has 23 separate graphic drawing commands. Graphic drawing is 
performed by modifying the contents of the frame buffer based upon microcoded 
drawing algorithms in the ACRTC drawing processor. 

Most coordinate parameters for graphic drawing commands are specified using 
logical pixel X-Y addressing. The complex task of translating a logical pixel address 
to a linear frame buffer word address, and further selecting the appropriate sub-field 
of the word (for example, a given logical pixel in 4 bits per logical pixel mode might 
reside in bits 8-11 of a frame buffer word) is performed at high speed by ACRTC 
hardware. 

Many instructions allow specification of X-Y coordinates with either absolute or 
relative X-Y coordinates (e.g. ALINE and RLINE). In both cases, twos complement 
numbers are used to represent positive and negative values. 

(a) Absolute Coordinate Specification 

The screen address (X, Y) is specified in units of logical pixels relative to an 
origin point defined with the ORG command. 

(b) Relative Coordinate Specification 

The screen address (dX,dY) is specified in units of logical pixels relative to the 
current drawing pointer (CP) position. 

A graphic drawing command consists of a 16 bit op-code and optionally to 
64K 16 bit parameters. 

The 16 bit op-code consists of an 8 bit command code, an AREA Mode speci- 
fier (3 bits), a Color Mode specifier (2 bits) and an Operation Mode specifier (3 
bits). 

The Area Mode allows versatile clipping and hitting detection. A drawing area 
can be defined, and should drawing operations attempt to enter or leave that 
area, a number of programmable actions can be taken by the ACRTC. 
The Color Mode determines whether the Pattern RAM is used indirectly to 
select Color Registers or is directly used as the color information. 
The Operation Mode defines one of eight logical operations to be performed be- 
tween the frame buffer read data and the color data in the Pattern RAM to de- 
termine the drawing data to be rewritten to the frame buffer. 
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(i) Absolute Coordinate Specifica- 
tion 

Specifies the addresses (x, y) 
based on the origin point set by 
the ORG command. 



y 


(x,y) 




/ 

Origin 


X 



(a) 



Figure 6.6(a) Absolute Coordinate Specification 



(ii) Relative Coordinate Specifica- 
tion 

Specifies the relative addresses 
(Ax, Ay) related to the cur- 
rent drawing point. 



/ 



Origin 



(x+Ax, y+Ay) 




CP(x,y) 



-X 



(b) 



Figure 6.6(b) Relative Coordinate Specification 
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Command 


Function 


AMOVE 


Movement of current points 


RMOVE 


ALINE 


Drawing of straight lines 


RUNE 


ARCT 


Drawing of rectangles 


RRCT 


APLL 


Drawing of polylines 


RPLL 


APLG 


Drawing of polygons 


RPLG 


CRCL 


Drawing of circles 
Drawing of ellipses 


ELPS 


AARC 


Drawing of arcs 


RARC 


AEARC 


Drawing of ellipse arcs 


REARC 


AFRCT 


Painting of rectangle areas (Tiling) 


RFRCT 


PAINT 


Painting of arbitrary areas (Tiling) 
Making of dots 


DOT 


PTN 


Drawing of basic patterns (rotation angle: 45°) 


AGCPY 


Graphic copy between frame memories 
(rotation angle: 907mirror turnover) 


RGCPY 



Figure 6.7 Graphic Drawing Commands 



Operation Code Parameter 

15 8754320 15 



Command Code 


AREA 


COL 


0PM 



Parameter 



15 



Parameter 



Figure 6.8 Graphic Drawing Command Format 
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6.6.1 Operation Mode 

The Operation Mode (0PM bits) of the Graphic Drawing Command specify the 
logical drawing condition. 



0PM 


Operation Mode 





REPLACE: 




Replaces the frame buffer data with the color data. 


1 


OR: 




ORs the frame buffer data with the color data. The result is rewritten 




to the frame buffer. 


1 


AND: 




ANDs the frame buffer data with the color data. The result is rewrit- 




ten to the frame buffer. 


1 1 


EOR: 




EORs the frame buffer data with the color data. The result is rewritten 




to the frame buffer. 


1 


CONDITIONAL REPLACE (P=CCMP): 




When the frame buffer data at the drawing position (P) is equal to 




the comparison color (CCMP), the frame buffer data is replaced with 




the color data. 


1 1 


CONDITIONAL REPLACE (P?^CCMP): 




When the frame buffer data at the drawing position (P) is not equal 




to the comparison color (CCMP), the frame buffer data is replaced 




with the color data. 


1 1 


CONDITIONAL REPLACE (P<CL): 




When the frame buffer data at the drawing position (P) is less than 




the color register data (CD, the frame buffer data is replaced with the 




color data. 


1 1 1 


CONDITIONAL REPLACE {P>CL): 




When the frame buffer data at the drawing position (P) is greater 




than the color register data (CD, the frame buffer data is replaced 




with the color data. 



Following are examples of each of the eight operation modes. In these exam- 
ples, 4 bits/logical pixel is assumed. 

Figure 6.10 shows examples of a drawing pattern applied with various 0PM 
modes. 
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0PM = 000 
I 



Replace 






1 


* 


* 



DPD in DP (4 bitybixel mode) 



110 e 10 1 1 1 ol 










' 


\ 


/ 


t 


I0001I0101001 loiool 










1 |o - ,| 



Read data 

(Frame Buffer data: before correction) 



Write data 

(Frame Buffer data: after correction) 



Color data (Color register) 



One pixel of the frame buffer read data is REPLACED with the corresponding 
color register data and the result is rewritten to the frame buffer read data location. 
The dot pointer serves to extract the pixel from the frame buffer word — in this ex- 
ample, 4 bits/pixel. 

Figure 6.9(a) REPLACE Operation Mode 
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0PM = 001 
001 I OR 



1 • • 



DPD in DP (4 bit/pixel mode) 



IRead data 
(Frame buffer data: before correction) 




Write data 

(Frame buffer data: after correction) 



Color data (color register) 



One pixel of the frame buffer read data is ORed with the corresponding color 
register data and the result is rewritten to the frame buffer read data location. The 

.-A .._:„i__ *« *_^«+ ♦Uo. »;^o,1 fwnryr, tUa frot>-io Kllfflar \Il/nrH in thlC PYanfl- 

UOl pOlIllCl SCI VC5 lU CAUat'l lilt yi/^K^i injiii mw iiuiiiw i/wxxwA rr^^^ .** ,^^^^ 

pie, 4 bits/pixel. 



Figure 6.9(b) OR Operation iVIode 
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0PM = 010 







oil* • I DPD in DP (4 bit/pixel mode) 



1 



10 



110 10 



Read data 

(Frame buffer data: before correction) 



|o 1 |o o[o 1 1 1 oj W' 



Write data 

rame buffer data: after correction) 



10 1 



Color data (Color register) 



One pixel of the frame buffer read data is ANDed with the corresponding color 
register data and the result is rewritten to the frame buffer read data location. The 
dot pointer serves to extract the pixel from the frame buffer word - in this exam- 
ple, 4 bits/pixel. 

Figure 6.9(c) AND Operation Mode 
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oil EOR 







I 1 I * I * I DPD in DP (4 bit/pixel mode) 



5 



000100 10001 loion Read data 

""'"""^ lUlOO (Frame buffer data: before correction) 



1 1 © 1 1 1 1 1 1 1 01 ^'■'*® '^^ . ■ V 

II iuiuu| (p^g^g buffer data: after correction) 



© t 1 



Color data (color register) 



One pixel of the frame buffer read data is EORed with the corresponding color 
register data and the result is rewritten to the frame buffer read data location. The 
dot pointer serves to extract the pixel from the frame buffer word — in this exam- 
ple, 4 bits/pixel. 

Figure 6.9(d) EOR Operation Mode 
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100 I Conditional Replacement (P = CCMP) 
3 



Oil* 'I DPD in DP (4 bit/pixel mode) 



1 



Color Comparison Register data (CCMP) 



1 1 e 1 1 1 1 



t* 



Read data 

(Frame buffer data: before correction) 



, Write data 

1 1 t 10 110 10 (Frame buffer data: after correct ion) 



1 1 



Color data (Color register) 



One pixel of the frame buffer read data is compared with the corresponding one 
pixel contents of the Color Comparison Register (CCMP). If equal, the read data is 
replaced with the color data and the result is rewritten to the read data location in 
the frame buffer. If not equal, the read data (unmodified) is rewritten to the read 
data location in the frame buffer. The dot pointer serves to extract the pixel from 
the frame buffer word — in this example, 4 bits/pixel. 

Figure 6.9(e) P=CCMP Operation Mode 
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0PM =10 1 

I 



10 1 I Conditional Replacement {P4 CCMP) 

I I 1 I * I * I DPD in DP (4 bit/pixel mode) 



6 t SO 



Q 6 t &iO 1 1 1 



V 



Color Comparison Register (CMP) data 



Read data 

(Frame buffer data: before correction) 



Write data 
0001 01011001101001 (Frame buffer data: after correction) 



i \ 



Color data ii^ior resisiw / 



One pixel of the frame buffer read data is compared with the corresponding one 
pixel contents of the Color Comparison Register (CCMP). If not equal, the read 
data is replaced with the color data and the result is rewritten to the read data loca- 
tion in the frame buffer. If equal, the read data (unmodified) is rewritten to the read 
data location in the frame buffer. The dot pointer serves to extract the pixel from 
the frame buffer word — in this example, 4 bits/pixel. 

Figure 6.9(f) P ¥= CCMP Operation Mode 
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Conditional Replacement (P < CD 
3 



I 1 I * I • I DPD in DP (4 bit/pixel mode) 



0001 OOtOoOl 10100 



^ > ^ 



JLjk 



% 



yQ On 



Read data 

(Frame buffer data: before correction) 



0101 jo 01 10100 



Write data 

(Frame buffer data: after correction) 



Color data (Color register) 



One pixel of the frame buffer read data is compared with the corresponding one 
pixel contents of the color data (CL). If the read data is LESS than the color data, 
the read data is replaced with the color data and the result is rewritten to the read 
data location in the frame buffer. If the read data is GREATER than or EQUAL to 
the color data, the read data (unmodified) is rewritten to the read data location in 
the frame buffer. The dot pointer serves to extract the pixel from the frame buffer 
word — in this example, 4 bits/pixel. 

Figure 6.9(g) P< CL Operation Mode 
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0PM =111 

i 



Conditional Replacement <P > CL) 
3 

I 1 I * I * I DPD in DP (4 bit/pixel mode) 



1 



110 10 



^Xp N 



Read data 

(Frame buffer data: before correction) 



^„„.~^» _.„„ Write data 

0001 000100110100 (Frame buffer data: after correction) 







nr 



Color data (Color register) 



One pixel of the frame buffer read data is compared with the corresponding one 
pixel contents of the color data (CL). If the read data is GREATER than the color 
data, the read data is replaced wfth^the color data and the result is rewritten to the 
read data location in the frame buffer. If the read data is LESS than or EQUAL to 
the color data, the read data (unmodified) is rewritten to the read data location in 
the frame buffer. The dot pointer serves to extract the pixel from the frame buffer 
word — in this example, 4 bits/pixel. 

Figure 6.9(h) P> CL Operation Mode 
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v\ 



VA 



'^/V//^ 






^ 




// 

-3//. 



Drawing Pattern 




Picture Memory before Drawing 




Replacement 




1 — 








— 1 


L_ 


V//////// 


\^ 


i 


1 

— 1 


i 

i 




^. 




AND 



EOR 



Figure 6.10 Operation IVIode Example 
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6.6.2 Color Mode 

The Color Mode (COL bits) specify the source of the drawing color data as di- 
rectly or indirectly (using the Color Registers) determined by the contents of the 
Pattern RAM. 



COL 



















Color Mode 



When Pattern RAM data = 0, Color Register is used. 
When Pattern RAM data = 1 , Color Register 1 is used. 



When Pattern RAM data = 0, drawing is suppressed. 
When Pattern RAM data = 1, Color Register 1 is used. 



When Pattern RAM data = 0, Color Register is used. 
When Pattern RAM data = 1 , drawing is suppressed. 



Pattern RAM contents are directly used as color data. 



The Color Mode chooses the source for color information based on the contents 
(0 or 1) of a particular bit in the 16 bit by 16 bit (32 byte) Pattern RAM. A sub-pat- 
tern is specified by programming the Pattern RAM Control Register (PRC) with the 
start (PSX, PSY) and end (PEX, PEY) points which define the diagonal of the sub- 
pattern. Furthermore, a specific starting point for Pattern RAM scanning is specified 
by PPX and PPY. 

Pattern RAM 



(PEX, PEY) 



D 

(PPX, PPY) 



(PSX, PSY) 



Normally, the color registers (CL) should be loaded with one color data based 
on the number of bits per pixel. For example, if 4 bits/pixel are used, the 4 bit color 
pattern (e.g. 0001) should be replicated four times in the color register, i.e. 



Color Register = 



0001000100010001 



In this way, color changes due to changing dot address are avoided. 
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COL = 00 I 



Color Information 




(PSX, PSY) 



If the scanned Pattern RAM bit is equal '0', Color Register (CLO) determines 
the color information. If the scanned Pattern RAM bit is equal T, Color Register 1 
(CLl) determines the color information. 

Figure 6.11(a) Color Mode = 00 
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COL = 01 



r\ 



Color Information 



(0 



Color Register 



Color Register 1 







Graphic Pattern RAM 






(REX, PEY), 




X 








1 

(PPX, PPY) 




J 










x = 1 


(PSX, 


^SY) 







If the scanned Pattern RAM bit is equal '0', the drawing operation is suppressed 
and the frame buffer is not changed. If the scanned Pattern RAM bit is equal T, 
Color Register 1 (CLl) determines the color information. 

Figure 6.11(b) Color Mode = 01 
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COL =10 








Color Information 


m%%;^;%^%^im^ 




(0 




Graphic Pattern R 


AM 
,PEY) 




M 




t>%<;^W/^^^/^m 




(REX 


Color Register 


\ 


X = 
X 















1 










(PPX 


, PPY) 




Color Register 1 










(PSX, 


^SY) 







.nd V^'f ^^""^^ Pattern RAM bit is equal T, the drawing operation is suppressed 
and the frame buffer is not changed. If the scanned Pattern RAM bit is equal '0' 
Color Register (CLO) determines the color information. 

Figure 6.11(c) Color Mode =10 
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COL= 1 1 




PPX 


Pattern RAM 


PPY 




3 

2 

1 



3 

2 

1 



3 

2 

1 



3 

2 

1 




F 

E 

D 

C 

B 

A 

9 
8 
7 
6 
5 
4 
3 
2 
1 





r ^ 


/ / / ^ 






3 






/ / / / 1 






/ / / / ///// 




jj] / / / / ///// 




/ / / / ///// 




/ / / / ///// 




/ / / / ///// 




1 / / / / ///// 




1 1 1 1 II III 






/ / 


f 






c 


D 


E 


F 


f/ 











8 


9 


A 


B 


'// 






4 


5 


6 


7 


(/ 









1 


2 


3 


/ 










1 






V///////////, 








\ Color informatior 

1 — / > " > — 7 — y y* > — y — / / — 7 — y — 1 






//////////// 


A 


■" 











Bit Information on Pattern RAM 



Figure 6.1 1 (d) Color Mode =11 

In the former three color modes (Pattern RAM indirect), the actual color infor- 
mation is stored in the color registers (CLO, CLl) and selection is based on the or 
1 bit value during Pattern RAM scanning. 

In color mode = 11 (Pattern RAM direct), the Pattern RAM contents are di- 
rectly used to generate color information. This is accomplished by remapping of the 
Pattern RAM so that it is interpreted as containing up to 4 by 4 logical pixel color 
patterns, each of which contains 16 bits of color information. 
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Associated with this logical remapping of the Pattern RAM, the contents of the 
Pattern RAM Control Register (PRC) are interpreted differently. As shown below 
the pattern pointer, pattern start and pattern end (PPX, PPY, PSX, PSY, PEX and 
PEY) are restricted to specify a maximum 4 by 4 logical pixel pattern. Specifically 
bits 15-14 and 7-6 must be set to 0. 



RN 


Register Name 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 


05 


Pattern Control 





PPY 


PZCY 


PPX 


PZCX 


06 





P^Y 





PSX 





07 





PEY 


PZY 


PEX 


PZX 



A pattern size less than 4 by 4 logical pixels can be specified (minimum is 1 by 1 
logical pixel) as shown below. In this example a 2 by 4 logical pixel pattern is speci- 
fied by setting PSX = 1, PSY = 0, PEX = 2 and PEY = 3 





D 


E 






9 


A 






5 


6 






1 


2 





As in color register indirect modes, normally one color is repeatedly assigned to 
the 16 bit color information depending on the number of bits per pixel. For exam- 
ple, when 4 bits per pixel are used, and color information for a pixel is 0001 the 
Patttern RAM should contain ... 



0001000 100010001 



This prevents color change due to changing dot address. 
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6.6.3 Area Mode 

Prior to drawing, a drawing 'area' may be defined (Area Definition Register). 
Then, during Graphics Drawing operation the ACRTC will check if the drawing 
point is attempting to enter or exit the defined drawing area. Based on eight Area 
Modes, the ACRTC will take appropriate action for clipping or hitting. 



AREA 























Drawing Area Mode 



Drawing is executed without Area checking. 



When attempting to exit the Area, drawing is stopped and the ARD 
(Area Detect) and CED (Command End) flags are set. 















Drawing suppressed outside the Area - drawing operation continues 
and the ARD flag is not set. 



Drawing suppressed outside the Area - drawing operation continues 

an d the ARD flag is set. 

Same as AREA =000. ^ . 



When attempting to enter the Area, drawing is stopped and the ARD 
and CED (Command End) flags are set. 



Drawing suppressed inside the Area - drawing operation continues 
and the ARD flag is not set. . 



Drawing suppressed inside the Area - drawing operation continues 
and the ARD flag is set 



The following examples show execution of a CRCL (Circle) command using the 
variou7 Area Modes. It is assumed that the Area Definition Register has been 
loaded to define the Area bounded by XMIN, YMIN and XMAX, YMAX. 
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AREA = XOO 



Area Mode 

(XMAX, YMAX) 




(XMIN, YMIN) 



Drawing is executed without area checking. 
Figure 6.12(a) Area Mode = XOO 
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AREA = 001 : Area Mode 

(XMAX, YMAX) 




(XMIN, YMIN) 



Drawing is executed as long as the CP (Current Pointer) resides in the defined 
area. When the drawing operation causes the CP to go outside the defined area, the 
drawing instruction is terminated and the ARD (Area Detect) and CED (Command 
End) flags in the Status Register (SR) are set to '1'. 

Figure 6.12(b) Area Mode = 001 
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AREA = 010 | : Area Mode 

(XMAX, YMAX) 




(XM!N, YMIN) 



Wheh the CP (Current Pointer) is outside the defined area, drawing is sup- 
pressed but the drawing operation continues. When CP is inside the defined area, 
drawing operation is enabled. When the drawing instruction execution is completed,' 
the CED (Command End) bit in the Status Register (SR) is set to T. The ARD 
bit (Area Detect) bit in the Status Register is not set to T at any time during the 
drawing instruction execution regardless of whether CP goes inside or outside the 
defined area. 

Figure 6.12(c) Area Mode =010 
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AREA = 011 



Area Mode 
(XMAX. YMAX) 




(XMIN, YMIN) 



This mode is the same as AREA MODE = 010 in that drawing is enabled 
when CP (Current Pointer) is inside the defined area and suppressed when CP is 
outside the defmed area. However, if at any time during the drawing mstruction ex- 
ecution CP goes outside the defined area, the ARD (Area Detect) bit in the Status 
Register (SR) will be set to T. The ARD bit can be monitored to determine when 
the CP goes outside the defined area. 

Figure 6.12(d) Area Mode =011 
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AREA= 101 : Area Mode 

(XMAX,YMAX) 




(XMIN, YMIN) 



Drawing is executed as long as the CP (Current Pointer) resides outside the de- 
fined area. When the drawing operation causes the CP to go inside the defined area, 
the drawing instruction is terminated and the ARD (Area Detect) and CED (Com- 
mand End) flags in the Status Register (SR) are set to T. 

Figure 6.12(e) Area Mode =101 
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AREA= 110 



: Area Mode 
(XMAX, YMAX) 




(XMIN, YMIN) 



When the CP (Current Pointer) is inside the defined area, drawing is suppressed 
but the drawing operation continues. When CP is outside the defined area, drawing 
operation is enabled. When the drawing instruction execution is completed, the 
CED (Command End) but in the Status Register (SR) is set to T. The ARD bit 
(Area Detect) bit in the Status Register is not set to T at any time during the 
drawing instruction execution regardless of whether CP goes inside or outside the 
defined area. 

Figure 6.12(f) Area Mode = 110 
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AREA= 111 : Area Mode 

(XMAX, YMAX) 




(XMIN, YMIN) 



This mode is the same as AREA MODE = 110 in that drawing is enabled 
when CP (Current Pointer) is outside the defined area and suppressed when CP is 
inside the defined area. However, if at any time during the drawing instruction ex- 
ecution, CP goes inside the defined area, the ARD (Area Detect) bit in the Status 
Register (SR) will be set to '1'. The ARD bit can be monitored to determine when 
the CP goes inside the defined area. 
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6.7 Graphic Drawing Processor 

ACRTC Graphic Drawing is performed in units of logical pixels which may be 
programmed to consist of 1, 2, 4, 8 or 16 physical bits in the frame buffer. 

In order to draw, the ACRTC Drawing Processor uses three operation control 
units. 

(a) Drawing Algorithm Control Unit 

Interprets graphic commands and parameters and executes the appropriate 
microprogrammed drawing algorithm. Note that this unit calculates coordinates 
using logical pixel X-Y addressing. 

(b) Drawing Address Generation Unit 

Converts logical X-Y addresses from the DACU to a bit address in the frame 
buffer. The frame buffer is organized as sequential 16 bit words. The bit address 
consists of a 20 bit address (IM word address space) and 0-4 bits specifying the 
logical pixel bit address within the physical frame buffer word. 

(c) Logic Operation Unit 

Using the address calculated in (a) and (b), performs logical operations between 
the existing (read) data in the frame buffer and the drawing pattern in the Pat- 
tern RAM, and rewrites the results to the frame buffer. 



Drawing Algorithm 
Control Unit 




Drawing Address 
Generation Unit 




Logic Operation 
Unit 





Figure 6.13 Drawing Processor 
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Bit Mode 


Data (bit) per 
pixel 


Color or color 
image number 


Number of pixels 
per word 


1 bit/pixel 


1 


1 


16 


2 bit/pixel 


2 


4 


8 


4 bit/pixel 


4 


16 


4 


8 bit/pixel 


8 


256 


2 


1 6 bit/pixel 


16 


65536 


1 



Figure 6.14(a) Bits per Pixel 
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o 

z 



c 
-I 

P> 

g 

(D 



0) 

> 

a 
a 

"I 

(D 
(A 
(A 

(0 

"O 
(D 

o_ 

51 

o' 
o" 

3 



1 bit/pixel 



2 bit/pixel 



4 bit/pixel 



8 bit/pixel 



16 bit/pixel 



1 Word Data Configuration 



Y 



1 pixel data 



r-— 7 



1 pixel data 



1 pixel data 



1 pixel data 



15 

r— I — I — I — I — I — I — I — I — I — I — I — r— I — I 'I 
I I I I I I I I I I I I I I I 



1 pixel data 



23 



23 



23 



23 



Y 



Linear Address (Dot Address) 



memory address 



memory address 



memory address 



memory address 



memory address 



43 



7^ 



A / 



Tv^ 



* * * * 



43 



7 



Operation 
Offset 



(a) 1 bit/pixel mode 
(GBM=000) 



(b) 2 bit/pixel mode 
(GBM-001) 



(c) 4 bit/pixel mode 
(GBM=010) 



(d) 8 bit/pixel mode 
(GBM-011) 



(e) 16 bit/pixel mode ,y^ 
(GBM=100) 




16 planes 



h MW H 



Figure 6.14(c) Logical/Physical Addressing 
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6.8 Graphic Drawing Operation 

Since a logical pixel can consist of multiple bits of frame buffer, a logical pixel is 
said to contain color information. If a logical pixel is defined as 4 bits or frame 
buffer, 16 tones of gray scale or 16 colors can be associated with the logical pixel. 

The ACRTC performs graphic drawing based on the unit of logical pixel includ- 
ing color information. 

6.8.1 Pattem RAM 

The 16 by 16 bit Pattern RAM contains the color pattern for graphic drawing. A 
sub-pattern to be used can be specified by defining the Pattern Start X, Y and Pat- 
tern End X, Y addresses. Furthermore, a specific starting point for pattern scanning 
is defined with the Pattern Pointer X, Y addresses. 

6.8.2 One Pixel Drawing Operation 

In this example. Color Regiser Indirect Drawing Mode is used. 

Before the drawing color data. This data can be accessed by the MPU using the 
RPTN and WPTN (read and write Pattern RAM) commands. Also, the Drawing 
Parameter Registers must be initialized using the RPR and WPR (read and write 
Parameter Register) commands. 

After the drawing command is issued, the ACRTC reads the 16 bit word in the 
frame buffer whose address was calculated by the Drawing Algorithm Control Unit 
(DACU) and Drawing Address Generation Unit (DAGU). Since the ACRTC reads 
16 bit words from the frame buffer, in the case of 4 bits/logical pixel, 4 pixels are 
read at one time. However, the drawing is performed in units of one pixel. So, the 
ACRTC maintains an Internal Dot Pointer (IDP) which is used to mask the ap- 
propriate bits. In this example, the logical pixel is bits 4-7 of the word (Cc), so IDP 
contains is in bits 4-7 and Os in other bits. 

The IDP mask is also applied to the color registers to select one logical pixel (in 
this case 4 bits) of color information (CO and CI). 

Depending on the bit value in the Pattern RAM pointed to by Pattern Pointer X 
and Pattern Pointer Y, the color register is selected. If 0, Color Register is used, if 
1, Color Register 1 is used. 

The fetched data (Cc) and selected color data (CO and CI) are logically operated 
on based on 1 of 8 logical operation modes (0PM) specified with the drawing in- 
struction, the resulting drawing data (Cy) is rewritten to the frame buffer. 
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Color Register drawing normally specifies the 'background' color in CLO and the 
'foreground' or 'drawing' color in CLl. In this case, a dashed line can easily be 
drawn by loading the dash pattern (O's for OFF, Is for ON) into the Pattern RAM. 

Note in this example (4 bits/pixel) that the color values CO and CI are normally 
repeated in the other three 4 bit subfields of the color register so that as IDP varies, 
the same colors will be used. However, there is no restriction in this regard. Each of 
the four 4 bit logical pixel subfields of Color Register and 1 could be loaded with a 
different color value. Thus, as IDP varies, different colors will be selected from CLO 
and CLl. 




t t 

PSX PEX 15 



Ca 


Cb 




Cd 


\ 


' 







Cb y.Oi/. Cd 



Cy = f (CO, Cc) if X = 
Cv = f (CI.Cc) if x = 1 



Figure 6.15 One Pixel Drawing Operation 
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6.8.3 Line Drawing Operation 

The following describes an example of the LINE command using Color Register 
Indirect Drawing Mode and the 'Replace' operation mode. 

For line drawing, the drawing pattern is limited to the 16 bit word pointed to by 
Pattern Pointer Y (PPY). A portion of the word can be extracted based on Pattern 
Start X and Pattern End X (PSX and PEX). 

For the first pixel of the line, the Pattern RAM bit at PPX is used and Color 
Register and 1 are selected based on this bits value. The selected color is drawn. 
Then the Pattern RAM pointer is incremented and operation continues until PPX 
= PEX. Then, PPX is reset to PSX and operation continues. Note that the Pattern 
RAM horizontal scanning direction is independent of pixel drawing direction. 

The drawing pattern can be magnified using the Pattern Zoom Factor (PZX and 
PZY). For line drawing, only PZX is applicable. The example uses PZX = which 
is 'by r magnification. If PZX = 1 (by 2 magnification) was specified, the selected 
portion of the Pattern RAM would have each bit scanned twice. Thus, the example 
'1111101010' pattern would be interpreted as '11111111110011001100' during scan- 
ning. 

6.8.4 Plane Drawing Operation 

Figure 6.17(b) shows a Plane drawing example which also uses Color Register 
Indirect Drawing Mode and Replace Operation Mode. 

For plane drawing commands (AFRCT, RFRCT, PAINT and PTN) a two 
dimensional portion of the Pattern RAM bounded by PSX,PSY and PEX,PEY is 
used. Pattern scanning starts at PPX and PPY. As each pixel is drawn, the Pattern 
scanning point is incremented independent of pixel drawing direction. The two 
dimensional pattern can be independently magnified (i.e. each pattern point re- 
peatedly scanned) in the X and Y directions using the Pattern Zoom Factor (PZX, 
PZY). 



Classification 


Applicable Commands 


Line drawing 
command 


ALINE, RLINE, ARCT, RRCT, APLL, RPLL, 
APLG, RPLG, CRCL, ELPS, AARC, RARC, 
AEARC, REARC, DOT 


Plane drawing 
command 


AFRCT, RFRCT, PAINT, PTN 



Figure BAB Line and Plane Drawing Commands 
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Pattern RAM 



PEY 



PSY 




Pattern Scan Start 
(PPX, PPY) 



o#o« 



o#o# 



Start 



O • Color 
# : Color 1 



Figure 6.17(a) Line Drawing Example 
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Pattern RAM 



PEY 



(PPX, PPY) 



PSY 



10 

10 10 

10 10 

10 10 

1 I 

0"*1 





fr 



(['EX, PEY) 



r 



_l 

(PSX, PSY) 



PSX 



PEX 




Start 



Q : Color 
A : Color 1 



Figure 6.17(b) Plane Drawing Example 
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FUNCTiON OF COMMANDS 



o 

z 



CO 



TYPE 

Register 

Access 

Command 


MNEMONIC 


COMMAND NAME 




OPERATION CODE f 


PARAMETER 


# (words) 


~ (cycles) 


ORG 


Origin 





|0 1 lO 


!0 iO 


DPH 


DPL 


3 


8 


WPR 


Write Parameter Register 





[1 |0 


lo 1 RN 


D 


2 


6 


RPR 


Read Parameter Register 





n 1 lo 


io 1 RN 




1 


6 


WPTN 
RPTN 


Write Pattern RAM 





1 ll lo 


;0 1 PRA 


n 


Dl Dn 


n+2 


4n+8 


Read Pattern RAM 





1 |1 1 'o 


|0 1 PRA 


n 


2 


4n+10 


Data 
Transfer 
Command 


DRD 


DMA Read 





1 lo 110 


to lo 


AX 


AY 


3 


(4x+8)y+12[x-y/8t] +(62~68) 


DWT 


DMA Write 





1 j1 ]0 


0000 lo 000 


AX 


AY 


3 


(4x+8)y+16[x-y/8t]+34 


DMOD 


DMA Modify 





1 11 1 ;o 


io o;mm 


AX 


AY 


3 


(4x+8)v+16[x-y/8t]+34 


RD 


Read 


1 


!o 1 10 


0000 lo 000 




1 


12 


WT 


Write 


1 


11 ,'0 


0000 lO 000 


D 


2 


8 


MOD 


Modify 


1 


11 110 


lo OJMM 


D 


2 


8 


CLR 


Clear 


1 


1 [1 ;o 


0000 lo 000 


D 


AX AY 


4 


(2x+8)y+12 


SCLR 


Selective Clear 


1 


1 |1 1 10 


lo Oi MM 


D 


AX AY 


4 


(4x+6)y+12 


CPY 


Copy 


1 


1 IS 1 DSD 


0000 lo 000 


SAH 


SAL AX AY 


5 


(6x+10)y+12 


SCPY 


Selective Copy 


1 


1 1 Is 1 DSD 


lo OJMM 


SAH 


SAL AX AY 


5 


(6x+10)y+12 


Graphic 
Command 


AMOVE 


Absolute Move 


1 


|0 





0000 lo 000 


X 


Y 


3 


56 


RMOVE 


Relative Move 


1 


10 1 





0000 lo 000 


dX 


dY 


3 


56 


ALINE 


Absolute Line 


1 


1 1 





AREAJCOLJOPM 


X 


Y 


3 


P-L+18 


RLINE 


Relative Line 


1 


ll 1 





AREAlCOLlOPM 


dX 


dY 


3 


P'L+18 


ARCT 


Absolute Rectangle 


1 


1 10 





area;col:opm 


X 


Y 


3 


2P(A+B)+54 


RRCT 


Relative Rectangle 


1 


1 10 1 





AREAJCOLlOPM 


dX 


dY 


3 


2P(A+B)+54 


APLL 


Absolute Polyline 


1 


1 |1 





areaIcolIopm 


n 


XI, Y1, . . Xn, Yn 


2n+2 


2[P'L+16]+8 


RPLL 


Relative Polyline 


1 


1 ll 1 





AREAlCOLiOPM 


n 


dXl.dYl, .dXn,dYn 


2n+2 


2[P-L+16]+8 


APLG 


Absolute Polygon 


1 


1 lO 





AREAlCOLiOPM 


n 


XI, Y1, . . Xn, Yn 


2n+2 


2[P-L+16]+P'Lo+20 


RPLC 


Relative. Polygon 


1 


1 lo 1 





AREAlCOLiOPM 


n 


dX1,dY1,...dXn,dYn 


2n+2 


2[P-L+16]+P'Lo+20 


CRCL 


Circle 


1 


1 '1 


0;C 


AREAiCOLJOPM 


r 


2 


8d+66 ' 


ELPS 


Ellipse 


1 


10 11 


oic 


AREAlCOLiOPM 


a 


b dX 


4 


10d+90 


AARC 


Absolute Arc 


1 


110 


O'C 


AREAlCOLiOPM 


Xc 


Yc Xe Ye 


5 


8d+18 


RARC 


Relative Arc 


1 


1 1 lo 1 


OiC 


AREAlCOLiOPM 


dXc 


dYc dXe dYe 


5 


8d+18 


AEARC 


Absolute Ellipse Arc 


1 


1 1 |1 


o:c 


AREAlCOLiOPM 


a 


b Xc Yc Xe Ye 


7 


10d+96 


REARC 


Relative Ellipse Arc 


10 11,11 


OjC 


AREAlCOLiOPM 


a 


b dXc dYc dXe dYe 


7 


10d+96 


AFRCT 


Absolute Filled Rectangle 


1 1 lo 





AREAJCOLlOPM 


X 


Y 


3 


(P-A+B)B+18 


RFRCT 


Relative Filled Rectangle 


1 1 jo 1 


0, 


AREAlCOLiOPM 


dX 


dY 


3 


(P-A+B)B+18 


PAINT 


Paint 


11 |l 


o|e 1 


AREAlCOLiOPM 




1 


(18A+102)B-58 *1) 


DOT 


Dot 


1 1 ]1 1 


01 


AREAlCOLiOPM 




1 


8 


PTN 


Pattern 


1 1 1 ISLI SD 1 


AREAICOLIOPM 


SZ 


•2) 


2 


(P-A+10)B+20 




AGCPY 


Absolute Graphic Copy 


1 1 1 Is ; DSD 1 


AREAJO 01 0PM 


Xs 


Ys DX DY 


5 


((P+2)A+10)B+70 




RGCPY 


Relative Graphic Copy 


1 1 1 1 IS ; DSD 1 


AREAi OJOPM 


dXs 


dYs DX DY 


5 


((P+2)A+10)B+70 



o 
o 

> 
z 

o 
<0 



M) In case of reaangular filling 
15 87 

'2) SZ: r52y 



SZx 



SZy.SZx: Pattern Size 



n: riumber of repetition x/y: drawing words of x-direction/y -direct ion L/Lo/d: sum of drawing dots A/B: drawing dots of main/sub direction 
E: [E=0 (stop at Edge color), E=1 (stop at excepting Edge color)] C: [C=1 (clock wise), C=0 (reverse)] [t] : rounding up 



(4: OPM-000~011 
(6:OPM-100~111 



ORG 



[1] ORG (Origin) 



< FUNCTION > 

Associates a logical X-Y screen origin with a physical frame buffer ad- 
dress. 

<MNEMONIC> 

ORG DPH,DPL 



< FORM AT > 

COMMAND CODE 
15 



PAGE 



TYPE 



ORG-1 



Register 

Access 

Command 



hexadecimal notation 







10 







00 ($0 40 0) 



COMMAND PARAMETERS 
15 



DPH 





3 



15 



DPL 



WORD NUMBER 
Wn=3 

EXECUTION CYCLES 
Cn=8 



< DESCRIPTION > 

The ORG command must be issued to the ACRTC prior to graphic drawing. ORG defines the 
logical X-Y coordinate origin upon which all graphic drawing addresses are based and sets the 
screen number in which to draw. 

The DPH and DPL (Drawing Pointer High, Low) parameters establish the physical address in 
the frame buffer at which the origin is set. This physical address is composed of tho following three 
components - DN (Screen Number) is a screen designator, DPAH, DPAL (Drawing Pointer Ad- 
dress High, Low) is a 20 bit address selecting one of 1 megawords in the frame buffer and DPD 
(Drawing Pointer Dot) specifies the bit field associated with the addressed logical pixel. 

The ORG command initializes the Drawing Pointer (DP) to the origin and clears the Current 
Pointer (CP). 
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ORG 



ORG (Origin) 



PAGE 



ORG-2 



DN: 



DP; 



DN 


Screen Number 


00 


Upper Screen 


01 


Base Screen 


10 


Lower Screen 


11 


Window Screen 



15 1413 87 





D N 


0~0 


DPAH (8 bits) 


DPAL (12 bits) 


DPD (4 brts) 


II 


DPH(16bits) 


DPL (16 bits) 



• The origin address of the X-Y coordinates is set with the 20-bit linear address using to 
DPAH and DPAL. 

• DPD determines the dot position in 1 6-bit data addressed by DP AH/DP AL. 

• DN sets screen number for drawing. 

Figure C1-1 ORG 
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ORG 



ORG (Origin) 



PAGE 



ORG-3 



< EXAMPLE > 

The origin for the Upper screen (screen number 0) is set to bit position 4-7 at frame 
buffer word address $25. 4 bits per logical pixel and Memory Width (MW) = $10 are as- 
sumed. 



COMMAND CODE 
15 











10 











COMMAND PARAMETERS 



5 












0.0 








5 


|o 


10 


10 1 


10 



($0400) 



($0000) 



($0254) 



1 2 3 4 5 

|l M|ll I I I M |M l| 1 i . I 



6 7 89ABCDEF 

1 |i M I 1 I I I I I 1 I I I I I ' I I I ' ' ' I " ' I' ' ' I " ' I ' " 



X 



ORG( 0,0) 



Figure CI -2 ORG Execution Example 
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WPR 



[2] WPR (Write Parameter Register) 



< FUNCTION > 

Write the contents of the Drawing Parameter Registers. 

< MNEMONIO 

WPR (RN) D 



PAGE 



TYPE 



< FORMAT> 

COMMAND CODE 
15 



WPR-1 



Register 

Access 

Command 







10 



Oi RN 

1 



hexadecimal notation 



($ 8 X) 



5 bits 



COMMAND PARAMETERS 
15 



D (Data) 



WORD NUMBER 
Wn=2 

EXECUTION CYCLES 
Cn==6 



< DESCRIPTION > 

The Drawing Parameter Register number to be written is specified in the RN (Register 
Number) field of the op-code. The contents of the parameter (D) is written to the selected reg- 
ister. 
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WPR 



WPR (Write Parameter Register) 



PAGE 



WPR-2 



< EX AMPLE > 

The value $1111 is written to the CL1 (Color 1) of the drawing parameter register. 



COMMAND CODE 
15 











10 



OiO 1 



COMMAND PARAMETERS 
15 







1 



1 



10 1 



($08 i; 



($1111) 



< Color Register > RN= 01 

151413121110 9 876543210 



1 



1 



1 



1 



Figure C2-1 WPR Execution Example 
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RPR 



[3] RPR (Read Parameter Register) 



< FUNCTION > 

Read the contents of the Drawing Parameter Registers. 

<MNEMONIC> 

RPR (RN) 



< FORM AT > 

COMMAND CODf 
15 







110 



1 RN 



hexadecimal notation 



($ C X) 



5 bits 



COMMAND PARAMETERS 
- NON - 



PAGE 



TYPE 



RPR-1 



Register 

Access 

Command 



WORD NUMBER 
Wn=1 

EXECUTION CYCLES 
Cn=6 



< DESCRIPTION > 

The Drawing Parameter Register number to be read is specified in the RN (Register Number) 
field of the command code. After execution, the contents of the specified Drawing Parameter Reg- 
ister is loaded into the Read FIFO. 
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RPR (Read Parameter Register) 



RPR 



PAGE 



RPR-2 



< EXAMPLE > 

The value $1111 in the Drawing Parameter Register (Color Register 1 : CL1) is loaded into 

the Read FIFO. 



COMMAND CODE 
15 







110 



OjO 1 



($0C0 1) 



COMMAND PARAMETER 
- NON - 

< Color Register 1 > 
15 







1 



1 



1 



1 



<Read FIFO> 
15 







1 



1 



1 



1 



Figure C3-1 RPR Execution Example 
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WPTN 



[4] WPTN (Write Pattern RAM) 



< FUNCTION > 

Write data to the Pattern RAM. 

<MNEMONIC> 

WPTN (PRA)n,Di,D2,...Dn 



PAGE 



TYPE 



WPTN-1 



Register 

Access 

Command 



< FORMAT > 

COMIVIAND CODE 
15 





1 


10 





PRA 


CON 
1£ 


/IMAND P> 
) 


^RAMETERS 




n 


(Number of Words) 


IE 


) 






D1 (Pattern Data) 


1£ 


> 


• 




Dn (Pattern Data) 



hexadecimal notation 



($ 1 8 X) 



WORD NUMBER 
Wn=n+2 

EXECUTION CYCLES 
Cn=4n+8 



< DESCRIPTION > 

WPTN command is used to write data into the Pattern RAM. 

Pattem RAM Address (PRA) of $0~$F is allocated to the Pattern RAM and each PRA re- 
presents 1 word (16 bits) of pattern RAM. 

The PRA (Pattern RAM Address) field of the command code selects the Pattern RAM word 
address at which writing starts. The first parameter is n, the number of words to be written. This is 
followed by n data words (Dl-Dn). 

For the 8-bit interface, 1 word is divided into high and low bytes. The pattem data is sent 
in the order of the high byte, then the low byte. The first parameter n must be set to (the num- 
ber of words) X 2. (In this case writing in unit of byte is not allowed.) 
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WPTN 



WPTN (Write Pattern RAM) 



PAGE 



WPTN-2 



< EXAMPLE> 

Two words of data, $2314 and $5713, are written to the Pattern RAM beginning at ad- 
dress $B. 



COMMAND CODE 
15 







1 



10 







10 11 



($ 1 8 B) 



COMMAND PARAMETERS 
15 















15 



10 



11 



1 



1 I ($0002) 


1 I ($2314) 



15 







10 1 



111 



1 



1 1 I ($571 



3) 



bit 



15 



15 



•o 
< 



Pattern 
RAM 



LSB 

/ 

I 

I 

I 

I 
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14 
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10 





110 
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1 
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Figure C4-1 WPTN Execution Example 
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RPTN 



[5] RPTN (Read Pattern RAM) 



< FUNCTION > 

Read Data from the Pattern RAM. 

< MNEMONiO 

RPTN (PRA) n 



PAGE 



TYPE 



< FORMAT > 

COMMAND CODE 
15 



1 



110 







PRA 



hexadecimal notation 



($ 1 C X) 



COMMAND PARAMETERS 
15 



n (Number of word) 



RPTN-1 



Register 

Access 

Command 



WORD NUMBER 
Wn=2 

EXECUTION CYCLES 
Cn=4n+10 



< DESCRIPTION > 

RPTN command is used to read the data in the Pattern RAM. 

Pattem RAM address (PRA) of $0~$F is allocated to the Pattern RAM and each PRA repre- 
sents 1 word (16 bits) of Pattem RAM. 

The PRA (Pattem RAM Address) field of the command code select the Pattem RAM word 
address at which reading starts. The parameter n specifies the number of words to be read. 
The specified Pattem RAM contents are loaded into the Read FIFO. 

For the 8 bit interface, 1 word of the pattem RAM is divided into high and the low bytes. The 
pattem data is put into the Read FIFO in the order of the high byte, the low byte. 
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RPTN 



RPTN (Read Pattern RAM) 



PAGE 



RPTN-2 



< EXAMPLE > 

Two words of data, $2314 and $571 3 from the Pattern RAM beginning from address $B is 

placed in the Read FIFO. 



COMMAND CODE 
15 







1 



110 



10 1 1 



($1 COB) 



COMMAND PARAMETERS 
15 



0000000000000010 ($000 2) 



bit 



15 



15 



■D 
< 



Pattern 
RAM 



LSB 

/ 



MSB 





/ 
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1 


1 


1 


1 





1 
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1 








1 
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Doa'J CiCn 



2 3 14 



5 7 13 



Figure C5-1 RPTN Execution Example 
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DRD 



[6] DRD (DMA Read) 



< FUNCTION > 

Transfer data from the frame buffer to the MPU system memory. 

<MNEMONIC> 

DRD AX, AY 



PAGE 



TYPE 



< FORMAT > 

COMMAND CODE 
15 







10 



1 







hexadecimal notation 



($2400) 



DRD-1 



Data 

Transfer 

Command 



COMMAND PARAMETERS 
15 



AX 



15 



AY 



WORD NUMBER 
Wn=3 

EXECUTION CYCLES 
Cn=(4x+8)y+12 [^ | 

+ (62-68) 

X = I AX I + 1 
y = I AY I + T 



< DESCRIPTION > 

DRD command causes the ACRTC to enter DMA Data Transfer Mode in which the ACRTC 
will control the external DMAC to transfer data (in unit of words) from the rectangular area in the 
frame buffer to the MPU memory. The frame buffer data origin must be predefined in the Read 
Write Pointer (RWP). The parameters of the command define the frame buffer area to be read in 
units of physical frame buffer words. At the end of DRD command execution RWP will be set to 
RWPe. 
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DRD (DMA Read) 



DRD 
PAGE lDRD-2 



RWPe 




CPU Memory 



ACRTC 



RWP 

Frame Buffer 



* If minus values are set in AX and AY, the read direction becomes negative. 

< NOTE> 

The status of the ACRTC Read FIFO should be checked to insure the Read FIFO is empty be- 
fore the DRD command is issued. If any data is in the Read FIFO before the DRD command issued, 
that data is read out incon^ectly by the DMAC as the first data of the DRD command. 



Reading direction 

(1) X:+,Y:+ 

I 



(2) X:+,Y:- 



(3) X:-,Y:+ (4) X:-,Y:- 



» 
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DWT 



[7] DWT (DMA Write) 



< FUNCTION > 

Transfer data from the MPU system memory to the frame buffer. 

<MNEMONIC> 

DWT AX, AY 



PAGE 



TYPE 



DWT-1 



Data 

Transfer 

Command 



< FORMAT> 

COMMAND CODE 
15 



hexadecimal 
notation 



10 



10 







o| ($280 



0) 



COMMAND PARAMETERS 
15 



AX 



15 



AY 



WORD NUMBER 
Wn=3 

EXECUTION CYCLES 

Cn==(4x+8)y+16 [^ |j 

+ 34 

X = I AX I + 1 
y = I AY I + 1 



< DESCRIPTION > 

DWT command causes the ACRTC to enter DMA Data Transfer Mode in which the ACRTC 
will control the external DMAC to transfer data fin unit of words) from the MPU memory to the rec- 
tangular area in the frame buffer. The frame buffer data origin must be predefined in the Read Write 
Pointer (RWP). The parameters of the command (AX, AY) define the frame buffer area to be writ- 
ten in units of physical frame buffer words. At the end of DWT command execution, RWP will be 
set to RWPe. 
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DWT 



DWT (DMA Write) 



PAGE 



DWT-2 



RWPe 




System Memory ACRTC 

* For AX and AY, negative value can also be set. 



Frame Buffer 



<NOTE> 

After DWT is issued, no further commands should be issued until the DMA data is trans- 
ferred and the DWT command terminates. 



Writing direction 
(1) X:+,Y:+ 



(2) X: + ,Y: 



(3) X:-,Y:+ (4) X:-,Y: 



» 
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[8] DMOD (DMA Modify) 



< FUNCTION > 

Transfer data from the MPU system memory to the frame buffer sub- 
ject to logical modification. 

<MNEMONIC> 

DMOD (MM) AX, AY 



< FORMAT> 

COMMAND CODE 
15 







hexadecimal 
notation 



PAGE 



TYPE 



DMOD-1 



Data 

Transfer 

Command 



WORD NUMBER 
Wn=3 



10 



110 











MM ($ 2 C X) 



COMMAND PARAMETERS 
15 



AX 



15 



AY 



EXECUTION CYCLES 

Cn= {4x+ 8)y+ 1 6 (^ |] 



+ 34 

X = I AX I + 1 
y = |AY|+ 1 



< DESCRIPTION > 

DMOD causes the ACRTC to enter DMA Data Transfer Mode in which the ACRTC will control 
the extemal DMAC to modify data in the rectangular area in the frame buffer using data in the MPU 
memory (in unit of words). The frame buffer data origin must be predefined in the Read Write 
Pointer (RWP). The parameters of the command (AX, AY) define the frame buffer area to be writ- 
ten in units of physical frame buffer words. At the end of DMOD command execution, RWP will be 
set to RWPe. 

The MM (Modify Mode) field of the command code specifies the DMA data transfer modify 
mode. Each pixel transferred from MPU system memory is logically operated on the corresponding 
pixel from the frame buffer, and the result is rewritten to the frame buffer. Logic operation can be 
enabled and disabled on a bit by bit basis based on the contents of the MASK register. 
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DMOD 



DMOD (DMA Modify) 



PAGE 



DMOD-2 



RWPe 



Write EiiL 
FIFO I 




AY+1 




System Memory 



ACRTC 



RWP 



Frame Buffer 



<NOTE> 

Afrer DMOD is issued, no further commands should be issued until the DMA data is trans- 
ferred and the DMOD command terminates. 
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[9] RD (Read) 



RD 



PAGE 



RD-1 



< FUNCTION > 

Read one word of data from the frame buffer and load the word into Read 
FIFO. 
<MNEMONIC> 
RD 



TYPE 



Data 

Transfer 

Command 



< FORMAT > 

COMMAND CODE 
15 







10 



10 







hexadecimal notation 



($4400) 



COMMAND PARAMETER 
- NON - 



WORD NUMBER 
Wn=1 

EXECUTION CYCLES 
Cn=12 



< DESCRIPTION > 

RD reads one word (16 bits) of data from the frame buffer. The frame buffer address to 
be read must be predefined in the Read Write Pointer (RWP) before the RD command is 
issued. The results are loaded into the Read FIFO. 

The result may be read from the Read FIFO by the MPU anytime after the RD command is 
issued. If the Read FIFO is full when the command is executed, the ACRTC will enter a wait state 
until space becomes available in the Read FIFO. 

At the end of the RD command execution, the ACRTC increments RWP by one. 
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RD (Read) 



DN: 



RD 



PAGE 



RD-2 



RWP: 



DN 


Screen Number 


00 


Upper Screen 


01 


Base Screen 


10 


Lower Screen 


11 


Window Screen 



1514 







DN ^^~^--^-_^ 


RWPH (8 bits) 


RWPL (1 2 bits) 


^^^ 


i 1 


DATAH (16 bits) 


DATA L (16 bits) 



• RWPH and RWPL specifies the frame buffer address by setting the linear address of 20 bits. 

• DN specifies screen numbers. 

Figure C9-1 RWP Set 

< EXAMPLE > 

Read the frame buffer data, $5555, at physical address $56 in screen (upper screen). 
For this example. Memory Width (MW) is assumed to be $10. 

RWP 



15 





















15 


00 


10 1 


110 






000 0) 



($0560) 



Figure C9-2 Example of RWP Setting 



COMMAND CODE 
15 



10 



100 







00 



($4 40 0) 



COMMAND PARAMETERS 
- NON - 
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RD 



RD (Read) 



PAGE 



RD-3 



Screen: 00 



0123456789ABCDEF 



Frame buffer data j> 



RWP ? (address $56) 

j— RWPe (after execution) 



10 1 



10 10 10 1 



10 1 



($5555) 



Read FIFO 



15 



0101010101010101 



($5555) 



Figure C9-3 RD Execution Example 
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[10] WT (Write) 



< FUNCTION > 

Write one word of data to the frame buffer. 

<MNEMONIC> 

WT D 



< FORMAT > 



COMMAND CODE 



15 











10 


10 








COMMAND PARAMETERS 
15 




D (1 6 bits) 



hexadecimal notation 



($4800) 



WT 



PAGE 



TYPE 



WT-1 



Data 

Transfer 

Command 



WORD NUMBER 
Wn=2 

EXECUTION CYCLES 
Cn=8 



< DESCRIPTION > 

WT writes one word (1 6 bits) of data to the frame buffer. The frame buffer address to be 
written must be predefined in the Read Write Pointer (RWP) before the WT command is 
issued. The command parameter (D) is the data to be written. 

At the end of the WT command execution, the ACRTC increments the RWP by one. 
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WT (Write) 



DN; 



WT 



PAGE 



WT-2 



RWP 15 



DN 


Screen Number 


00 


Upper Screen 


01 


Base Screen 


10 


Lower Screen 


11 


Window Screen 



D N 




RWPH (8 bits) 


RWPL(12bits) 


^^--^ 


1 1 


DATA H (1 6 bits) 


DATAL debits) 



• The frame memory is a 20-bit linear address separated into highorder RWPH (8 bits) and 
loworderRWPL (12 bits). 

• Specify the Screen No. where drawing is executed. 

Figure C10-1 RWP Set 

< EXAMPLE > 

Write the 1 6-bit data word $5555 to frame buffer address $56 on screen (upper screen). 
For this example. Memory Width (MW) is assumed to be $10. 

RWP 



1, 

1! 


5 





















5 







10 1 


110 






($0000) 



($0560) 



Figure CI 0-2 Example of RWP Setting 



COMMAND CODE 
15 







10 



10 











($4800) 



COMMAND PARAMETERS 
15 







0101010101010101 ($555 5) 



HITACHI 195 



WT (Write) 



WT 



PAGE 



WT-3 



0123456789ABCDEF 





1 

2 

3 

4 

5- 

6 

7 

8 

9 

A 



W RWP (Address 56) 

I— RWPe (after execution) 



0101010101010101 



($5555) 



Figure CI 0-3 WT Execution Example 
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MOD 



[11] MOD (Modify) 



PAGE 



MOD-1 



< FUNCTION > 

Perform logical operation on one word in the frame buffer. 

<MNEMONIC> 

MOD (MM) D 



TYPE 



Data 

Transfer 

Command 



< FORMAT> 



COMMAND CODE 



15 


2 1 




01 001 1 0000000 OJMM 


COMMAND PARAMETER 
15 




D debits) 



hexadecimal notation 



($ 4 C X) 



WORD NUMBER 
Wn=2 

EXECUTION CYCLES 
Cn=8 



< DESCRIPTION > 

The MM (Modify Mode) field of the command code specifies the data transfer modify mode. 
This command performs logical operation on one word in the frame buffer with the data given the 
parameter and writes the result back in the frame buffer. The frame buffer word address to be 
modified must be predefined in the Read Write Pointer (RWP). 

The word is read from the frame buffer, then the logical operation defined by MM is per- 
formed between the data read from the frame buffer and the command parameter (D) for 
those bits not masked in the MASK register, and the result is rewritten to the frame buffer. 

At the end of the MOD command execution, the ACRTC increments the RWP by one. 
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MOD 



MOD (Modify) 



PAGE 



MOD-2 



DN: 



RWP: 



DN 


Screen Number 


00 


Upper Screen 


01 


Base Screen 


10 


Lower Screen 


11 


Window Screen 



1514 7 


C 


D N ^^^^~--~.,__ RWPH (8 bits) 


RWPL (12 bits) 


^-^ 



• The frame buffer 20-bit linear address is separated into high order RWPH (8 bits) and loworder 
RWPL (12 bits). 

• Specify the Screen No. where drawing is executed. 

Figure C1 1-1 RWP Set 

< EXAMPLE > 

OR all bits of the frame buffer word at physical address $56 with the 1 6-bit data word 
$AAAA. MM =01 specifies OR modify mode. All bits are selected for logical operation by as- 
suming the MASK register to $FFFF. For this example. Memory Width (MW) is assumed to be $1 0. 
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MOD 



MOD tModify) 



PAGE 



MOD-3 



< EXECUTION EXAMPLE> 



RWP 



15 













o|o 


15 










010101 100000 


MAS 
15 


K 






1111 


1111 


1111 


1111 



($0000) 



($0 5 6 0) 



($F F FF) 



Figure C1 1-2 Examples of RWP and MASK Setting 



COMMAND CODE 
15 







10 



110 



OiO 1 



($4 C 1) 



COMMAND PARAMETER 
15 







1010101010101010 ($AAAA) 
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MOD 



MOD (Modify) 



PAGE 



MOD-4 



0123456789ABCDEF 



RWP 



m 



0101010101010101 



($5555) 



(A) MOD Command Read Cycle 



01 23456789ABCDEF 



11111111 



1111 



1111 



($FFFF) 



^^ I [*- RWPe (After execution) 



(B) MOD Command Write Cycle 



Figure 01 1-3 MOD Execution Example 



200 HITACHI 



CLR 



[12] CLR (Clear) 



PAGE 



CLR-1 



< FUNCTION > 

Initialize a frame buffer area with a data in the command parameter. 

<IVINEMONIC> 

CLR D, AX, AY 



TYPE 



Data 

Transfer 

Command 



< FORMAT > 



COMMAND CODE 



15 













10 1 


10 








COM 
15 


MAND PARAMETERS 







D debits) 




15 









AX debits) 


15 









AY (1 e bits) 



hexadecimal notation 



($5800) 



WORD NUMBER 
Wn=4 

EXECUTION CYCLES 
Cn=(2x+8)y+12 

[x = I AX I + 1 
[y-|AY|+ 1 



< DESCRIPTION > 

The frame buffer area defined by the physical origin (RWP) and physical frame buffer 
word address (AX and AY) parameters is filled with the data parameter (D). 

Since the ACRTC performs the clear using 16 bit words, multiple logical pixels (if 4 bits/ 
pixel then 4 pixels) are cleared in one access. D is normally specified to contain multiple copies 
(if 4 bits/pixel then 4 copies) of the color information for a single color clear. 

At the end of CLR command execution, RWP will be set to RWPe. 
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CLR 



CLR (Clear) 



(AX, AY) 



AY+1 



AX+1 



PAGE 



AX: 2nd parameter 
AY: 3rd parameter 
(4-bits/pixel) 



CLR-2 



RWP 



RWPe 





+-n 




t 











RWP is set with a 2-word 
(32-bit) data, as shown in 
Fig. CI 2-1. 



RWP 



The RWP needs to be specified in advance as follows. 
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CLR 



CLR iCiear) 



PAGE 



CLR-3 



DN: 







RWP: 
IR 1 A 7 n 


DN 


Screen Number 




^ 1 -r , w 




D N 


^^^^-^-.^^ 


RWPH (8 bits) 


00 


Upper Screen 


RWPL (12 bits) 


^-^^^ 


01 


Base Screen 








1 1 Lower Screen 




1 1 Window Screen 





• The frame buffer 20-bit linear address is separated into high order RWPH (8 bits) and low order 
RWPL (12 bits). 

• Specify the Screen No. where drawing is executed. 

Figure CI 2-1 RWP Set 

< EXAMPLE> 

For this example 4 bits per logical pixel is used, the Memory Width (MW) is $1 and the clear 
operation is to start at address $56 on screen 0. 

RWP 



15 



















00000000 


15 










10 1 


110 






($0000) 



Figure CI 2-2 Example of RWP Setting 



COMMAND CODE 
15 







10 1 



10 











COMMAND PARAMETERS 
15 







1 



1 



1 



1 



15 







1111 



1111 



1111 



110 



($5800) 



($1111] 



($ F F F C) 



15 



11111111111110 10 ($ F F F A) 
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CLR 



CLR (Clear) 



PAGE 



CLR-4 





1 

2 
3 
4 
5 
6 
7 
8 
9 
A 
B 



1= Clear data (pixel) 



A B 



r 



5 words 

A 



T 

0001 



7 
Pc (address $B2) 



0001000100010001 
0001 0001 000 10001 000 1 
00010001000100010001 
00010001000100010001 
0001 0001 0001 0001 0001 
000 1000 1000 1000 1000 1 
OOOIJOOO 1000 1 000 10001 



^ RWP (Address $56) 



> 7 words 



I H — RWPe (Address $B6) 



Figure CI 2-3 CLR Execution Example 
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SCLR 



[13] SCLR (Selective Clear) 



PAGE 



SCLR-1 



< FUNCTION > 

Initialize a frame buffer area with a constant value subject to logical 
modification. 

<MNEMONIC> 

SCLR (MM) D, AX, AY 



TYPE 



Data 

Transfer 

Command 



< FORM AT > 

COMMAND CODE 
15 







10 1 



1 1 



OiMM 



hexadecimal notation 



($ 5 C X) 



COMMAND PARAMETERS 
15 



D (16 bits) 



15 



AX debits) 



15 



AY (16 bits) 



WORD NUMBER 
Wn=4 

EXECUTION CYCLES 
Cn=(4x+6)y+12 

[x = I AX I + 1 
ly = |AY|+ 1 



< DESCRIPTION > 

The MM (Modify Mode) field of the command code specifies the data transfer modify mode. 

The frame buffer area defined by the RWP origin and the physical frame buffer word ad- 
dress (AX and AY) parameters is selectively cleared. The contents of the frame buffer are read, 
and that data is logically operated on with the D parameter (excepts bits masked in the MASK 
register) using the logical operation defined by MM. The result is rewritten to the frame buffer. 

Since the ACRTC performs the selective clear using 1 6-bit words, multiple logical pixels (if 
4 bits/pixel then 4 pixels) are cleared in one access. D is normally specified to contain multiple 
copies (if 4 bits/pixel then 4 copies) of the color information for a single color selective clear. 

At the end of SCLR command execution, RWP will be set to RWPe. 
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SCLR 



SCLR (Selective Clear) 



PAGE 



SCLR-2 



< DESCRIPTION > 



O 

oooo 

2 . 

4 



Modifier information 

1 St parameter 

2nd parameter 1 . . . 

I in units of words 
3rd parameter J 



RWPe — 



OOOO — Pc 



OOOOOOOO 

oooooooooooo 
oooooooooooo 
oooooooooooo 



Address location 
specified by RWP. 



ooooipooopooo 

3" 



Figure CI 3-1 Command Parameter Set 

The operation is specified by the above operation mode, and is set with bits 1, in the 

command code. 

This command can be utilized for clearing the character code, the specific attribute bits, and 
the specific color plane in the graphic display. 

The RWP needs to be specified in advance as follows. 



DN: 







RWP 
15 14 




7 


C 


DN 


Screen Number 




D N 




RWPH (8 bits) 


00 


Upper Screen 


RWPL(12bits) 


^^^^^ 


01 


Base Screen 






10 


Lower Screen 




11 


Window Screen 





• The frame memory is a 20-bit linear address separated into high order RWPH (8 bits) and low 
order RWPL {1 2 bits). 

• Specify the Screen No. where drawing is executed. 

Figure CI 3-2 RWP Set 
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SCLR 



SCLR (Selective Clear) 



PAGE 



SCLR-3 



< EXAMPLE > 

For this example 4 bits per logical pixel is used, the Memory Width (MW) is $10, the MASK 
register contains $FOFO and the selective clear operation is to start at address $56 on screen 0. 

Based on MM, a logical operation (REPLACE, OR, AND or EOR) is defined and SCLR is ex- 
ecuted as shown. 



RWP 



1£ 













OiO 

1 




















10 1 


1 10 


MAS 
1£ 


)K 






11110 


1111 






($0000) 
($0560) 

($ F F 0) 
Figure 01 3-3 Examples of RWP and MASK Setting 



Read Data 




Modifier Data 


Read Data 




Modifier Data 


O 




V 


A 




V 


\ 




/ 


\ 




/ 


1 


MM 






MM 






i 






i 






• 






A 




Write Data 


Write Data 










(Unit: pixel) 



Figure 01 3-4 Notation of Data 
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SCLR 



SCLR (Selective Clear) 



< EXECUTION EXAMPLE > 



COMMAND CODE 



15 













10 1 


1 10000000 OjMM 


COMMAND PARAMETERS 

15 




1 


1 


1 


1 


15 







1111 


1111 


1111 


110 


15 







1111 


1111 


1111 


10 10 



($ 5 C X) 



($1111) 



($ F F F C) 



($ F F F A) 



PAGE 



SCLR-4 
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SCLR 



SCLR (Selective Clear) 



PAGE 



SCLR-5 



< EXECUTION EXAMPLE> 

1 pixel 



00 1 = V (Modifier data) — 



1st parameter (Modifier Data) 

($1111) = Ivvvv 



Mask 



RWP (Address $56) 



5 words 



oooooooooooooooooooo 



oooooooooooooooooooo 

OOOAAAAAAAAAAAAAAOOO 
OOOAAAAAAAAAAAAAAOOO 
OOOAAAAAAAAAAAAAAOOO 
OOOOOOOOOOOOOOOOOOOO 



MM 



^7 
words 



Pc (Address. 
($B2) 



oooo|oooooooooooooooo 

(A) 



•o«o«o«o«o«o«o«o*o«o-* 



•o«o«o«o«o«o#o«o«o«o 

•0«AAAAAAAAAAAAAAO«0 
•0«AAAAAAAAAAAAAAO«0 
•0«AAAAAAAAAAAAAAO«0 

9o%o%o%omomo%omo%o%Q 
•o#o«o«o»o«o#o#o«o«o 



(B) 



— RWPe (Address $C6) 



Figure CI 3-5 SCLR Execution Example 
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[14] CPY (Copy) 



CPY 



PAGE 



CPY-1 



< FUNCTION > 

Copy frame buffer data from one area (source area) to another area 
(destination area). 
<MNEMONIC> 
CPY (S, DSD) SAH, SAL, AX, AY 



TYPE 



Data 

Transfer 

Command 



< FORM AT > 

COMMAND CODE 
15 1211 10 87 







110 



DSD 











hexadecimal notation 



($6X00) 



COMMAND PARAMETERS 
15 87 



00000000 



SAH (8 bits) 



15 







SAL (12 bits) 



00 



15 



AX debits) 



15 



AY debits) 



WORD NUMBER 
Wn=5 

EXECUTION CYCLES 
Cn=(ex+10)y+12 

|x = |AX|+ 1 
y=|AY|+ 1 



< DESCRIPTION > 

The parameters to the command define the source area. The RWP must be prolefined to 
point to the destination area (including screen number). The source area resides in the same 
screen as that of the destination area as definesd in RWP. 

The source area is defined by the origin address (SAH/SAL) and physical frame buffer 
word (AX and AY) dimensions. 

To aHow rotation and proper operation for overlapping during copying, the command code 
contains fields which define the source anddes^nationsjGann^g ejection. The S (Source Scan Di- 
rection) and DSD (Destination Scan Direction) fields of the command code define the source and 

.5.! > ,, - ., ^ _ .... \ 

destination scanning direction resipectively as shown next page. 
At the end of the CPY command, RWP is set to RWPe. 
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ICPY 



CPY (Copy) 



PAGE 



CPY-2 



Pss: 



15 



~~~~ ~^__ SAH (8 bits) 


SAL (12 bits) 


"^^--^ 



(1 ) Pss (SAH, SAL) is set to be a 20-bit linear address separated into 2 words, high order SAH (8 
bits) and low order SAL (1 2 bits). 



DN; 



RWP: 



DN 


Screen Number 


00 


Upper Screen 


01 


Base Screen 


10 


Lower Screen 


11 


Window Screen 



15 14 




The frame buffer 20-bit linear address is separated into high order RWPH (8 bits) and low 

order RWPL (12 bits). 

Specify the Screen No. where drawing is executed. 

Figure CI 4-1 Pss and RWP Set 
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CPY 



CPY (Copy) 



PAGE 



CPY-3 



<CPY Command Scan Direction > 

As to CPY, the direction of pointer scanning is specified in command code. (The pointer 
functions in the unit of word), 
(a) Scanning Direction of Source Area (S: Source Scan Direction) 

COMMAND CODE 
15 11 



_S_J 



Talbe CI 4-1 Source Scan Direction 



8 = 



-u 






CZh 



S= 1 



rn 



LJ n 



czi — n 



□ LJ 



: Pss 



ED : Pse 



As shown in Table CI 4-1, the scanning direction in frame buffer of the copy source area is 
decided by the relation between bit 1 1 in the command code and the Pss and the Pse. 



(a) Scanning Direction of Destination Area (DSD: Destination Scan Direction) 

COMMAND CODE 
15 1098 



DSD 
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CPY 



CPY (Copy) 
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Table CI 4-2 Destination Scan Direction 



DSD = 000 



DSD = 001 



DSD = 010 



DSD = 01 1 



CD 



CD 



n 



□ 



DSD = 100 



DSD = 101 



DSD = 110 



DSD =111 



• 1 



, . 



,, 



RWP 



CD ■■ RWPe 



As shown in Table CI 4-2, the scanning direction in franne buffer of the destination area is 
decided by the relation between bit 1 to 8 in the command code and the RWP. 

Upon termination of the command, RWPe, end point of the RWP moves as shown in Table 
CI 4-2. 



Relation to Linear Address 

Fig. CI 4-2 provides the relation between CPY and specified value when S = 1 and DSD = 



000. 



RWPe ( Linear Address) 



[rwph[rwpl] - | AXxMwI - I MW 



Pse ( Linear Address) 



7" 






<^ 






I SAH I SAl1 + | ax I - TaY X MW| 



AX 



[|rwph|rwpl| 



i SAH I SAL I 



AY 



Pss (Linear Address) 
(Source Area) 



RWP ( Linear Address) 

Figure 01 4-2 Relations with Linear Addresses 
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CPY 



CPY (Copy) 
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< EXAMPLE> 

For this example 4 bits per logical pixel is used, the Memory Width (MW) is $1 and the copy 
operation source area (SAH/SAL) start is frame buffer address $89 while the copy destination area 
(RWP) start is frame buffer address $B0 on screen 0. 

The source area scanning direction is specified as S = 1 and the destination area scan- 
ning direction is specified as DSD = 000. 



RWP 
15 







o;o 





($0000) 


15 







00010110000 





($ B 0) 



Figure CI 4-3 Example of Read Write Pointer Setting 



COMMAND CODE 
15 







[oT 1 ojijo ojo O 







COMMAND PARAMETERS 
15 



















15 







0ll ojl 1 







15 







0000 000 000 



11 



15 







[o ojo ojo p 



Olio 



($6800) 



($0000) 



($0890) 



($0003) 



($0006) 
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CPY (Copy) 
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1 

2 
3 
4 
5 
6 
7 
8 
9 
A 
B 



6 7 8 9 A B 



••••••••oooooooo 

••••••••oooo 



(A) 



RWPe (Address $70) 

-h 



• ••4 

• ••i 



-f- 



OOOO 



oooo 



•••••••••••• 



oooooooo 



l5 



oooo 



••• ooooooo 



•••oooo 



i 



Pss (Address $89) 



Pse (Address $2C) 



RWP (Address $B0) 



(B) 



Figure CI 4-4 Example of CPY Execution 
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SCPY 



[1 5] SCPY (Selective Copy) 



< FUNCTION > 

Copy frame buffer data from one area (source area) to another area 
(destination area) subject to logical modification. The source and de- 
stination areas must reside on the same screen. 

<MNEMONIC> 

SCPY (S, DSD, MM) SAH, SAL, AX, AY 



PAGE 



TYPE 



SCPY-1 



Data 

Transfer 

Command 



< FORMAT > 

COMMAND CODE 
15 1110 87 2 1 

ojmm| ($ 7 X X) 



hexadecimal 
notation 



111 



DSD 



COMMAND PARAMETERS 
15 



00000000 



SAH (8 bits) 



15 







SAL (1 2 bits) 



0! 



WORD NUMBER 
Wn=5 



EXECUTION CYCLES 
Cn=(6x+10)y+12 

Jx=|AXl+ 1 
y=|AY|+ 1 



15 



AX (1 6 bits) 



15 



AY (1 6 bits) 




^ ''^^h'lTametrrs to the command define the source area. The RWP must be predefined to 
point to t'hede^^ationaL (including screen number). The source area resides .n the same 

-^^r^rrtSr^^adr (SAH/SAU and Physical frame buffer 
-^^^^o^rw^ ^ZZe. operation for oveHapping dunng oo^^^;;^^ 

At the end of the CPY command, RWP is set to RWPe. 
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SCPY (Selective Copy) 



PAGE 



SCPY-2 



The source address and Read/Write Pointer need to be specified as follows prior to the 
execution. 




(1 ) Pss (SAH, SAL) is set to be a 20-bit linear address separated into 2 words hiah order <5AH /« 
bits) and low order SAL (12 bits). ' « omh \o 



DN: 



RWP: 



DN 


Screen Number 


00 


Upper Screen 


01 


Base Screen 


1 Lower Screen 


1 1 Window Screen 



5 14 


^ 7 





D N 


^^^--^ RWPH (8 bits) 


RWPL(12bits) 


^\ 



The frame buffer 20-bit linear address is separated into high order RWPH (8 bits) and low 
order RWPL (1 2 bits). 

Specify the Screen No. where drawing is executed. 

Figure CI 5-1 Pgs and RWP Set 
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SCPY (Selective Copy) 
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<SCPY Command Scan Direction > 

As to SCPY, the direction of pointer scanning is specified in command code. (The pointer 

functions in the unit of word) 

(a) Scanning Direction of Source Area (S: Source Scan Direction) 

COMMAND CODE 
15 11 '' 



S 



Table CI 5-1 Source Scan Direction 



S= 



ll> 



S= 1 



■a 



u I I 



CIL 



Pss 



□ : Pse 



As shown in Table CI 5-1. the scanning direction in frame buffer of the copy source area is 
decided by the relation between bit 1 1 in the command code and the Pss and the Pse. 
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SCPY 



SCPY (Selective Copy) 
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(b) Scanning Direction of Destination Area (DSD: Destination Scan Direction) 



COMMAND CODE 
15 10 9 8 



DSD 



Table C15-2 Destination Scan Direction 



DSD = 000 



□ 



DSD = 001 



DSD = 100 



n 



DSD = 101 



': : 



DSD = 010 



□ 



DSD = 110 






DSD = 01 1 



□ 



DSD =111 



: RWP 



□ : RWPe 



As shown in Table CI 5-2, the scanning direction in franne buffer of the destination area is 
decided by the relation between bit 10 to 8 in the command code and the RWP. 

Upon termination of the command, RWPe, end point of the RWP moves a-? shown in Table 
CI 5-2. 

The operation is decided by the modify mode (MM) and is specified by bit "0" or "1 " in the 
command code. 
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SCPY 



SCPY (Selective Copy) 
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Relation to Linear Address _ 

Fig. CI 5-2 provides the relation between SCPY and specified value when S - 1 and DbD - 

000. 



Pse ( Linear Address) 



1 SAH I SAL 1 + [TX] - [aYxMWJ 



^^^^^^^^ 






KVV'kVVH.VV^V^Vv ^VV^KViVVKv^ 



1rwph|hvpl] 




Pss ( Linear Address) 



RWP 
(Linear Address) 



Read Data Modifier Data 



M M 



V 



RWPe (Linear Address) 



Write Data 



|rwph|rwpl] - [AXxRgy] - [MW, 



^^sir^^^^^^^ 



^^^^^^^^^^ 



^^^^^^^^^ 



^^^^^^^^^ 



^^^^^^^^^ 



^^^s^^^^^^ 



^^^^^^^^^ 



K\\H\\\^i».\V\ix\\- IS^\\4s\^^^^ 



^\\^l\\^^s\<^\^\^ -^^v^vvl^^vK^\K^ 



Figure CI 5-2 Relations with Linear Addresses 
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SCPY (Selective Copy) 
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< EXAMPLE > 

For this example 4 bits per logical pixel is used, the Memory Width (MW) is $10, the MASK 
register contains $FOFO and the copy operation source area (SAH/SAL) start is frame buffer ad- 
dress $85 while the copy destination area (RWP) start is frame buffer address $B0 on screen 0. 

The source area scanning direction is specified as S = 1 and the destination area <^can- 
ning direction is specified as DSD = 000. 



RWP 
15 



15 



0000000000000000 





0000101100000000 



MASK 
15 







1111 







1111 







($0000) 
($ B 0) 

($ F F 0) 



Figure CI 5-3 RWP and MASK Setting 



Read Data Modifier Data 


O V 




MM 




< 




• 


Write Data 





Read Data 
A 



\ / 



Modifier Data 
V 



MM 



▲ 
Write Data 



(Unit: pixel) 



Figure CI 5-4 Operation of SCPY 
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SCPY 



SCPY (Selective Copy) 



COMMAND CODE 
15 







111 



110 



OJMM 



COMMAND PARAMETERS 
15 







0000000000000000 



15 







0000100001010000 



15 



00000000 
I 







l| 



15 







00000000000001 10 



($ 7 8 X) 



($0000) 



($0850) 



($0 1) 



($0006) 



PAGE 



SCPY-7 
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SCPY (Selective Copy) 
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vvvvvvvv 
vvvvvvvv 
wvvwvvvvvv 
vvvvvvvv 



AAAAOOOOAAAAOOOOAAAAOOOOAAAA 
OOOOAAAAOOOOAAAAOOOOAAAAOOOO 



1 pixel 



000 1 



(A) Before Execution of SCPY 



Pse (Address $26) 



RWPe (Address $90) 

i 



WW 
WW 
WW 
WW 

Pss (Address $85)- 







WW 


WW 


WW 


WW 


WW 





V (modifier Data) 

I 

1st Parameter 

($1111) 

II 

(Modifier Data) 



AAAAOOOOAAAA 



OOOOAAAA 



•o«o 



•o«o 



▲AAA 



AAAAOOOO 



•o#o 




▲AAA 



RWP (Address $B0) 



(B) After Execution of SCPY 



Figure CI 5-5 Example of SCPY Execution 
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[16] AMOVE (Absolute Move) 



< FUNCTION > 

Move the Current Pointer (CP) to an absolute logical pixel X-Y address. 

<MNEMONIC> 

AMOVE X. Y 



< FORMAT > 

COMMAND CODE 
15 



hexadecimal notation 







10 











0000 ($800 0) 



COMMAND PARAMETERS 
15 



X debits) 



15 



Y debits) 



PAGE 



TYPE 



AMOVE-1 



Graphic 
Command 



WORD NUMBER 
Wn=3 



EXECUTION CYCLES 
Cn=5e 



< DESCRIPTION > 

The parameters (X, Y) of the AMOVE command specify the new value for the CP. The ad- 
dress is specified using logical pixel X-Y addresses relative to the origin defined by the ORG com- 
mand. 



CP(A,B) 



Pe(X,Y) 



RG ( ) 



Figure CI 6-1 Function of AMOVE Command 



224 HITACHI 



[AMOVE 



AMOVE (Absolute Move) 



PAGE 



AMOVE-2 



< EXAMPLE> 

If CP = (—13,-10) and AMOVE command is executed with parameters (X, Y) = (10, 
2), then the CP is set to Pe as shown below. 



COMMAND CODE 
15 







10 



9 











COMMAND PARAMETERS 
15 







10 











10 10 



15 



















10 



($8000) 



($ A) 



($0002) 



ORG(0,0) 



CP(-13.-10)o'' 



Pe(lO, 2) 



,-^0 



^ 



Figure CI 6-2 Example of AMOVE Execution 
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[17] RMOVE (Relative Move) 



< FUNCTION > 

Move the Current Pointer (CP) to a relative logical pixel X-Y address. 

<MNEMONIC> 

RMOVE dX, dY 



<FORMAT> 



COMMAND CODE 
15 









10 


10 








COMMAND PARAMETERS 
15 




dX debits) 


11 


5 




dY debits) 





hexadecimal notation 



($8400) 



PAGE 



TYPE 



RMOVE-1 



Graphic 
Command 



WORD NUMBER 
Wn=3 



EXECUTION CYCLES 
Cn=5e 



< DESCRIPTION > 

The parameters (dX, dY) of the RMOVE command are used to calculate the new value for 
the CP. The address is specified using logical pixel X-Y displacements relative to CP. 



ORG(0,0) A^/' 



Pe(A+dX, B+dY) 



."1 



CP(A,B) ^- 



dY 



dX 



Figure CI 7-1 Function of RMOVE 
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RMOVE (Relative Move) 



PAGE 



RMOVE-2 



< EXAMPLE > 

If CP = (-13,-10) and RMOVE command is executed with parameters (X, Y) = (10, 2), 
then the CP is set to Pe as shown below. 



COMMAND CODE 
15 



10 



10 











($8400) 



COMMAND PARAMETERS 
15 



















10 10 



dX ($ A) 



15 







000000000000001 dY ($000 2) 



ORG(O.O) 



Pe(-3,-8) 



CP(-13,-10) 



-10 




Figure CI 7-2 Example of RMOVE Execution 
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[18] ALINE (Absolute Line) 



< FUNCTION > 

Draw a straight line from CP to a command specified end point. 

<MNEMONIC> 

ALINE {AREA, COL, 0PM) X, Y 



PAGE 



TYPE 



ALINE-1 



Graphic 
Command 



< F0RMAT> 

COMMAND CODE 



15 




87 54 32 




10 


10 


AREA 


COL 


0PM 


COMMAND PARAMETERS 
15 




X debits) 


15 







Y debits) 



hexadecimal notation 



($ 8 8 X X) 



WORD NUMBER 
Wn-3 



EXECUTION CYCLES 
Cn=P-L+18 



< DESCRIPTION > 

The parameters (X, Y) define the line end point as absolute logical pixel X-Y addresses re- 
lative to the origin defined with the ORG command. 

As the line is drawn, CP is moved to Pe. However, the logical pixel at position Pe is not 
drawn. 



\ 


CP(A 

1 


r 


Pe(X 


Y) 

\ 

Y 


[IG ( , ) 


^^~~~ 


B 

/ 




/ 






X 


-^ 





Figure CI 8-1 Function of ALINE 
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ALINE 



ALINE (Absolute Line) 



PAGE 



ALINE-2 



<EXAMPLE> 

If CP = (— 1 3, — 1 0) and ALINE command is executed with parameters (X, Y) — (10, 2), then 
a line is drawn and CP is set to Pe as shown below. 



COMMAND CODE 
15 8754320 



10 



10 



AREA 



COL 



0PM 



COMMAND PARAMETERS 



15 






















10 10 


15 
















10 



($ 8 8 X X) 



X ($ A) 



Y ($0002) 



CP(-13,-10) 



Figure CI 8-2 Example of ALINE Execution 



Pe(10,2) 




HITACHI 229 



RUNE 



[19] RLINE (Relative Line) 



< FUNCTION > 

Draw a straight line from CP to a command specified end point. 

<MNEMONIC> 

RLINE (AREA, COL, 0PM) dX, dY 



< FORM AT > 



COMMAND CODE 



15 




87 54 32 




10 


110 


AREA 


COL 


0PM 


COIV 
15 


1MAND PARAMETERS 






dX (16 bits) 


15 







dY (16 bits) 



hexadecimal notation 



($ 8 C X X) 



PAGE 



TYPE 



RLINE-1 



Graphic 
Command 



WORD NUMBER 
Wn=3 



EXECUTION CYCLES 
Cn=P-L+18 



< DESCRIPTION > 

The parameters (dX, dY) define the line end point as relative logical pixel X-Y displace- 
ments from the CP. 

As the line is drawn, CP is moved to Pe. However, the logical pixel at position Pe is not 
drawn. 



Pe(A+dX. B+dY) 




Figure CI 9-1 Function of RLINE 
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RUNE 



RLINE (Relative Line) 



PAGE 



RLINE-2 



< EXAMPLE > 

If CP = (-13,-10) and RLINE command is executed with parameters (dX, dY) = (10, 2), 
then a line is drawn and CP is set to Pe as shown below. 



COMMAND CODE 
15 



7 5 4 3 2 



10 



110 



AREA 



COL 



0PM 



($ 8 C X X) 



COMMAND PARAMETERS 
15 



















10 10 



($ A) 



15 







0000000000000010 ($000 2) 



-3 




Pe(-3, -8) 



CP(-13,-10) 



ORG(0, 0) 



Figure CI 9-2 Example of RLINE Execution 
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[20] ARCT (Absolute Rectangle) 



PAGE 



ARCT-1 



< FUNCTION > 

Draw a rectangle defined by CP and the command specified diagonal 
point. 

<MNEMONIC> 

ARCT (AREA, COL, OPM) X, Y 



TYPE 



Graphic 
Command 



< FORM AT > 

COMMAND CODE 
15 



8 7 5 4 3 2 



10 1 







AREA 



COL 



OPM 



hexadecimal notation 



($ 9 X X) 



COMMAND PARAMETERS 
15 



X debits) 



15 



Y debits) 



WORD NUMBER 
Wn=3 



EXECUTION CYCLES 
Cn=2p(A+B)+54 



< DESCRIPTION > 

The parameters (X, Y) define the diagonal point of the rectangle as absolute logical pixel X-Y 
addresses relative to the origin defined by the ORG command. 

As the rectangle is drawn, CP is moved to Pe (which is the same as CP). However, the logical 
pixel at position Pe is not drawn. 

Drawing starts in the X direction first and is drawn in the direction shown below. The initial X 
direction is determined by the relationship between CP and (X, Y). 




ORGKO.O) 



Figure C20-1 Function of ARCT 
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ARCT (Absolute Polyline) 



PAGE 



ARCT-2 



< EXAMPLE > 

If CP = (6, — 6) and ACT command is executed with parameters (X, Y) = {— 1 6, 1 0), then a 
rectangle is drawn and CP is set to Pe as shown below. 

<NOTE> 

Drawing starts from the X-axis direction. 



COMMAND CODE 
15 8754320 



10 1 







AREA 



COL 



0PM 



COMMAND PARAMETERS 
15 







1111 



1111 



1111 







($ 9 X X) 



($ F F F 0) 



15 







0000000000001010 ($000 A) 



Pc(-16. 10) 

'-- QOOOOOOOO CKKX) 000(b OOOOOQ 



<) 10 



ORG(O.O) 



OOOOOOOOOOQCOOOOOOOOO 



■Pe(6,-6) 
CP(6,-6) 



Figure C20-2 Example of ARCT Execution 
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[21] RRCT (Relative Rectangle) 



< FUNCTION > 

Draw a rectangle defined by CP and the command specified diagonal 
point. 

<MNEMONIC> 

RRCT (AREA, COL, 0PM) dX, dY 



< FORMAT > 

COMMAND CODE 



15 



10 1 



1 GO 



hexadecimal notation 
87 54 32 

^ ($ 9 4 X X) 



AREA 



COL 



0PM 



COMMAND PARAMETERS 



15 
15 







dX (16 bits) 









dY debits) 







PAGE 



TYPE 



RRCT-1 



Graphic 
Command 



WORD NUMBER 
Wn=3 



EXECUTION CYCLES 
Cn=2P(A4-B)-l:54 



< DESCRIPTION > 

The parameters (dX, dY) define the diagonal point of the rectangle as relative logical pixel X-Y 
displacements from the CP. 

As the rectangle is drawn, CP is moved to Pe. However, the logical pixel at position Pe is not 
drawn. 

Drawing starts in the X direction first and is drawn in the direction show below. The initial X 
direction is detenmined by the relationship between CP and (dX, dY). 



Pc(A + dX. B + dY) 




ORGKO.O) 



Figure 021-1 Function of RRCT 
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RRCT 



RRCT (Relative Rectangular) 



PAGE 



RRCT-2 



< EXAMPLE > 

If CP = (6, — 6) and RRCT command is executed with parameters (dX, dY) = (— 1 6, 1 0), 
then a rectangle is drawn and CP is set to Pe as shown below. 



COMMAND CODE 
15 8754320 



10 1 



10 



AREA 



COL 



0PM 



($ 9 4 X X) 



COMMAND PARAMETERS 
15 







1111 



1111 



1111 







dX ($ F F F 0) 



15 







0000000000001 01 dY ($000 A) 




Figure 021-2 Example of RRCT 
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[22] APLL (Absolute Polyline) 



< FUNCTION > 

Draw a polyline (multiple contiguous segments) from the CP through 
command specified points. 

< MNEMONIO 

APLL (AREA, COU 0PM) n, Xi, Yi ... Xn, Yn 



< FORMAT > 

COMMAND CODE 



hexadecimal notation 



15 



8 7 5 4 3 2 



10 1 



10 



AREA 



COL 



0PM ($ 9 8 X X) 



COMMAND PARAMETERS 
15 



n (1 6 bits) 



15 



Xi debits) 



PAGE 



TYPE 



APLL-1 



Graphic 
Command 



WORD NUMBER 
Wn=2n+2 



EXECUTION CYCLES 
Cn=2{P-L+16} + 8 



15 



PI 



Yi debits) 



15 



X2 debits) I 



15 



P2 



Y2 debits) 



15 



Xn- 1 (1 e bits) 



15 



Pn-1 



Yn-1 (le bits) 



15 



Xn (16 bits) 



15 



Pe 



Yn 



debits) I 



P2n+1 

n is specified by the absolute value of a 1 6-bits binary number. 
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APLL (Absolute Polyline) 



PAGE 



APLL-2 



< DESCRIPTION > 

The first parameter (n) specifies the number of line segments, that is, n = 1 specifies one line 
segment. The following parameters (Xn, Yn) are absolute logical pixel X-Y addresses, which speci- 
fy each segments end point relative to the origin defined by the ORG command. 

As the polyline is drawn, CP is moved to Pe. However, the logical pixel at position Pe is not 
drawn. 



Pe(X„.Y„) 




ORG(0,0) 



Figure C22-1 Function of APLL 
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APLL 



APLL (Absolute Polyline) 



PAGE 



APLL-3 



< EXECUTION EXAMPLE > 

If the CP is at (- 8, - 6) on the split screen, n is set to 3, XI to - 4, Y1 to 4, X2 to 8, Y2 to 6. 
X3 to 16 and Y3 to — 8, then the APLL command draws a poly line as shown below. 

COMMAND CODE 
15 8754320 



10 1 



10 



AREA 



COL 



0PM 



COMMAND PARAMETERS 
15 














11 


15 




1111 


1111 


1111 


110 


1J 


> 













10 


1! 


5 










00 


10 


1 


5 













110 


1 


5 










1 





1 


5 




1111 


1111 


1111 


10 



($000 3) 



($ F F F C) 



($0004) 



($0008) 



($0006) 



($0010) 



($ F F F 8) 



P2(8,6) 




CP(-8,- 



Pe(16,-8) 



Figure C22-2 Example of APLL Execution 
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[23] RPLL (Relative Polyline) 



PAGE 



RPLL-1 



< FUNCTION > 

RPLL command draws a polyline which connects the Start point, cur- 
rent pointer, and each relative coordinate point. 

< MNEMONIO 

RPLL (AREA, COL, 0PM) n, dXi, dYi, ... dXn, dYn 



TYPE 



Graphic 
Command 



< FORMAT> 

COMMAND CODE hexadecimal notation 

15 87 54 32 

($ 9 8 X X) 



P2n+1 
Set "n" in binary aissolute values of 1 6 bits. 



c 


1 


1 


110 


AREA 


COL 


0PM 


CO 

1 


MMAND P> 
5 


^RAMETERS 






n debits) 


1 


5 









dXi (16 bits) 


1 


5 









dYi debits) 


1 


5 









dX2 (ie bits) 


1! 


5 









dY2 de bits) 


15 


5 









dXn- 1 d e bits) 


1J 


5 









dYn- 1 debits) 


ie 


> 









dXn de bits) 


IE 


> 









dYn de bits) 



Pn- 



Pe 



WORD NUMBER 
Wn=2n+2 



EXECUTION CYCLES 
Cn=2{P-L+ie} + 8 
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RPLL (Relative Polyline) 



PAGE 



RPLL-2 



< DESCRIPTION > 

As shown in figure below, the relative poly line command (RPLL) draws a poly line which con- 
nects the Start point CP, and each relative coordinate (P i, P2, P3, Pn- 1, Pe). 

The total number of points is set in the 1 st command parameter (n 1). X and Y components of 
each point are set in the command parameters in the order the lines are drawn. CP moves to 
the End point Pe as the lines are drawn. However, a dot is not drawn at Pe. 



(Xx,Yi):(A+dXi,B+dYj 

(Xe,Yz):(Xi+dX2,Yx+dYz) 

(X3,Y3):(X2+dX3,Y2+dY3) 

(Xn-i ,Yn-i) : (Xn-2+dXn-i .Yn-^+dYn-x) 
(Xn,Yn):(Xn-i+dXn,Yn-x+dYn) 



ORG(0,0) 



PzCXz.Yz) 



dX. 



dXn 



P,(X,,Y, 



CP(A,B) 




--^ Pn-i (Xn-, . Yn-i 
PsCXa .Ya) 




Figure C23-1 Function of RPLL 
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RPLL 



RPLL (Relative Polyline) 



PAGE 



RPLL-3 



< EXECUTION EXAMPLE> 

If the CP is at (- 8, - 6) on the split screen, dX i is set to - 4, dY i to 4. dX2 to 8, dYa to 6, 
dXa to 1 6 and dYa to — 8, then the RPLL command draws a poly line as shown below. 



COMMAND CODE 
15 8754320 



10 1 



110 



AREA 



COL 



0PM 



COMMAND PARAMETERS 
15 














11 


1! 


5 




1111 


1111 


1111 


110 


U 


> 













10 


1J 


> 













10 


1£ 


> 













110 


IE 


> 










1 





IE 







1111 


1111 


1111 


10 



($ 9 C X X) 



($0003) 



($ F F F C) 



04) 



($0008) 



($0010) 



($ F F F 8) 




Pe(12,-4) 



CP(-8 ,-6) 



Figure 023-2 Example of RPLL Execution 
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[24] APLG (Absolute Polygon) 



< FUNCTION > 

APLG draws a polygon which connects the initial point CP, and each 
absolute coordinate. 

< MNEMONIO 

APLG (AREA, COL, 0PM) n, Xi, Yi Xn, Yn 



< FORMAT > 

COMMAND CODE 



P2n+1 
Set "n" in binary absolute values of 1 6 bits. 



IE 








8 


7 5 


4 


3 


2 




1 


1 








AREA 


COL 


0PM 


COK 
IE 


^MAND PARAMETERS 
) 







n (1 6 bits) 


1£ 


) 











Xi (16 bits) 


IE 


> 











Yi debits) 


1J 


5 











X2 debits) 


1! 


5 











Y2 d 6 bits) 


1! 


5 




•: 







Xn-1 debits) 


1, 


5 











Yn- 1 d 6 bits) 


1 


5 











Xn (1 6 bits) 


1 


5 




Yn de bits) 



hexadecimal notation 



($ A X X) 



PAGE 



TYPE 



APLG-1 



Graphic 
Command 



WORD NUMBER 
Wn=2n+2 



EXECUTION CYCLES 

Cn= 1 {P-L+ 1 e} + P-LO+ 20 



Pn-1 



Pn 
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APLG (Absolute Polygon) 



< DESCRIPTION > 



PAGE 



APLG-2 



Pn-i (Xn-i , Yn-i) 



Pn(Xn,Yn) 




Figure C24-1 Function of APLG 



As shown in above figure, the APLG command draws a polygon line which connects the start 

point, CP, and each absolute coordinate (Pi, P2 Pn- 1, Pn), then back to CP. 

The total number of points are set in the first command parameter. X and Y components of each 
point are set in the command parameters in the order the lines are drawn. CP moves to the end 
point CPe to draw a poly line. However a dot is not drawn at Pe. CP is the same point as Pe. 
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APLG (Absolute Polygon) 



PAGE 



APLG-3 



<example> 

If the CP is at (- 8, - 6) on the split screen, n is set to 3, Xi to -4, Yi to 4, X2 to 8. Y2 to 6, 
X3 to 1 6 and Y3 to - 8 in the command parameter. The APLG command draws a polygon line as 
shown below. 
COMMAND CODE 

15 ■ . ■ ^ 

($AOXX) 



10 10 







AREA 



COL 



0PM 



COMMAND PARAMETERS 
15 








00 





11 


15 







1111 


1111 


1111 


110 


IE 
















10 


IE 


> 













10 00 


ie 


) 




0000 


0000 


0000 


1 1 


1i 


> 










1 





1! 


> 




1111 


1111 


1111 


10 00 



($0003) 



($0004) 



($0008) 



0) 



($ F F F 8) 



PzCs.e) 




P3(16,-8 ) 



Figure C24-2 Example of APLG Execution 
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[25] RPLG (Relative Polygon) 



< FUNCTION > 

APLG draws a polygon which connects the initial point, CP, and each 
relative coordinate. 

< MNEMONIO 

RPLG (AREA, COL, 0PM) n, dXi, dYi, ... dXn, dYn 



< FORMAT > 

COMMAND CODE hexadecimal notation 

15 87 54 32 

{$ A 4 X X) 



P2n+1 
Set "n" in binary absolute values of 1 6 bits. 





1 


1 





10 


AREA 


COL 


0PM 


COMMAND PARAMETERS 
15 




n debits) 


15 











dXi(16bits) 


15 











dYi (16 bits) 


15 











dX2 (16 bits) 


15 











dY2 (16 bits) 


15 






* 




dXn- 1 (1 6 bits) 


15 











dYn-1 debits) 


15 











dXn (1 6 bits) 


15 











dYn (1 e bits) 



Pn-1 



Pn 



PAGE 



TYPE 



RPLG-1 



Graphic 
Comnnand 



WORD NUMBER 
Wn=2n+2 



EXECUTION CYCLES 

Cn= 2 {P-L+ 1 6} + P-LO+ 20 
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RPLG (Relative Polygon) 



PAGE 



RPLG-2 



< DESCRIPTION > 



(Xi,Yi):(A+dXi,B+dYi) 
(X2, Y2) : (Xi+dX2, Yi+dY2) 
(X3, Y3): (X2+dX3, Y2+dY3) 
(Xn-i,Yn-i):(Xn-2+dXn-i,Yn-2+dYn-i) 
(Xn. Yn) : (Xn-i+dXn, Yn-i+dYn) 

Pn-i (Xn-i , Yn-i) 
dXn 




ORG(0,0) 



Figure C25-1 Function of RPLG 

As shown in above figure, the RPLG command draws a polygon line which connects the start 

point CP, and each related coordinate (Pi, Pa, P3 Pn-i, Pn), then back to CP. 

The total number of points are set in the first command parameter. X and Y components of each 
point are set in the command parameters in the order the lines are drawn. CP moves to the end 
point Pe as the lines are drawn. However a dot is not drawn at Pe. CP is the same point as Pe. 
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RPLG (Relative Polygon) 



PAGE 



RPLG-3 



< EXAMPLE > 

tn fi 'hy%Ti«^*^~hI~®* "o**^ split 5crBen,n is set to 3, dXi to -4, dY. to 4, dXa to 8, dY^ 
to 6, dX3 to 16 and dYs to -8 .n the command parameter, then the RPLG command draws a 
polygon line as shown below. "nimdno araws a 

COMMAND CODE 

15 



10 10 



10 







AREA 



COL 



0PM 



COMMAND PARAMETERS 
15 



















15 



1111 



1111 



1 




1111 



110 



15 



















10 



15 



















10 



($ A 4 X X) 

($0003) 
($ F F F C) 
($0004) 
($0008) 



15 















1 1 o| ($0006) 



15 















1 







15 



1111 



1111 







1111 



10 



($0 1 0) 



($ F F F 8) 




(12,-4) 



Figure C25-2 Example of RPLG Execution 
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[26] CRCL (Circle Command) 



< FUNCTION > 

CRCL Command draws a circle of the radius R placing the CP at the 

center. 

<MNEMONIC> 

CRCL (C, AREA, COL, 0PM) r 



PAGE 



CRCL-1 



TYPE 



Graphic 
Command 



< FORM AT > 

COMMAND CODE 



15 



987 54 32 



10 10 



1 OlC AREA 



COL 



0PM 



hexadecimal notation 



C = 1 : {$ A 9 X X) 
C = : ($ A 8 X X) 



WORD NUMBER 
Wn=2 

EXECUTION CYCLES 
Cn=8d+66 



COMMAND PARAMETERS 
15 . 



(1 6 bits) 



I] 



^ ""^Ife^cl^l^Command (CRCL) draws a circle placing the Current Pointer (CP) at the center. The 
command parameter r specifies a radius in unjts of pixels. 

rrsTthe CP moves in the X-direction from the center for the length of the .ad.us r. Now thB 
point is named PS. The circle drawing starts at Ps and finishes at P, (=Ps). But a dot ,s not drawn 
at P, After the cirole has been drawn, the CP moves back to the center and the command ,s 
finished. The position of the CP and Pe are the same. ..„,„„t 

^ 8 (C) of^the command code specifies whether a circle is drawn clockwise or coun erctock- 
wise When C= 1, it is drawn ckjckwise, when C = 0, counterckKkwise as shown rwxt page. 
The parameter radius r is allocated 16 bits, but only the tow order 13 bits are effective 
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CRCL (Circre Command) 




fCR 



PAGE 



CRCL-2 



Fc^ol 



Pl(A+r,B) 
Ps(A+r,B) 




Ps(A+r,B) 
P] (A-rr ,B) 



(B) 



Figure C26-1 Function of CRCL 



< EXAMPLE > 



If the CP is (0, 0) on the split screen, and r is set 7 in the command parameter, then the CRCL 
Command draws a circle as shown in figure below. 



COMMAND CODE 
15 



10 10 



1 OjO 



AREA 



COL 



OPm| ($A8XX) 



COMMAND PARAMETERS 
15 




($0007) 



Ps(7,0) 



Pl(7,0) 



Figure 026-2 Example of CRCL Execution 
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[27] ELPS (Ellipse Command) 



< FUNCTION > 

ELPS Command draws an ellipse placing the CP at the center. 

<MNEMONIC> 

ELPS (C, AREA, COL. 0PM) a. b, DX 



COMMAND CODE 
15 987 



5 4 3 2 



10 10 



1 1 OiC 



AREA 



COL 



0PM 



hexadecimal notation 

C = 1 : ($ A D X X) 
C = : ($ A C X X) 



PAGE 



TYPE 



ELPS-1 



Graphic 
Command 



WORD NUMBER 
Wn=4 

EXECUTION CYCLES 
Cn=10d+90 



COMMAND PARAMETERS 
15 



a (1 6 bits) 



15 



b (1 6 bits) 



3 



15 



dX (16 bits) 



^"""Th^Bi^rCommand (ELPS) draws an ellipse placing the current pointer (CP) at the cen- 

*^' On the X-Y coordinates, if the center of an ellipse is CP (A, B). the major axis is dX, and 
the minor axis is dY. An ellipse is drawn according to Equation (1) as shown next page. 

(X-A)^ . (Y-B)^ _ . (1) 

~dX^ "*" dY2 

In Equation (1 ), letting the ratio of squared dX and 

dY be a. b; 

(2) 
a : b = dX2 : dY2 ^^' 

Then substituting (2) for Equation (1); 

(X-A)^ . (Y-B)g ^ dXf (3) 

a b a 
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ELPS (Ellipse Command) 



PAGE 



ELPS-2 



The ELPS Command draws an ellipse according to Equation (3). The a, b, dX are soectfied 
units of pixels. ' ^^ 



in 




ORG{0,0) 



Figure C27-1 Function of ELPS 



As shown m figure below, the CP moves in the X-direction from the center for the length 
of dX. This point IS named Ps. The ellipse drawing starts at Ps and finishes at Pi (=Ps) ^ 
the dot IS not drawn at Pi. After the ellipse has been drawn, the CP moves back to the center' 
and the command is finished. The first position of the CP and Pe are the same 




V 1 ( A+dX, B) 
P s ( A+dX. B) 



ORG 

(0,0) 




Ps(A+dX,B) 
Pl(A+dX,B) 



Figure C27-2 Drawing Direction of ELPS 
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ELPS 



ELPS (Ellipse Command) 



PAGE 



ELPS-3 



< EX AMPLE > 

Bit 8 (c) of the command code specifies whether an ellipse is drawn clockwise or counter- 
clockwise. When C = 1, it is drawn clockwise, when C = 0, counterclockwise as shown in pre- 
vious page. . . 

If the bit length of a, b, dX are /a, lb. XdX, then the bit length of these parameters must be as 

follows; 

Xa + XdX ^ 1 3 
lb + /dX ^ 1 3 

< EXECUTION EXAMPLE> QK+^AHytoQin 

If the absolute coordinate of CP is (1 6, 1 0) on the split screen, a .s se to 9. b to 4, dX to 9 .n 
the command parameter, then the ELPS Command (C = 0) draws an elhpse as shown below. 

COMMAND CODE 
15 



10 10 



1 1 OiO 



AREA 



COL 



0PM 



; A C X X) 



COMMAND PARAMETERS 
15 











aOOO[l OoTj a ($0 9) 



15 



00 0!00 00|00 00|0 1 OOJ b ($0 04) 



15 











l| dX ($0009) 

9 : 4 = 92 : 6^ 




Ps(25,10) 
Pl(25,10) 



Figure 027-3 Example of ELPS Execution 
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[28] AARC (Absolute Arc) 



< FUNCTION > 

AARC draws an arc by current pointer (start point), end point, and cen- 
ter point of the absolute coordinate. 

<MNEMONIC> 

AARC (C, AREA, COL, 0PM) Xc, Yc, Xe, Ye 



PAGE 



TYPE 



< FORMAT> 



COMMAND CODE 



15 





987 54 32 


10 11 


O-C 

1 


AREA 


COL 


0PM 



hexadecimal notation 

C = 1 : ($ B 1 X X) 
C = : {$ B X X) 



AARG-I 



Graphic 
Command 



COMMAND PARAMETERS 
15 



Xc (16 bits) 



15 



Yc (16 bits) 



WORD NUMBER 
Wn=5 



EXECUTION CYCLES 
Cn=8d4-18 



15 



Xe (16 bits) 



15 



Ye (16 bits) 



< DESCRIPTION > 

As shown in Fig. C28-1, the AARC command draws an arc from the current pointer, CP, 
to Pe of the absolute coordinate, the absolute coordinates CC (Xc, Yc) being the center point. 
The X and Y components of the absolute coordinates CC and Pe are set in the first and sec- 
ond paraneters in units of pixels. After the arc drawing, current pointer moves to Pe. However a 
dot is not drawn at Pe. The command code bit 8 (C) selects whether an arc is drawn clockwise 
or counterclockwise. When C is "1", the arc is drawn clockwise, and when C is "0", the arc is 
drawn counterclockwise as shown in Fig. C28-1. 
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AARC 



AARC (Absolute Arc) 



PAGE 



AARC-2 



The command parameters are allocated 16 bits, but only the low order 13 bits are effective. 



[^B 



\ PeCXe.Ye) 




Figure C28-1 Function of AARC Command 

< EX AMPLE > 

If the coordinate of CP is at (1 2, 4) on the split screen, Xc is set to 1 2, Yc to 1 0, Xe to 6, and 
Ye to 1 in the command parameter, then the AARC Command (C = 0) draws an arc as shown in 
figure next page. 



COMMAND CODE 
15 



10 11 



OiO 



AREA 



COL 



0PM 



($ B X X) 



COMMAND PARAMETERS 
15 















1 1 ol ($0000 



15 



















10 10 ($0 OA) 



15^ 

o|o o|o 







110 ($0 6) 



15 







0000000000001010 



($ A) 
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AARC (Absolute Arc) 



PAGE 



AARC-3 




Figure C28-2 Example of AARC Execution 
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[291 RARC (Relative Arc) 



< FUNCTION > 

RARC draws an arc by current pointer (start point), end point, and cen- 
ter point of the relative coordinate. 

<MNEMONIC> 

RARC (C, AREA, COL, 0PM) dXc, dYc, dXe, dYe 



< FORMAT > 

COMMAND CODE 
15 



987 54 32 



10 11 



1 o;c 



AREA 



COL 



0PM 



hexadecimal notation 

C = 1 : {$ B 5 X X) 
C == : ($ B 4 X X) 



PAGE 



TYPE 



RARC-1 



Graphic 
Command 



WORD NUMBER 
Wn=5 



EXECUTION CYCLES 
Cn=8d+18 



COMMAND PARAMETERS 



15 
15 
IE 
IE 









dXc (16 bits) 






C 




dYc (16 bits) 




* 


C 


) 


dXe (16 bits) 




► 


C 


) 


dYe (1 6 bits) 













< DESCRIPTION > 

As shown in Fig. C29-1 , the RARC command draws an arc from the cun-ent pointer, CP, to Pe 
(A+ dXe, B+ dYe) of the relative coordinates, the relative coordinates CC (A+ dXc. B+ dYc) being 
the center points. The X and Y components of the relative coordinates CC and Pe are set in 
the first and second parameters in units of pixels. CP moves to the end point Pe when an arc is 
drawn. However a dot is not drawn at Pe. The command code bit 8(C) selects whether an arc 
is drawn clockwise or counterclockwise. When C is "1", the arc is drawn clockwise, and when 
C is "0", the arc is drawn counterclockwise as shown in Fig. C29-2. 
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RARC (Relative Arc) 



PAGE 



RARC-2 



The command parameters are allocated 1 6 bits, but only the low order 1 3 bits are effective. 



Pe(A+dXe,B+dYe) 




Pe(A+dXe,B+clYe) 




ORG 
(0,0) 



(B) 

Figure C29-1 Function of RARC 

<EXAIVIPLE> 

If the coordinate of CP is at (6, 1 0) on the split screen, dXc is set to 6, dYc to 0, dXe to 6, and 
dYe to 6 in the command parameter, then the RARC command (C = 0) draws an arc as shown 
next page. 



COMMAND CODE 
15 







10 11 



1 O'O AREA 



COL 



ODM ($ B 4 X X) 



COMMAND PARAMETERS 
15 



15 












Olio 
















15 



















110 



($000 6) 



($0000) 



($0006) 



15 







0000000000000110 ($000 6) 



HITAGH! 257 



RARC 



RARC (Relative Arc) 



PAGE 



«IARG-3 



CP(6,10) 




ORG(0,0) 



Figure C29-2 Example of RARC Execution 
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[30] AEARC (Absolute Ellipse ARC) 



< FUNCTION > 

AEARC draws an ellipse ARC. 

<MNEMONIC> 

AEARC (C, AREA, COL, OPM) a, b, Xc, Yc, Xe, Ye 



< FORM AT > 



COMMAND CODE hexadecimal notation 

15 987 54 32 



10 11 



1 0;C 



AREA 



COL 



OPM 



C = 1 : ($ B 9 X X) 
C = : {$ B 8 X X) 



COMMAND PARAMETERS 
15 



a (1 6 bits) 



PAGE 



TYPE 



AEARC- 1 



Graphic 
Command 



WORD NUMBER 
Wn=7 

EXECUTION CYCLES 
Cn=10d+96 



15 



b (1 6 bits) 



15 



Xc debits) 



15 



Yc debits) 



15 



Xe (16 bits) 



15 



Ye debits) 



< DESCRIPTION > 

The AEARC command draws an arc from the current pointer, CP, to Pe of the absolute coor- 
dinate, the absolute coordinates CC (Xc, Yc) being the center point, the X and Y components of the 
absolute coordinates CC and Pe are set in the command parameters in units of pixels. 

CP moves to the end point Pe when an arc is drawn. However a dot is not drawn at Pe. 
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AEARC (Absolute Ellipse ARC) 



PAGE 



AEAR02 



The command code bit 8(0 selects whether an arc is drawn clockwise or counterclockwise. 
When C is "1 ", the arc is drawn clockwise, and when C is "0", the arc is drawn counterctockwise 
as shown in Fig. C30-1. 



Pe(Xe,Ye) 




Pe(Xe,Ye) 




Figure C30-1 Function of AEARC 



< RELATED EQUATIONS > 

In the X-Y coordinate, let the center point of the ellipse be CC(Xc, Yc), let the length of 
the X-axis be dX, and let the length of the Y-axis be dY. Depending on (1), an ellipse ARC is 
drawn as shown in Fig. C30-2. 

(X-Xc)^ (Y-YcF ^ (1) 

dX2 dY2 

When letting dX^ and dY^ be a and b, 

then a :b= dX^: dY^ (2) 

by substituting (2) for (1), the result is 



(X-Xc)^ , (Y-Yc)^ ^dX^ 
a b a 



(3) 



The AEARC draws an ellipse ARC according to 
Equation (3). 
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AEARC (Absolute Ellipse ARC) 



PAGE 



AEARC-3 




ORGKO.O) 



Figure C30-2 Notation of an Ellipse (1) 



Ic^ 



Pe(Xe,Ye) 
ORGKO.O) 




CP(A,B) 



Figure C30-3 Notation of an Ellipse (2) 



When setting CP (A, B) and CPe (Xe. Ye) as shown in Fig. C30-3 for an ellipse arc drawing, the 
following equations are applicable. 
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AEARC (Absolute Ellipse ARC) 



PAGE 



AEARC-4 



^ VdX2sin2f^ + dY^cos^e 

R = dXdYsinf) , . ,5V 
'^ VdX2sin2^ + dY2cos2 

— dXdY cos a . „ ,gv 

^® ~" VdX^sin^a + dY^cos^a "^ '"'' 

dXdY sin o: ^ ,, 

^® ~ VdX^sin^a + dY^cos^a ^ 

a, b, Xc, Yc, Xe and Ye are given as a parameter to the AEARC command in units of pixels. 
When setting the command parameters. CC (Xc, Yc) of an ellipse, and CP (A, B) and Pe (Xe, 
Ye) and ellipse ARC must meet the above (4), (5), (6) and (7) equations. 
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[31] REARC (Relative Ellipse ARC) 



PAGE 



REARC-1 



<FUNCTION> 

REARC draws an ellipse ARC. 

<MNEMONIC> 

REARC (C, AREA, COL, 0PM) a, b, dXc, dYc, dXe, dYe 



TYPE 



Graphic 
Command 



<FORMAT> 

COMMAND CODE hexadecimal notation 

15 987 54 32 



10 11 



1 1 OIC 



AREA 



COL 



0PM 



C = 1 : ($ B D X X) 
C = : ($ B C X X) 



COMMAND PARAMETERS 



1 r 

1 % 


) 




a debits) 


1 E 


) 




b (16 bits) 


1£ 


> 




dXc (16 bits) 


1 C 

1 %. 


) 




dYc (16 bits) 


IE 


> 




dXe (16 bits) 


IE 







dYe (16 bits) 



WORD NUMBER 
Wn=7 

EXECUTION CYCLES 
Cn=10d+96 



< DESCRIPTION > 

As shown in Fig. C31-1, the REARC command draws an arc from the current pointer, CP, 
to Pe (dXe, dYe) of the relative coordinate, the relative coordinates CC (dXc, dYc) being the 
center point. 

The X and Y components of the relative coordinates CC and Pe are set in the command 
parameters in units of pixels. 
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REARC 



REARC (Relative Ellipse ARC) 



PAGE 



REARC-2 



The command code bit 8 (C) selects whether an arc is drawn clockwise or counterclockwrse. 
When C is "1 ", the arc is drawn clockwise, and when C is "0", the arc is drawn counterclockwise 
as shown in Fig. C31-1. 



Pe(A+dXe,B+dYe) 





Figure C31-1 Function of REARC 
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[32] AFRCT (Absolute Filled Rectangle) 



< FUNCTION > 

AFRCT command paints the rectangular area specified with CP (Current 
Pointer) and the command parameter (the absolute coordinates) accord- 
ing to a figure pattern stored in the Pattern RAM. 

< MNEMONIO 

AFRC (AREA, COL, 0PM) X, Y 



< FORMAT> 

COMMAND CODE 
15 



87 54 32 





110 





AREA 


COL OPmI 


COMMAND PARAMETERS 
15 




X debits) 


1£ 







Y (1 6 bits) 



hexadecimal notation 



($ C X X) 



PAGE 



TYPE 



AFRCT-1 



Graphic 
Command 



WORD NUMBER 
Wn=3 

EXECUTION CYCLES 
Cn=(P-A+8)B+18 



< DESCRIPTION > 

The Absolute Filled Rectangle Command (AFRCT) paints the rectangle area according to the 
color information in the pattern RAM. The sizes of the rectangle are parallel to the coordinate axis. 
Two comer points on the diagonal are CP and Pc (X, Y) at the absolute coordinate point from 
the origin. 

Pc (X, Y) expressed in the absolute X— Y coordinates from the origin are given by the com- 
mand parameter in units of pixels. 



ORG(0,0) 



Pe(A,Y+l) 
CP(A,B) 



Figure C32-1 Function of AFRCT 
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AFRCT 



AFRCT (Absolute Filled Recangle) 



PAGE 



AFRCT-2 



Painting in a rectangular area depends on the position of CP and Pc, as shown in Fig. 
C32-2. In Fig. C32-2, painting between CP and Pc is performed. CP is moved to Pe at the ter- 
mination of the command. The drawing at the end point P*» '- "'^* oerfomned. 



I'c 



Pe Pe 



tc 



CP 



^ 
2 



CP <:p 



. ^r-^-^/2: 



Pc 



Pe 



Figure C32-2 Painting Direction of AFRCT 



< EXAMPLE > 

If the absolute coordinate of CP is (A, B) on the split screen, X is set to Xi and Y to Yi in the 
command parameter, andthe drawing parameter register for the pattern RAM is set to the foBow- 
ing, the pattern start point (PSX, PSY), the pattern end point (PEX, PEY), the graphic pattern pointer 
(PPX, PPY). then, the rectangular area is painted with the AFRCT command as shown next page. 



COMMAND CODE 



15 















110 





AREA 


COL 


0PM 


CON 
IE 


flMAND PARAMETERS 

. 




Xi 


IE 


> 




Yi j 



{$ C X X) 



($ X X X X) 



XX XX) 
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AFRCT (Abisblute Filled Rectangle) 



PAGE 



AFRCT-3 



CP(A,B) 



c 



Pattern RAM 



PTN 15 



PTN 



(PEX, PEY) 
I -^ 



(PPX,-|. I 

PPY) ! ^— \ 

I I 

I I 

h-' 

(PSX, PSY) 



bit 



bit 15 



-L_L_L_L_l_L_L_L_ 

ibbLLLLLL 
iLLLLLLbb 
iLLLLLLLL 
iLLLLLLLL 



Pe (A. Y, -1 ) 



(Xi 



Pc 



ORG(0,0) 



Figure C32-3 Example of AFRCT Execution 
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[33] RFRCT (Relative Filled Rectangle) 



< FUNCTION > 

RFRCT command paints in the rectangular area specified with CP (Cur- 
rent Pointer) and the command parameter (the relative coordinates) ac- 
cording to a figure pattern stored in the Pattern RAM. 

< MNEMONIO 

RFRCT (AREA. COL, 0PM) dX, dY 



< FORMAT > 



COMMAND CODE 



15 




87 54 32 




110 


10 


AREA 


COL 


0PM 


COMMAND PARAMETERS 
15 




dX (16 bits) 


15 







dY debits) 



hexadecimal notation 



($ C 4 X X) 



PAGE 



TYPE 



RFRGT-1 



Graphic 
Command 



WORD NUMBER 
Wn=3 

EXECUTION CYCLES 
Cn=(P-A+8)B+18 



< DESCRIPTION > 

The Relative Filled Rectangle Command (RFRCT) paints the rectangular area according to the 
color information in the pattern RAM. The sizes of the rectangle are parallel to the coordinates axis. 
Two comer points on the diagonal are CP and Pe (A+dX, B+dY) at the relative coordinate point 

from CP. 

Pe (dX, dY) expressed in the relative coordinate from CP is given by the command parameter 

in units of pixels. 



Pe(A,B+dY+l) _ ^ ^^^ 

o ■- Pc(A+dX,B+dY) 



ORG(0,o) 






CPCATB^dX 



Figure C33-1 Function of RFRCT 
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RFRCT 



RFRCT (Relative Filled Rectangle) 



PAGE 



RFRCT-2 



Painting in a rectangular area depends on the position of CP and Pe, as shown in Fig. C33-2. In 
Fig. C33-2, painting between CP and Pe is perfomned. CP is moved to Pe at the temiination of 
the command. The drawing at the end point Pe is not performed. 



Pe 



--"O 



Pc 



CP 



CP 



^ 



Pc ^---^. 



Pte 



Pe 



CP 



CP 



Pe 



Pc 



Figure C33-2 Painting Direction of RFRCT 

<EXAIVIPLE> 

If the absolute coordinate of CP is (A, B) on the split screen, dX is set to dXi and dY to dYi in 
the command parameter, and th© drawing parameter register for the pattern RAM is set to the fol- 
lowing, the pattem start point (PSX, PSY), the pattern end point (PEX, PEY), the graphic pattern 
pointer (PPX, PPY), then, the rectangular area is painted with the RFRCT command, as shown in 
Fig. C33-3. 

COMMAND CODE 

15 

($ C 4 X X) 



($ X X X X) 





110 


10 


AREA 


COL 


0PM 


COIV 
15 


1MAND PARAMETERS 






dXi 


15 







dYi 



($ X X X X) 
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RFRCT (Relative Filled Rectangle) 



PAGE 



RFRCT-3 



Pattern RAM 



PTN 15 



PTN 



(PEX. PEY) 



(PPXr 
PPY) 



(PSX, PSY) 



^CP(A,B) 

LI_I_I_I_I_I_L_I_ 

lLLLLLLLL 

-LLLLLLLL 

iLLLLLbbL 

LLLLLLLL 



dY,+ l 



Pe 



?A.B-m^^^lr "^^^^ (A+dXl.B-dYl) 



bit 



bit 15 



ORG (0,0) 



Figure C33-3 Example of RFRC Execution 
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[34] PAINT (Paint) 



< FUNCTION > 

PAINT command paints the closed area sun-ounded by edge color using 
the figure pattern stored in the pattern RAM. 



<MNEMONIC> 

PAINT (AREA, COL, 0PM) 



< FORMAT > 

COMMAND CODE hexadecimal notation 

15 987 54 3 2 

($ C X X X) 



PAGE 



TYPE 



PAINT-1 



Graphic 
Command 



110 



1 o;e 



AREA 



COL 



0PM 



COMMAND PARAMETERS 
- NON - 



WORD NUMBER 
Wn=1 

Command execution cycle 
number 

Cn=(18-A+102)B-58 
(When painting rectangle) 



The "Paint" command (PAINT) paints the closed area sun-ounded by edge color defined in the 
parameter register (EDG: edge color), using the figure pattern stored in the pattern RAM. If the CP is 
inside the closed area, the paint operation is performed only inside the closed area. If the CP is 
outside, the paint operation is perfomned outside the closed area. Color code stored in color 
registers (CLO or CL1) are also considered to be an edge during PAINT execution. (See < Com- 
plex Figure Painting >.) When an unpaintable area is detected during this command, the coordi- 
nates are put in the Read FIFO and painting is continued. Therefore, a complex figure can be 
completely painted by re-issuing PAINT commands using the coordinate data put in the Read 
FIFO. 

< Definition of Edge Color > 

E = : The edge color is defined by the data in the EDG register. (See figure next page) 
E = 1 : The edge color is defined to be all colors except for the color in the EDG register. (See 
figure next page) 
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PAINT 



PAINT (Paint) 



PAGE 



PAINT-2 




E = : "red" is set to the EDG register. 
PAINT is executed at E=0. 



Figure C34-1 Paint Function (E— 0) 




E = 1 : "black" is set to the EDG register. 
PAINT is executed at E=1. 



Figure C34-2 Paint Function (E=1) 

< Paint Using a Pattern > 

The PAINT command paints using a pattern stored in the pattern RAM. As the scan point in 
the pattern RAM moves con-esponding to the movement of the drawing point the figure is re- 
peatedly drawn. 



Pattern RAM 



PTN 15 



PTNO 



PE (PEX, PEY) 

-\PP(PPX 
,PPY) 




PS (PSX, PSY) 




bit 15 



Figure C34-3 Paint Function Using Figure Pattern 
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PAINT 



PAINT (Paint) 



PAGE 



< Paint Procedure > 



PAINT-3 




Figure C34-4 Paint Procedure 

Painting is continuously performed parallel to the X axis (left to right), and in the Y direction, 
dot by dot. Fig. C34-2 shows an example of painting the encircled area. First, painting begins from 
points S on a line which is parallel to the X axis from CP. Next, painting is executed on the adjacent 
line which is above or below the first line. This drawing is repeated and painting proceeds. In this 
way, the whole encircled area is painted. The current pointer, CP, moves to the end point Pe at the 
finish. 

< Complex Figure Painting > 

The PAHSJT command checks the outlined area for any un-painted areas during painting. If 
there are any during painting, the coordinates of the areas are pushed into the internal stack. Figure 
below shows a case of four coordinates being pushed into the stack. 




Figure C34-5 Paint Stack Function 
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PAINT 



PAINT (Paint) 



PAGE 



PAINT-4 



The ACRTC can store four such coordinates. If the points are within four, one PAINT com- 
mand can completely paint a complex figure. 

If the points are five or more all coordinates cannot be pushed into the stack. The un-stacked 
coordinates are put in the Read FIFO to be read out by the MPU. the MPU reads out the coordinates 
and issues arwther PAINT command to paint the un-painted areas using these coordinates after the 
initial PAINT command is finished. The coordinate for one point put in the Read FIFO consists of the 
following 3 words. 



IE 


> 







CPx 


IE 


) 







CPy 




IE 


> 







PPxy 



Absolute coordinates 



: Coordinates x 



: Coordinates y 



Value of the pattern pointer 

If the Read FIFO is full, the command execution remains halted until the MPU reads out the 
coordinates. When the Read FIFO has data before "PAINT" is instructed, only two or less coordi- 
nates can be pushed into the stack. Therefore, it is recommended that the read FIFO be ennpty be- 
fore instnwting A "PAINT" command. 

The following two cases are the state of termination of the command. 

Data is not written in the Read FIFO 

(The outlined area is completely painted.) 

(D Data is written in the read FIFO 

(An un-paintable area exists.) 
In the case of® any un-painted area should be painted by issuing the PAINT command again. 
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PAINT (Paint) 



PAINT 



PAGE 



PAINT-S 



r START ^ 



WPR PS 

WPR PE 

(Specify the pattern area) 



WPR PP 
(Specify the pattern point) 



AMOVE X, Y 
(Specify the start point) 




Read FIFO 
(Read out the coordinate X) 



Read FIFO 
(Read out the coordinate Y) 



Read FIFO 
(Read out the pattern point) 



Figure C34-6 Paint Flow of Complex Figures Using PAINT Command 
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PAINT 



PAINT (Paint) 



PAGE 



PAINT-6 



< PAINT Area Detection Mode> 

PAINT Area Detection modes have each of the following functions. 



AREA 



000 



001 



010 



Oil 



100 



101 



110 



111 



PAINT Command Execution 



Not check the specified area. 



AREA flag is set and the command execution is truncated, if CP moves out- 
side the specified area during painting. ■ 



Paint only inside the specified area. 
AREA flag is not set. 



Paint only inside the specified arera. 

If CP meets the edge of the specified area, AREA flag is set. 



Not check the specified area. 



AREA flag is set and the command execution is truncated, if CP moves inside 
the specified area. 



Paint only outside the specified area. 

AREA flag is not set. 

Paint only outside the specified area. 

If CP meets the edge of the specified area, AREA flag is set. 
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PAINT 



PAINT (Paint) 



(i) AREA =000 
AREA =10 



(ii) AREA =001 
(AREA flag is set.) 



(iii) AREA =010 

(AREA flag is not changed.) 
AREA =011 
(AREA flag is set.) 



(iv) AREA =10 1 
(AREA flag is set.) 



(v) AREA =110 

(AREA flag is not changed.) 
AREA =111 
(AREA flag is set.) 



PAGE 



PAINT-7 



Specified Area (XMAX.YMAX) 

, ^ ^ ^^ 




(XMIN.YMIN) 



(XMIN, YMIM) 



(XMIN.YMIN) 



(XMIN.YMIN) 



(XMAX.YMAX) 

•• 

( 

' ' CP 




(XMAX.YMAX) 




(XMAX.YMAX) 




(XMIN.YMIN) 



Figure C34-6A Paint Command Example with AREA Modes 
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PAINT 



PAINT (Paint) 



PAGE 



PAINT-8 



<EXAMPLE> (In the case of E = "0") 

If a circle of the same color as specified in the edge color register (EDG) is drawn on the 
split scr^n, the pattern shown in Fig. C34-7 fetched from the pattern RAM is used and the 
pattern pointer (PP) is in the position shown in Fig. C34-7. Then the PAINT command with bit- 
8 = "0", CP in the position shown in Fig. C34-8 is executed as shown in Fig. 034-8. 



COMMAND CODE 
1 5 



110 



1 0:0 



AREA 



COL 



0PM 



($ C 8 X X) 



Pattern RAM 











































P 






_! 


^_ 




"^ 


i 


i. < 


tH 


' 


!r- 










/" 










c. 


V 












K 


^ 












/ 









PE (PEX, PEY) 



PP (PPX, PPY) 



PS (PSX, PSY) 

Figure C34-7 Setting of Pattern RAM 
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PAINT 



PAINT (Paint) 



< EXECUTION EXAMPLE> (In the case of E = "0' 



PAGE 



PAINT-9 



Figure C34-8 Example of PAINT Execution (E = "0") 
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PAINT (Paint) 



PAGE 



PAINT-10 



" "fTc^cte of .!e re":,:;as spe Jflid in .he edge co,o. parameter register ,EDG) . d.v.n on 
.he splK "*en and tt,e inside of the circle is also painted in the same color and the surr^nd of he 
*r* is no. me same color as the edge. Fig. C34-10 (A), and the P^f ™ ~";,* '=,^,%'; ^? 
the pattern RAM the pattern poin.er (PP) is in .he posifion shown m Frg C34-9. Then the PAlNl 
*ommrrwith bit 8 = "V, CP in the position shown in F^. 034-10 (A) is executed as shown ,n 
Fig. C34-10 (B). 



Pattern RAM 




PE (PEX, PEY) 



PP (PPX, PPY) 



PS(PSX,PSY) 

Figure C34-9 Setting of Pattern RAM 
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PAINT (Paint) 



PAINT 



PAGE 



PAINT-11 



exceptional edge color 

• ^. 

o o o 

o 

o o o o o 

o o o o o 



EDG 




• • A A « 

• ^ A A A • 

•AA AAAA AAA# 

A A A A 

^ A A A 

^AA AAAA AAAA 

^ A A A A 

^ ® A A 

•'^^ AAAA AAA# 

• A A A A # 

• A A A A # 

• AAAA A • 

• • A A « * 



o o o o 
o o o o o o o 
o o o o o o o 
• • o o o o o 

• • • • • 

(A) 



(B) 



Figure C34-10 Example of PAINT Execution (E = "1") 
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[35] DOT (Dot Command) 



< FUNCTION > ^ ^^ _ 

DOT Command marks a dot on the coordinates where the CP points. 

< MNEMONIO 

DOT (AREA, COL. OPM) 



PAGE 



TYPE 



DOT-1 



Graphic 
Command 



< FORM AT > 

COMMAND CODE 
15 



110 



110 



hexadecimal notation 

87 54 32 

OPM I ($CCXX) 



AREA 



COL 



COMMAND PARAMETERS 
- NON - 



WORD NUMBER 
Wn=1 

EXECUTION CYCLES 
Cn=8 



< DESCRIPTK)N> ^^^ ^^^^^ ^^^^ ^ ^^^ ^^ ^^^ coordinate where the Current Pointer (CP) indi- 



The Dot 



cates 
as the CP 



After dot drawing, the CP doesn't move. So, Pe. the dotting-f inishing point, is the same point 



CP(A,B) 
Pe (A,B) 



ORG(0,0) 



Figure C35-1 Function of DOT 
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DOT 



DOT (Dot Command) 



PAGE 



<EXAMPLE> 



DOT-2 



In the case of the absolute coordinate of the CP is (10, 8) on the split screen, the DOT Com- 
mand marks a dot as shown in Fig. C35-2. 



COMMAND CODE 
15 



110 



1 1 AREA 



COL I OPM I (SCCXX) 



COMMAND PARAMETERS 
- NON - 



Pe (10, 8) 
CP(10, 8) 



ORG (0,0) 



figure C35-2 Example of DOT Execution 

The LINE Commands and ARC Commands do not draw a dot at the finishing points, Pe. The 
DOT Command can be used to draw a dot at the Pe to draw a complete line or arc. 



COMMAND CODE 
15 



110 



8 7 54 3 2 



110 



AREA COL 



OPM 



!] 



EXAMPLE 



End point Pe (X, Y) 



End point Pe (X, Y) 



CP Start point 
ALINE X, Y 



CP Start point 
ALINE X,Y 
DOT 



Figure C35-3 DOT Command for the End Point 
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[36] PTN (Pattern) 

< FUNCTION > 

The graphic pattern defined in the pattern RAM is drawn onto the rec- 
tangular area specified by the cun-ent pointer and by the pattern size. 

<MNEMONIC> 

PTN (SL, SD, AREA, COL, 0PM) S 



PTN 
PAGE 



TYPE 



< FORMAT> 

COMMAND CODE 

15 1211108J_ 



54 32 



110 1 



SL 



SD 



AREA 



COL 



0PM 



hexadecimal notation 



($ D X X X) 



PTN-1 



Graphic 
CommarKi 



WORD NUMBER 
Wn=2 

EXECUTION CYCLES 
Cn=(P-AH-10)-B+20 



COMMAND PARAMETERS 
15 87 

SZ 



SZy 



SZx 



SZx, SZy 
I Setting: 0—255 

Meaning: 1—256 

in units of pixels 



As sZ^!^ Fig. C36-1, the Pattern command (PTN) is used to draw the 9-^P'^'^^**^ 
defin^ r*e pattl RAM onto .he rectangular area speoifted fv «« -"-^P^-J^^^;' ^,^ 
by the parameter (SZ: SZy. SZx). The pattern to be taken out of the pattern RAM b set by the 
nattem start point (PS) and pattern end point (PE). . ^ «,. ™. 

' The p^inTa. which to s^rt pattem RAM scan to obtain ^o-or 'n °™a,;» 's f ^^.^fo'. 
tem pointer (PP). The color infonnation is set on color regBters and 1 for executKjn ot 

"'"'p^.^m^J^SZ is divided into X component (SZx) and Y component (SZy), each component 

'"'%::'p™tm°™rhas the CP scan d^ection set up in unte of 46" in the oj«^«on code^ 
.ogeIe?w™.herJce of 45° slanted pattem drawing. After pattem drawing, the CP « moved to 
the Pe (see Table C36-1). 
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PTN (Pattern) 



Pattern RAM 



I PTN 



PAGE 



PTN-2 



Frame Buffer 




Figure C36-1 Function of PTN 



Table C36-1 Directions of CP Scan 




: CP o : Pe 
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PTN 



PTN (Pattern) 



PAGE 



PTN-3 



< Example of Command Execution> ^ 

From the pattern RAM, take out a pattern using the PS (PSX, PSY) and Pt IJ-tA. rtr;, 

and execute the PTN command. 



(1) Where 



PP=PS, PZ=0, SZ=PE-PS, SL=a SD=0 



COMMAND CODE 
15 



110 1 



010 



AREA 



COL 



0PM 



COMMAND PARAMETERS 
15 8 7 







1 1 1 



10 1 



($D0 XX) 



($0705) 



Pattern RAM 



PTN 15 



PE (PEX, FEY) 



PTNO 



©©0© • • 
©...©. 

©..•©• 
©©©© • • 
0.0... 

©..©.. 
9 ... © . 

PS (PSX, PSY) = PP 



Frame Buffer 



bitO 



bit 15 



Pe 
^ 

©©©© • • 
©...©. 
©...©. 

©©©© . • 
0.0... 

©..©.. 
/©...©• 
CP 



Figure C36-2 Example of PTN Execution (1) 
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PTN 



PTN (Pattern) 



(2) Where PP^S, ?Z= 0, SZ= PE- PS, SL= 0, SD= 

COMMAND CODE 
15 n 



110 1 



010 



AREA COL 



0PM 



COMMAND PARAMETERS 
15 8 7 







1 1 1 



1 1 



{$ D X X) 



($0705) 



PAGE 



PTN-4 



Pattern EAM 



PTN 15 



PTNO 
bitO 



PE (PEX, PEY) 

0000 • • 

0000 • • 

0.0... 

. . . . 

PS (PSX, PSY) 



bit 15 



Frame Buffer 



Pe 
V 

000 • • 
. 0. . .0 
• .0 . .0 
...0.0 

000 • • 
...0.0 

/ . . .0 



OP 



Figure 36-3 Example of PTN Execution (2) 
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PTN (Pattern) 



PTN 



PAGE 



PTN-5 



(3) Where PP=PS, PZ=0, SZ<PE-PS, SL=0, SD=0 



COMMAND CODE 



15 















110 1 


o;o 


AREA 


COL 


0PM 


COMMAND PARAMETERS 
15 8 7 




00000100000000 11 



($ DO XX) 



($0403) 



Pattern RAM 



PTN 15 



PTN 



PE(PEX,PEY) 



®0©0 • • 
. . . . 
... 0. 

®0®® • • 
0.0. . . 

. . . . 

. . .0 . 
PS (PSX, PSY) = PP 



bitO 



bit 15 



Frame Buffer 



Pe 




• . 


. • 


© • 


. . 


0000 1 


• 


• 


• 


• 


• 


. . 


CP 





Figure 36-4 Example of PTN Execution (3) 
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PTN 



PTN (Pattern) 

(4) Where PP= PS, PZ=^ 0, SZ > PE- PS, SL= 0, SD= 



PAGE 



PTN-6 



COMMAND CODE 
15 







110 1 



o:o 



AREA 



COL 



0PM 



COMMAND PARAMETERS 
15 8 7 







00001 1 1 10000101 1 



($ D X X) 



($ F B) 



Pattern RAM 



PTN 15 



PTNO 



PE (PEX, PEY) 
\ 

0000 • • 
0. . .0. 
0. . .0. 
0000. . 

0.0. . . 
0. .0. . 

PS (PSX, PSY) = PP 



Frame Buffer 



bitO 



bit 15 



Pe 

/ 









0000 





©000 

• • 

• . 

• . . 

0000 
• • • 
• • • 
0000 
• • 
• • 

<?• •• 

CP 











0000 . 
• • . 
• . . 
0000 • 
0.0.. 
• . • 
0- . . 

0000 • 
• • • 
• • • 
©000 • 
0.0.. 
. . . 
0. • . 



Figure 36-5 Example of PTN Execution (4) 
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PTN 



PTN (Pattern) 

(5) Where PP=PS, PZX=1, PZY=1, SZ>PE-PS, SL=0, SD=0 



COMMAND CODE 



15 

















110 1 








AREA 


COL 


0PM 


COMMAND PARAMETERS 
15 8 7 




1 1 1 1 


10 1 1 



Pattern RAM 



PTN 15 



PTNO 
bit 



PE (PEX, PEY) 



®000 . . 
©...©. 
© . . .0 • 
©©©© • • 
©.©••• 
©..©•• 
©...©. 

PS (PSX, PSY) = PP 







bit 15 



($ D X X) 



($ F B) 



Frame Buffer 



Pe 



©©©©©00© 

©©©©©©00 

0© 

©® 

©© 

©© 

©©©©©©00 

©©©©©000 

00 . . 0© 

©® • • 0® 

©0 

®© 

©© 

(^® 

CP 



• • • • 



©® 
©0 



PAGE 



PTN-7 



0© 
00 
0© 
©© 



©0 
0® 



Figure 36-6 Example of PTN Execution (5) 
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PTN (Pattern) 



(6) Where PP= PS, PZ= 0, SZ= PE- PS, SL= 1 , SD= 



COMMAND CODE 
15 



110 1 



10 



AREA COL 



0PM {$D8XX) 



COMMAND PARAMETERS 
15 8 7 



000001 110000010l| ($0 7 5) 



Pattern RAM 



PTN 15 



PTNO 
bitO 



PE (PEX, PEY) 



©0®0 . . 
© ... . 
. . .0 . 
©000 . • 
0.0... 
©..©.. 

PS (PSX, PSY) = PP 



bit 15 



Frame Buffer 



Pe 




© . 
0000 
• © . 
© . . © . 

OP 



0® ®© 
. © 
© • 



Figure 36-7 Example of PTN Execution (6) 



PTN 



PAGE 



PTN-8 
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PTN 



PTN (Pattern) 

(7) Where PP=PS, PZ=0, SZ=PE-PS, SL=0, SD=1 



PAGE 



PTN-9 



COMMAND CODE 
15 



110 1 



1 



AREA 



COL 



0PM 



COMMAND PARAMETERS 
15 8 7 







PTN 15 



PTNO 
bitO 



Pattern RAM 
PE (PEX, PEY) 

®©©0 • • 
0. . . . 
0. . . . 

®000 • • 
0.0... 

. . . • 

f "®- 

PS (PSX, PSY) = PP 



bit 15 



Pe 



($D 1 XX) 



0000011100000101 ($070 5) 



Frame Buffer 



• • • -0 

. .0 . . .0 . . . . 

• 

©• • • • 

• • • -0 

. .0.0.0.0.® 

• • • 

• • • -0 



*^ cp' ' ' 



Figure 36-8 Example of PTN Execution (7) 
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AGCPY 



[37] AGCPY (Absolute Graphic Copy) 



< FUNCTION > 

AGCPY command copies a rectangular area specified by the absolute 
coordinates to the address specified by CP (Current Pointer) 

<MNEMONIC> 

AGCPY (S, DSD, AREA, COL, 0PM) Xs, Ys, DX, DY 



PAGE 



TYPE 



AGCPY- 1 



Graphic 
Command 



< FORMAT > 



COMMAND CODE 



15 



1211 10 87 54 32 



1110 


s 


DSD 


AREA 


GO 


0PM 



hexadecimal notation 



{$ E X X X) 



COMMAND PARAMETERS 
15 



Xs 



15 



Ys 



15 



DX 



15 



DY 



WORD NUMBER 
Wn=5 

EXECUTION CYCLES 

Cn={(P+2)A4-10}B+70 



< DESCRIPTION > 

The Absolute Graphic Copy Command (AGCPY) copies data from an rectangular area in the 
frame buffer (the source area) to another location in the frame buffer (the destination area) with the 
initial starting point CP. The size of the source rectangular area is parallel to the coordinate axis. 
Two diagonal comer points are Pss (Xs, Ys) at the absolute coordinate point from the origin and 
Pse (Xs+ DX, Ys+ DY) at the relative coordinate point from Pss. 

Pss (Xs, Ys) expressed by absolute X — Y coordinates from the origin are set in the command 
parameter in units of pixels. 

Pse (DX, DY) expressed by relative X-Y coordinates from Pss are set in the command 
parameter in units of pixels. 
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AGCPY 



AGCPY (Absolute Graphic Command) 



PAGE 



AGCPY-2 



Pe(A,B + DX + 1) 
Destination area 



Source area 



ORG (0, 0) 




Pse (Xs+DX, Ys+DY) 



Direction of scan 
S=1 
DSD = 000 



Figure C37-1 Function of AGCPY 



< DIRECTION OF POINTER SCAN> 

The direction of pointer scan is determined by S bit and DSD bit in the command code 
through the AGCPY command, 
(a) S (Source Scan Direction) 

COMMAND CODE 
15 11 
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AGCPY 



AGCPY (Absolute Graphic Command) 



PAGE 



AGCPY-3 



Table C37-1 Direction of Source Data Scan 



S = 






1 o 




























> 














/ 


\ 


w 


k 


V 




{ 






















S = 1 i 




1 — f f 


















\ , 


^ 




' 


1 








„- 






' \' 




^ 


-^ 

\ 






















• : Pss o : Pse 







The direction of scan on the frame buffer in the source area is detemiined with bit 1 1 in the 
command code and the position of Pss and Pse, as shown in Table C37-1 . 
(b) DSD {Destination Scan Direction) 

COMMAND CODE 
15 1098 





DSD 
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AGCPY 



AGCPY (Absolute Graphic Copy) 



PAGE 



AGCPY-4 



Table C37-2 Direction of Destination Data Scan 



DSD= 


DSD = 01 


DSD=0 1 


DSD=0 1 1 


c 














o 
































1 


I 


* 


A 


V 
















c 














o 


DSD=1 


DSD=1 1 


dSd=i 1 


DSD=111 1 
























1 


1 ; 


' 




\ 


■ ' 








; 


1 1 i 




..^ 


U' 




f 




' 


























• : CP o : Pe 1 



As shown Table C37-2, the direction of scan on the frame buffer in the destination area is 
determined with bits 1 through 8 in the command code and position of CP and Pe. 

After temiination of the command, Pe. the end point of CP. is moved to the point shown in 
Table C37-2. 

< EXAMPLE > 

If the absolute coordinates of CP is (4, 2) on the split screen, Xs is set to 1 8, Ys is set to 2, DX 
is set to 1 3 and DY is set to 7 in the command parameter. Then, the drawing is copied by the 
AGCPY command (S = 1, DSD = 000), as shown in Fig. C37-2 (B). 
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AGCPY (Absolute Graphic Copy) 



COMMAND CODE 
15 



1110 



o;o 



AREA 



00 



0PM 



COMMAND PARAMETERS 
15 















1 



10 



15 



















10 



15 



















110 1 



15 



















111 



($ E X X) 



($0012) 



($0002) 



($ D) 



($0007) 



(28, 6) 



ORG (0, 0) 



oPe(4, 16) 



(A) Before Execution of AGCPY 



(11, 15) 



I AGCPY 



PAGE 



AGCPY-5 



(34, 12) 





ORG (0, 0) (B) After Execution of AGCPY 

Figure C37-2 Example of AGCPY Execution 
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RGCPY 



[38] RGCPY (Relative Graphic Copy) 



< FUNCTION > 

RGCPY command copy a rectangular area specified by the reative 
coordinates based on CP (Cun-ent Pointer) to an address specified by 
CP. 



<MNEMONIC> 

RGCPY (S, DSD, AREA, COL, 0PM) dXs, dYs, DX, DY 



< FORM AT > 

COMMAND CODE 
15 1211 10 87 



5 4 3 2 



1111 



DSD 



AREA 



00 



0PM 



hexadecimal notation 
($ F X X X) 



COMMAND PARAMETERS 
15 





dXs 


15 







dYs 




15 
15 





DX 







DY 







PAGE 



TYPE 



RGCPY-1 



Graphic 
Command 



WORD NUMBER 
Wn=5 

EXECUTION CYCLES 
Cn={(P+2)A+10}B+70 



< DESCRIPTION > . . ^^ 

The Relative Graphic Copy Command (RGCPY) copies data from an rectangular area in the 
frame buffer (the source area) to another location in the frame buffer (the destination area) with the 
initial starting point CP. The size of the source rectangular area is parallel to the coordinate axis. 
Two diagonal comer points are Pss (A+dXs, B+dYs) at the absolute coordinate point from CP 
and Pse (A+dXs+DX, B+dYs+DY) at the relative coordinate point from Pss. 

Pss (dXs, dYs) expressed by the relative X-Y coordinates from CP are set in the command 
parameter in units of pixels. 

Pse (DX, DY) expressed by the relative X-Y coordinates from Pss are set in the command 

parameter in units of pixels. 
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RGCPY 



RGCPY (Relative Graphic Copy) 



PAGE 



RGCPY-2 



ORG (0, 0) 




Pse (A+dXs+DX, B+dYs+DY) 
DY 



Direction of Scan 

S= 1 

DSD = 000 



Figure C38-1 Function of RGCPY 

< DIRECTION OF POINTER SCAN> 

S-bit and DSD bit in the RGCPY command have the same function as those in the 
AGCPY command. Refer to the description about the AGCPY command for details. 

< EXECUTION EXAMPLE > 

If the absolute coordinate of OP is (4, 2) on the split screen, dXs is set to 1 8, dYs to 2, DX to 
1 2 and DY to 6 in the command parameter. Then, the drawing is executed by the RGCPY com- 
mand (S = 1, DSD = 000), as shown in Fig. C38-2 (B). 
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RGCPY (Relative Graphic Copy) 



COMMAND CODE 
15 



1111 







AREA 



00 



0PM 



COMMAND PARAMETERS 
15 















1 



00 10 



($F OXX) 



($0 1 2) 



15 















1 o| ($0002) 



15 















00 



110 



15 















oil 



($0000 



($0006) 



(28, 6) 



ORG (0, 0) (A) Before execution of RGCPY 



RGCPY 



PAGE 



RGCPY-3 



(40, 13) 





ORG (0,0) 



(B) After execution of RGCPY 
Figure C38-2 Example of RGCPY Execution 
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USE OF ARC AND ELLIPSE ARC COMMAND 




(CPx, CPy) 



O Use of Arcs and Ellipse Arcs Commands 

How to Calculate Parameters of Arc Commands 
AARC Xc, Yc, Xe, Ye; 
RARC dXc, dYc, dXe, dYe; 

(Command Issuing Procedure) 

CP is moved to the start point 
(CPx, CPy) by MOVE, then 
ARC is issued. 

[Example 1] Given center coordinates 
(Xc, Yc), radius r, drawing 
start angle 1 and drawing 
end angle 02, calculate as 
follows (counterclockwise 
rotation): 

(Parameter calculation: absolute addressing) 

• Calculate the start point (CPx, CPy): 

CPx = Xc + [r cos 01 |] 
CPy = Yc+ [r sin 01 J] 

• Calculate the end point (Xe, Ye): 

Xe = Xc + [R cos 02 {] 

Ye = Yc + [R sin 02 [] (where, R = V(CPx-Xc)2+ (CPy- Yc)^ = r) 

(Parameter calculation: (2) relative addressing) 

• Calculate the start point (CPx, CPy): 

CPx = Xc+ [rcos6>i J] 

CPy = Yc + [r sin 01 U Same as in absolute addressing 

• Calculate the center coordinates (dXc, dYc): 

dXc = - [r cos 01 J] 
dYc= - [r sin 01 |] 

• Calculate the end point (dXe, dYe): 

dXe = dXc + [R cos 02 i] 

dYe = dYc + [R sin 02 j] where, (R = V(CPx-Xc)2+ (CPy- Yc)^ = 

r) 



HITACHI 303 



[Example 2] Given center coordinates 
(Xc, Yc), start point 
(CPx, CPy) and drawing 
angle 0, calculate as 
follows (counterclock- 
wise rotation): 

(Parameter calculation: absolute addressing) 

• Calculate the end point (Xe, Ye): 
Xe= Xc+ [Rcos (6l+6>i) [] 
Ye = Yc + [R sin ie-\-9^) [] _______ 

'where, R = y/iC?x- Xc)2+"(CPy- Yc)^ 




CPy- Yc 
CPx-Xe 



9^ = tan" 



(Parameter calculation: (2) relative addressing) 

• Calculate the center coordinates (dXc, dYc): 

dXc = Xc - CPx 
dYc = Yc - CPy 

• Calculate the end point (dXe, dYe): 

dXe = dXc + [R cos (9+0^) [] 
dYe = dYc + [R sin (6>-f 6>i) [] 



where, R = V(CPx-Xc)2+(CPy-Yc)2 

- = -'(§13-^ 

[Example 3] Calculate parameters 
for an Arc that 
passes 3 points, (CPx, 
CPy), (X, Y) and (Xe, Ye). ^^"^C! 



(Parameter calculation: Relative addressing) 



dX = X - CPx 
dY = Y - CPy 

dXe = Xe - CPx 
dYe = Ye - CPy 



dYe 



(CPx, CPy) 
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Calculate the center coordinates (dXc, dYc): 
AX2 + A Y2 = r2 

(AX + dX)2 + (AY + dY)2 = r2 
(AX + dXe)2 + (AY + dYe)2 = r^ 
where, 
dXc= [-AXf] 

^ r 1 (dX^+dY^)-d Ye- (dXe^+dYe2)»dY 
2 dX-dYe-dXe-dY '^ 

dYc= [-AYj] 

^ rj_ (dXe2+dYe2)-dX-(dX2+dY5HXe,i 
2 dX-dYe-dXe-dY '^ 
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O Calculating Parameters of Ellipse Arc Commands 
AEARC a, b, Xc, Yc, Xe, Ye; 
REARC a, b, dXc, dYc, dXe, dYe; 

(Command Issuing Procedure) 



(Xe, Ye) 




= A2/B2. 



[Example 1] Given center coordinates 
(Xc, Yc), X direction 
axial length A, Y direc- 
tion axial length B, 
drawing start angle 9i 
and drawing end angle 
02, calculate as follows 
(counterclockwise rotation): 



(Parameter calculation: absolute addressing) 



Calculate the axial length square ratio (a/b): 
The ratio should be an integral ratio satisfying a/b 

Calculate the start point (CPx, CPy): 

CPx= Xc + [A cos 01 |] 
CPy= Yc + [B sin 01 J] 

Calculate the end point (Xe, Ye): 

Xe= Xc+ [^/aR' cos 02 ll 
Ye = Yc 4- [Vb R' sin 02 il 

/(CPx-Xc)^ . (CPyzJ[c)f ^ A ^r-5=. 
where R'= J- + g ^V^'^'Vb 

(Parameter calculation: (2) relative addressing) 

• Calculate the start point (CPx, CPy): 
CPx = Xc + [A cos 01 H 1 <A-,sanie as in absolute addressing 
CPy = Yc + [B sin 0i H J 

• Calculate the center coordinates (dXc, dYc): 
J dXc = - [A cos 01 il 

1 dYc = - [B sin 0i ll 

• Calculate the end point (dXe, dYe): 
dXe= dXc+ [VaR'cos02 [] 
dYe = dYc+ [VbR'sin02 [] 

/(CPx-Xc)2 , (CPzriYc)!^ A ^ B 
where R' = J- 1 ^ b ' Vi Vb 



(CPx, CPy) 
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[Example 2] Given center coordinates 
(Xc, Yc), axial length 
square ratio a/b, drawing 
start point (CPx, CPy) 
and drawing angle 0, 
calculate as follows 
(counterclockwise roration): 



(parameter calculation: ® absolute addressing) ^ 



Calculate the end point (Xe, Ye): 

Xe=Xc+ [VaR'cos (6>+6>i)l] 
Ye = Yc + [Vb R' sin (6>+6>i)i] 

where R' = ^(GPx-Xc)^ + (CPy-Yc)^ 



(Parameter calculation: @ relative addressing) 

• Calculate the center coordinates (dXc, dYc): 
dXc = Xc - CPx 
dYc = Yc - CPy 

Calculate the end point (dXe, dYe): 
dXe = dXc + [^ R' cos (0+9^)l] 
dYe = dYc + [^b R' sin (6>+6>i)|] 

where R' = ^(CPx-Xc)^~ jCPy^iYc)! 



[Example 3] Calculate parameters for 
an ellipse arc that 
passes 3 points, (CPx, 
CPy), (X, Y) and 
(Xe, Ye) (axial length 
square ratio: a/b). 

(Parameter calculation: Relative addressing) 



(Xe, Ye) 




^(Cpx, CPy) 



(Xe, Ye) 




(X,Y) 


dX 




dYe]\ 


/ 


dXe 


^ 


dY 
.(CPx 


\ 


^ 




AY 


(Xc, Yc) 




AX 







dX = X - CPx 
dY = Y - CPy 



dXe = Xe - CPx 
dYe = Ye - CPy 
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Calculate the center coordinates (dXc, dYc): 

a b 

(AX+dX)2 ( AY+dY)^ ^ 
~~i b 

( AX+dXe)^ . (AY+dYe)f _ , 
a b 

we get 

dXc= [-AXj] 

1 (b-dX2+a-dY2)-dYe-(b'dXe2+a-dYe2)'dY ^j 



~ ^Ib dX-dYe-dXe-dY 

= [-AYtl 

_ J_ (b-dXe2+a-dYe2)-dX-(b-dX2- 

~ 4a dX-dYe-dXe-dY 



dYc= [-AYtl 

1 (b-dXe2+a-dYe2)-dX-(b'dX^+a'dY2)'dXe j 



Note: 

[?] 
til 



With sign unchanged, rounding the absolute value to the integer. 
With sign unchanged, round up the absolute value to the integer. 
With sign unchanged, truncate the absolute value to the integer. 
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ELECTRrCAL SPECIFICATION 



O Absolute Maximum Ratings 



Item 



Supply voltage 



Input voltage 



Allowable output cun-ent 



Total allo wable output current 



Operating temperature 



Storage temperature 




This value is in reference to Vss = OV. 

The allowable output current is the maximum current that may be drawn 

Trom, or flow, out to, one output tenninal or one input/output common tenni- 

nai. 

The total allowable output current is the total sum of currents that may be 
drawn from, or flow out to, output temiinals or input/output common termi- 

.wU" M,' ^T"f. '*' "'^'''"'""' •■^^'"QS may result in its pemianent de- 
stmcfon. LSI s should usually N used under recommended operating condi- 
tions. Exceeding any of these conditions may adversely affect its reliability. 

O Recommended Operating Conditions 



Note: 



Item 



Supply voltage 



Symbol 



Input "low" level voltage 



Input "high" level voltage 



Operating temperature 



Vcc' 



min 



VIL 



VIH 



Topr 



4.5 







2.2 



-20 



typ 



5.0 



25 



max 



5.5 



08 



Vcc 



75 



Unit 



V 



V 



V 



This value is in reference to Vss = OV. 
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O Electrical Characteristics 

• DC characteristics (Vcc = 5.0V 
otherwise noted) 



± 10%, Vss = OV, Ta = -20 to 75X unless 
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Item 




Symbol 


Measuring 
condition 


4 MHz 
Version 


6 MHz 
Version 


8 MHz 
Version 


Unit 


■ 1— 


HD63484-4 


HD63484-6 


HD63484-8 


min 


max 


min 


max 


min 


max 


Output capacity 


IRQ, 
DONE 


Cout 




- 


15 


- 


15 


- 


15 


PF 


Current consumption 




Ice 


• Chtp not selected 

• Display in pro- 
gress 


— 


T.B.D 


— 


T.B.D 


— 


T.B.D 


mA 


• Data bus in read/ 
write operation 

• Display in pro- 
gress 

• Command execu- 
tion r» progress 




T.B.D 




T.B.D 




T.B.D 


mA 
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AC characteristics (Vcc = 5.0 ± 10%, Vss = OV, Ta = -20 to 75X unless 
otherwise noted) 



1 
1 
1 
No. ' tern 

1 
1 


Symbol 




4 MHz 
Versk)n 


6 MHz 
Version 


8 MHz 
Version 


Unit 


conditk)n 


HD63484-4 


HD63484-6 


HD63484-8 




min 


max 


min 


max 


min 


max 


1 

1 Frequency of Operation 


f 




1 


4 


1 


6 


1 


8 


MHz 


1 ^- 

1 1 Clock Cycle Time 


tcyc 




250 1 


000 


167 


1000 


125 


1000 


ns 


2 ] Clock "High" Level Pulse 
1 Width 


tPWCH 




115 


500 


75 


500 


55 


500 


ns 


3 1 Clock "Low" Level Pulse 
1 Width 


tPWCL 




115 


500 


75 


500 


55 


500 


ns 


4 1 Ck)ck Rise Time 


tcr 




- 


10 


- 


10 


- 


10 


ns 


5 ' Ck)ck Fall Time 


tcf 




- 


10 


- 


10 


- 


10 


ns 


6 i R/W Setup Time 


tRWS 




70 


- 


60 


- 


50 


- 


ns 


7 ! R/W HoW Time 


tRWH 







- 





- 





- 


ns 


1 — ^ 

8 1 RS Setup Time 


tRSS 




70 


- 


60 


- 


50 


- 


ns 


1 

9 1 RS HokJ Time 


tRSH 







- 





- 





- 


ns 


1 1 CS Setup Time 


tcss 




50 


- 


40 


- 


40 


- 


ns 


1 1 1 CS HokJ Time 


tCSH 




60 


- 


60 


- 


60 


- 


ns 


12 1 




















1 3 1 Read Wait Time 


tRWAI 







- 





- 





- 


ns 


1 4 1 Read Data Access Time 


tRDAC 




— 


120 


- 


100 


- 


80 


ns 


1 5 1 Read Data HoW Time 


tRDH 




10 


- 


10 


- 


10 




ns 


1 6 • Read Data Turn Off Time 


tRDZ 




- 


60 


- 


60 


- 


60 


ns 


1" - '"'"■ 


tDTKZL 




- 


90 


- 


80 


- 


70 


ns 


1 7 DTACK Delay Time Ul to U 


1 — 


tDTKDL 







- 





- 





- 


ns 


1 8 1 DTACK Delay Time (D to L) 


1 — 


tDTKLH 




- 


60 


- 


60 


- 


60 


ns 


1 9 DTACK HoW Time (L to H) 


20 1 DTACK Turn Off Time (H to Z) 


tDTKZ 




- 


100 


- 


100 


- 


100 


ns 


21 1 Data Bus 3 State Recovery 
1 Time 1 


tDBRTI 







— 





— 





— 


ns 


22 j Write Wait Time 


tWWAI 







- 





- 





- 


ns 


23 1 WRITE Data Setup Time 


tWDS 




80 


- 


60 


- 


40 


- 


ns 


24 1 WRITE Data HokJ Time 


tWDH 




10 


- 


10 


- 


10 


- 


ns 


1 


tDRQDI 




70 


- 


60 


- 


50 


- 


ns 


25 1 DREG Delay Timel 


J 


tDRQD2 




70 


- 


60 


- 


50 


- 


ns 


26 DREQ Delay Time2 


27 1 DMA R/W Setup Time 


tDRWS 




70 


- 


60 


- 


50 


- 


ns 


28 ' DMA RA^ HoW Time 


tDRWH 







- 





- 





- 


ns 


1 - 


tDAKS 




50 


- 


40 


- 


40 


- 


ns 


29 1 DACK Setup Time 




tDAKH 




60 


- 


60 


- 


60 


- 


ns 


30 DACK HokJ Time 


1 

31 1 




















32 1 DMA Read Wait Time 


tDRW 







- 





- 





- 


ns 


33 1 DMA Read Data Access Time 


tDRDAC 




- 


120 


- 


100 


- 


80 


ns 


34 1 DMA Read Data HokJ Time 


tDRDH 


10 


- 


10 


- 


10 


- 


ns 
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No. 


Item 


Symbol 


Measuring 
condition 


4 MHz 
Version 


6 MHz 
Version 


8 MHz 
Version 






HD63484-4 


HD63484-6 


HD63484-8 


Unit 




min 


max 


min 


max 


min 


max 




35 


DMA Read Data Turn Off 
Time 


tDRDZ 




- 


60 


- 


60 


- 


60 


ns 




36 


DMA DTACK Detay Time (Z to 
L) 


tDDTZL 




- 


90 


- 


80 


- 


70 


ns 




37 


DMA DTACK Delay Time (D to 
L) 


tDDTDL 







- 





- 





- 


ns 




38 


DMA DTACK Hold Time (L to 
H) 


tDDTLH 




60 


- 


60 


- 


60 


- 


ns 




39 


DMA DTACK Turn Off Time 
(H to Z) 


tDDTHZ 




- 


100 


- 


100 


- 


100 


ns 




40 


DONE Output Delay Time 


tDND 




— 


70 


_ 


60 




50 


ns 




41 


DONE Output Tum Off Time 
(L to Z) 


tDNLZ 




- 


100 


- 


90 


- 


80 


ns 




42 


Data Bus 3 State Recovery 
Time 2 


tDBRT2 







- 





- 





- 


ns 




43 


DONE Input Pulse Width 


tDNPW 




2 


- 


2 


- 


2 


- 


Clk. 
Cyc 




44 


DMA Write Wait Time 


tDWW 







— 





_ 





_ 


ns 




45 


DMA Write Data Setup Time 


tDWDS 




80 


- 


60 


_ 


40 


_ 


ns 




46 


DMA Write Data Hold Time 


tDWDH 




10 


— 


10 


_ 


10 


_ 


ns 




47 
























48 
























49 


Memory Addr^s Hold Time 2 


tMAH2 




10 


_ 


10 





10 




ns 




50 


AS Delay Time 


tASD 




— 


90 


_ 


75 




65 


ns 




51 


As "Low" Level Pulse Width 


tPWASL 




80 


tPWCL 
+ 30 


50 


tPWCL 

+ 10 


30 


tPWCL 


ns 




52 


Menfiory Address Delay Time 


tMAD 




- 


90 


— 


80 


_ 


70 


ns 




63 


Memory Address Hold Time 1 


tMAHl 




10 


- 


10 


— 


10 





ns 




54 


Memory Address Tum Off Time 
(A-Z) 


tMAAZ 




- 


50 


- 


50 


- 


50 


ns 




55 


Memory Address Data Setup 
Time 


tMRDS 




60 


- 


50 


- 


40 


- 


ns 




56 


Memory Read Data Hold Time 


tMRDH 




10 


_ 


10 


_ 


10 




ns 




57 


MA/RA Delay Time 


tMARAD 




— 


90 





80 




70 


ns 




58 


MA/RA Hold Time 


tMARAH 




10 


_ 


10 


_ 


10 




ns 




59 


MCYC Delay Time 


tMCYCD 




— 


60 


_ 


50 




40 


ns 




60 


MRD Delay Time 


tMRDD 




- 


90 


— 


80 


_ 


70 


ns 




61 


MRD Hold Time 


tMRDH 




10 


- 


10 


— 


10 


_ 


ns 




62 


DRAW Delay Time 


tDRWD 




- 


90 


— 


80 





70 


ns 




63 


DRAW Hold Time 


tDRWH 




10 


— 


10 


_ 


10 


_ 


ns 




64 


Memory Write Data Delay 
Time 


tMWDD 




- 


90 


- 


80 


- 


70 


ns 




65 


Memory Write Data Hold Time 


tMWDH 




10 


- 


10 


- 


10 


- 


ns 
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No. 


Item 


Symbol 


Measuring . 
concKtion 


4 MHz 
Version 


6 MHz 
Version 


8 MHz 
Version 


Unit 


HD63484-4 


HD63484-6 


HD63484-8 


min 


max 


min 


max 


min 


max 


66 


Memory Write Data Turn Off 
Time 


tMWDZ 




— 


60 


— 


50 


— 


40 


ns 


67 




tHSD 




— 


90 


- 


80 


- 


70 


ns 


HSYNC Delay Time 


68 




tVSD 




- 


90 


- 


80 


- 


70 


ns 


WyRC" Delay Time 


69 


DISP1,DISP2 Delay Time 


tDSPD 




- 


90 


- 


80 


- 


70 


ns 


70 


CUD1, CUDi Delay Time 


tCUDD 




- 


90 


- 


80 


- 


70 


ns 


71 




tEXD 




30 


90 


30 


80 


30 


70 


ns 


EXSYNC Output Delay lime 


72 


CHR Delay Time 


tCHD 




- 


90 


- 


80 


- 


70 


ns 


73 






















74 






















75 


EXSYNC Input Pulse Width 


tEXSW 




3 


- 


3 


— 


3 


— 


Ck. 
Cyc 


76 




tEXS 




60 


- 


60 


- 


50 


- 


ns 


EXSYNC Input Setup Time 


77 




tEXH 




30 


- 


30 


- 


30 


- 


ns 


EXSYNC Input Hold lime 


78 


LPSTB Uncertain Time 1 


tLPDI 




70 


- 


70 


- 


70 


- 


ns 


79 


LPSTB Uncertain Time 2 


tLPD2 




10 


- 


10 


- 


10 


- 


ns 


80 


LPSTB Input Hold Time 


tLPH 




10 


- 


10 


- 


10 


- 


ns 


81 


LPSTB hiput Inhibit time 


tLPI 




4 


— 


4 


— 


4 


— 


Clk. 
Cyc 


82 


DACK Setup Time for RES 


tDAKSR 




100 


- 


100 


- 


100 


- 


rts 


83 


T5SCK Hold Time for RES 


tDAKHR 







- 





- 





- 


ns 


84 


RE5 Input Pulse Width 


ffiES 




10 


- 


10 


— 


10 


— 


Clk. 
Cyc 


85 


«Q Delay Time 1 


tlRQI 




100 


- 


100 


- 


100 


- 


ns 


86 


ma Delay Time 2 


tlRQ2 




500 


- 


500 


- 


500 


- 


ns 


87 


ATR Delay Time 1 


tATRDI 




- 


100 


- 


90 


- 


80 


ns 


88 


ATR Hold Time 1 


tATRHI 




10 


- 


10 


- 


1 10 


- 


ns 


89 


ATR Turn Off Time 


tATRZ 




- 


60 


- 


50 


- 


40 


ns 


90 


ATR Delay Time 2 


tATRD2 




- 


100 


- 


90 


- 


80 


ns 


91 


ATR Hold Time 2 


tATRH2 




10 


- 


10 


- 


10 


- 


ns 
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Figure T-1 2CLK Waveform 



Hi*rAi^uii •317 



CO 
00 

X 

i 

Z 



(n=min.5) 



2CLK 



\ / oWJ- 



R/W 




DTACK 



Figure T-2 MPU Read Cycle Timing (MPU ^ ACRTC) 
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Figure T-3 MPU Write Cycle Timing (MPU -^ ACRTC) 
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Figure T-4 DMA Read Cycle timing (Memory ^- ACRTC) 
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Figure T-5 DMA Writ© Cycle timing (IVIemory -^ ACRTC) 
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Figure T-6 Screen Display Cycle Timing 
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Figure T-7 Frame Memory Read Cycle Timing 
(ACRTC ^ Frame Memory) 
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Figure T-8 Frame Memory Write Cycle Timing 
(ACRTC — ^ Frame Memory) 
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Figure T-9 Frame Memory Refresh/Attribute Control Information Output Cycle 
Timing 
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Figure T-10 Display Control Signal Output Timing 
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Figure T-1 1 EXSYNC Input Timing 
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(When LPSTB rises in this period, memory address "iVl + 3" 
is set in the light pen address register.) 

Figure T-12 Input LPSTB Timing and Light Pen Address 
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Figure T-13 RES Input and DACK Input Timing 

(System Reset and 16-bit/8-bit Selection) 
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Figure T-14 IRQ Output Timing 
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Figure T-15 Test Load Circuit A 
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Figure T- 16 Test Load Circuit B 
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